

	
3GPP TSG-RAN5 Meeting #94-e	R5-221678
Online,  , 21st Feb 2022 - 4th Mar 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-1
	CR
	1557
	rev
	1
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to note of general spurious emissions

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2022-02-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Core specification alignment for TS 38.101-1:
In case of band n41 (2496 MHz – 2690 MHz), due to the Note 1 in Table 6.5.3.1.3-2, measured frequency range is currently defined up to 12.75 GHz and cannot cover the range from 12.75 GHz to 5th harmonic of the upper frequency edge. 

	
	

	Summary of change:
	Correct NOTE 1 in Table 6.5.3.1.3-2 and Table 6.5.3.1.5-1.

	
	

	Consequences if not approved:
	General spurious emissions from 12.75 GHz to 13.45 GHz for n41 is missing.

	
	

	Clauses affected:
	6.5.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	RAN4 dependent CR: R4-2205620

	
	

	This CR's revision history:
	This is an update of R5-220892 and the outcome of 1 revisions to this document.
r1: Clarification for RAN4 dependent draftCR number



Page 1


<<Unchanged sections skipped>>
[bookmark: _Toc27478176][bookmark: _Toc36226888][bookmark: _Toc44324173][bookmark: _Toc52990367][bookmark: _Toc60823566][bookmark: _Toc60825488][bookmark: _Toc69306277][bookmark: _Toc69309942][bookmark: _Toc76020265][bookmark: _Toc83720748]6.5.3.1	General spurious emissions
[bookmark: _Toc27478177][bookmark: _Toc36226889][bookmark: _Toc44324174][bookmark: _Toc52990368][bookmark: _Toc60823567][bookmark: _Toc60825489]6.5.3.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
[bookmark: _Toc27478178][bookmark: _Toc36226890][bookmark: _Toc44324175][bookmark: _Toc52990369][bookmark: _Toc60823568][bookmark: _Toc60825490]6.5.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
[bookmark: _Toc27478179][bookmark: _Toc36226891][bookmark: _Toc44324176][bookmark: _Toc52990370][bookmark: _Toc60823569][bookmark: _Toc60825491]6.5.3.1.3	Minimum conformance requirements
This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in Table 6.5.3.1.3-2.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1.3-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5.3.1.3-1: Boundary between NR out of band and general spurious emission domain
	Channel bandwidth
	OOB boundary FOOB (MHz) 

	BWChannel 
	BWChannel + 5



Table 6.5.3.1.3-2: Requirement for general spurious emissions limits
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz  f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz  f < 12.75 GHz
	-30 dBm
	1 MHz
	4

	
	-25 dBm
	1 MHz
	3

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm
	1 MHz
	2

	NOTE 1:	Applies for Band for which the upper frequency edge of the UL Band is greater than 2.55 GHz and less than or equal to 5.2 GHzthat the upper frequency edge of the UL Band more than 2.69 GHz
NOTE 2:	Applies for Band that the upper frequency edge of the UL Band more than 5.2 GHz
NOTE 3:	Applies for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in sub-clause 5.2B of [4] when NS_04 is signalled.
NOTE 4:	Does not apply for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in subclause 5.2B of TS 38.101-3 [4] when NS_04 is signalled. 



The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.1
[bookmark: _Toc27478180][bookmark: _Toc36226892][bookmark: _Toc44324177][bookmark: _Toc52990371][bookmark: _Toc60823570][bookmark: _Toc60825492]6.5.3.1.4	Test description
6.5.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
[bookmark: _Hlk513652897]The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2. 
[bookmark: _Hlk507671847]Table 6.5.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1.
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1.
	Low range, Mid range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1.
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest 

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	OuterFull

	2
	
	CP-OFDM QPSK
	Edge_1RB_Left

	3
	
	CP-OFDM QPSK
	Edge_1RB_Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration.
NOTE 2:	For NR band n28, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1 and C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1.
[bookmark: _Hlk519091175][bookmark: _Hlk517549223]5.	Propagation conditions are set according to Annex B.0. 
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5.3.1.4.3 with no exceptions.
6.5.3.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.5.3.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until the UE transmits at PUMAX level.
3.	Measure the power of the transmitted signal with a measurement filter of bandwidths according to Table 6.5.3.1.5-1. The centre frequency of the filter shall be stepped in contiguous steps according to Table 6.5.3.1.5-1. The measured power shall be verified for each step. The measurement period shall capture the active time slots.
4.	For UE operating on Band n41, redo the test for frequency range 1 GHz  f < 12.75 GHz with the message content in step 6 of initial conditions with exceptions defined in clause 6.5.3.1.4.3.
6.5.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6.
Exception for step 4 in test procedure:
Table 6.5.3.1.4.3-1: Message contents
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_04)
	
	



[bookmark: _Toc27478181][bookmark: _Toc36226893][bookmark: _Toc44324178][bookmark: _Toc52990372][bookmark: _Toc60823571][bookmark: _Toc60825493]6.5.3.1.5	Test requirement
This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in Table 6.5.3.1.5-1.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1.5-1 apply for all transmitter band configurations (NRB) and channel bandwidths.
The measured average power of spurious emission, derived in step 3, shall not exceed the described value in Table 6.5.3.1.5-1.
Table 6.5.3.1.5-1: General spurious emissions test requirements
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz  f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz  f < 12.75 GHz
	-30 dBm
	1 MHz
	4

	
	-25 dBm
	1 MHz
	3

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm
	1 MHz
	2

	NOTE 1:	Applies for Band for which the upper frequency edge of the UL Band is greater than 2.55 GHz and less than or equal to 5.2 GHzthat the upper frequency edge of the UL Band more than 2.69 GHz
NOTE 2:	Applies for Band that the upper frequency edge of the UL Band more than 5.2 GHz
NOTE 3:	Applies for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in sub-clause 5.2B of 38.101-3 [4] when NS_04 is signalled.
NOTE 4:	Does not apply for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in subclause 5.2B of TS 38.101-3 [4] when NS_04 is signalled.



<<End of change>>

