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<< Unchanged sections omitted >>
[bookmark: _Toc21026697][bookmark: _Toc27743983][bookmark: _Toc36197156][bookmark: _Toc36197848]7.3.2.3.2	Reference sensitivity power level for power class 2
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity specified in Table 7.3.2.3.2-1. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link Angle).
Table 7.3.2.3.2-1: Reference sensitivity for power class 2
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-92
	-89
	-86
	-83

	n258
	-92
	-89
	-86
	-83

	
	
	
	
	

	n261
	-92
	-89
	-86
	-83

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.4



The REFSENS requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3.1-2.
Unless given by Table 7.3.2.3.1-3, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3.3.1-1) configured.
<< Unchanged sections omitted >>
7.3.2.5	Test requirement
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity specified in Tables 7.3.2.5-1 to 7.3.2.5-4. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link Angle).
Table 7.3.2.5-1: Reference sensitivity for power class 1
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97.5+TT
	-94.5+TT
	-91.5+TT
	-88.5+TT

	n258
	-97.5+TT
	-94.5+TT
	-91.5+TT
	-88.5+TT

	n260
	-94.5+TT
	-91.5+TT
	-88.5+TT
	-85.5+TT

	n261
	-97.5+TT
	-94.5+TT
	-91.5+TT
	-88.5+TT



Table 7.3.2.5-2: Reference sensitivity for power class 2
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-92+TT
	-89+TT
	-86+TT
	-83+TT

	n258
	-92+TT
	-89+TT
	-86+TT
	-83+TT

	n260
	
	
	
	

	n261
	-92+TT
	-89+TT
	-86+TT
	-83+TT



<< End of changes >>
