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<Start of modified section 1>
[bookmark: _Toc21353713][bookmark: _Toc27749328][bookmark: _Toc36228133][bookmark: _Toc36228429][bookmark: _Toc36228884][bookmark: _Toc36229101][bookmark: _Toc44454686][bookmark: _Toc44455138]4.5.3	RRC_INACTIVE
[bookmark: _Toc21353714][bookmark: _Toc27749329][bookmark: _Toc36228134][bookmark: _Toc36228430][bookmark: _Toc36228885][bookmark: _Toc36229102][bookmark: _Toc44454687][bookmark: _Toc44455139]4.5.3.1	Initiation
The SS shall:
1>	if connectivity is NR
2>	use 1 NR cell, default parameters;
2>	perform according to the table 4.5.3.2-1: NR RRC_INACTIVE;
[bookmark: _Toc21353715][bookmark: _Toc27749330][bookmark: _Toc36228135][bookmark: _Toc36228431][bookmark: _Toc36228886][bookmark: _Toc36229103][bookmark: _Toc44454688][bookmark: _Toc44455140]4.5.3.2	Procedures
Table 4.5.3.2-1: NR RRC_INACTIVE
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-19a1
	Same as table 4.5.2.2-2, steps 1-19a1.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 19Aa1-19Ab9 describes behaviour depending UE implementation; the "lower case letter" identifies a step sequence that take place if the UE performs a specific action.
	-
	-
	-
	-

	19Aa1
	IF pc_noOf_PDUsNewConnection = 0 AND Test Loop Function=On, table 4.5.2.2-2 steps 19Aa1-19Aa2 take place.
	-
	-
	-
	-

	19 Ab1
	IF pc_noOf_PDUsNewConnection > 0 THEN the SS transmits an RRCRelease message
	<--
	NR : RRCRelease
	-
	-

	19 Ab2-Ab9
	Steps 1-8 of the NR RRC_IDLE extension procedure specified in table 4.5.2.2-4, take place.
	-
	-
	-
	-

	20
	The SS transmits an RRCRelease message with suspend.
	<--
	NR RRC: RRCRelease
	-
	-



<End of modified section 1>
