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Introduction
This paper is for the discussion on NR carrier UL power testing for Rel-15 PC2 UEs of Inter-band EN-DC witin FR1.
Discussion
Test requirements of MOP, MPR and A-MPR for Power Class 2 of Inter-band EN-DC witin FR1 in 38.521-3 are as below:
[bookmark: _Toc27475611][bookmark: _Toc29495201][bookmark: _Toc36116245][bookmark: _Toc36118294][bookmark: _Toc36560407][bookmark: _Toc43976904]6.2B.1.3.5	Test requirements
For test ID 1~6 the maximum output power for the DC configuration, derived in step 3 shall be within the range prescribed by the UE Power Class and tolerance in Table 6.2B.1.3.5-1.
For test ID 7~15 the maximum output power for the DC configuration, derived in step 3 shall be within the range prescribed by the UE Power Class and tolerance in table 6.2.2.5-1 in TS 36.521-1 [10] or table 6.2.1.5-1 in TS 38.521-1 [8] for E-UTRA carier and NR carrier respectively for Power class 3, and in Table 6.2B.1.3.5-2a for Power class 2.
For test ID 1~6 the maximum output power for the DC configuration, derived in step 4 shall be within the range prescribed by Power Class 3 and tolerance in Table 6.2B.1.3.5-1.
For test ID 7~15 the maximum output power for the DC configuration, derived in step 4 shall be within the range prescribed by Power Class 3 and tolerance in table 6.2.2.5-1 in TS 36.521-1 [10] or table 6.2.1.5-1 in TS 38.521-1 [8] for E-UTRA carier and NR carrier respectively.
[bookmark: _Hlk60608218]Table 6.2B.1.3.5-1: Maximum output power for inter-band EN-DC (two bands), for overlapping UL transmission
	EN-DC configuration
	Power class 2
(dBm)
	Tolerance
(dB)
	Power class 3
(dBm)
	Tolerance
(dB)

	DC_1A_n3A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n28A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n40A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n51A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n78A
DC_1A_n84A_ULSUP-TDM_n78A
DC_1A_n84A_ULSUP-FDM_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_1A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_2A_n5A
	
	
	23
	+2 +TT/-3-TT3

	DC_2A_n41A
	
	
	23
	+2 +TT/-3-TT

	DC_2A_n66A
	
	
	23
	+2 +TT/-3-TT3

	DC_2A_n71A
	
	
	23
	+2 +TT/-3-TT

	DC_2A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_3A_n7A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n28A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n40A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n41A,
DC_3C_n41A
	268
	+2+TT/-3-TT3
	23
	+2+TT/-3-TT3

	DC_3A_n51A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n77A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n78A
	268
	+2+TT/-3-TT3
	23
	+2 +TT/-3-TT3

	DC_3A_n79A
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A
	
	
	23
	+2 +TT/-3-TT3

	DC_3A_n82A
	
	
	23
	+2 +TT/-3-TT3

	DC_5A_n2A
	
	
	23
	+2 +TT/-3-TT

	DC_5A_n40A
	
	
	23
	+2 +TT/-3-TT3

	DC_5A_n66A
	
	
	23
	+2 +TT/-3-TT3

	DC_5A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_7A_n1A
	
	
	23
	+2 +TT/-3-TT

	DC_7A_n3A
	
	
	23
	+2 +TT/-3-TT

	DC_7A_n28A
	
	
	23
	+2 +TT/-3-TT3

	DC_7A_n51A
	
	
	23
	+2 +TT/-3-TT3

	DC_7A_n66A
	
	
	23
	+2 +TT/-3-TT3

	DC_7A_n78A
DC_7C_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_8A_n1A
	
	
	
	+2 +TT/-3-TT

	DC_8A_n3A
	
	
	
	+2 +TT/-3-TT

	DC_8A_n40A
	
	
	23
	+2 +TT/-3-TT3

	DC_8A_n41A,
DC_8A_n81A_ULSUP-TDM,
DC_8A_n81A_ULSUP-FDM
	
	
	23
	+2 +TT/-3-TT

	DC_8A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_8A_n78A
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_8A_n79A
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_11A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_11A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_11A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_12A_n5A
	
	
	23
	+2 +TT/-3-TT

	DC_12A_n66A
	
	
	23
	+2 +TT/-3-TT

	DC_12A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_13A_n2A
	
	
	23
	+2 +TT/-3-TT

	DC_13A_n66A
	
	
	23
	+2 +TT/-3-TT

	DC_14A_n2A
	
	
	23
	+2 +TT/-3-TT

	DC_14A_n66A
	
	
	23
	+2 +TT/-3-TT

	DC_18A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_18A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_18A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_19A_n1A
	
	
	23
	+2 +TT/-3-TT

	DC_19A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_19A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_19A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n1A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n3A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n8A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n28A
DC_20A_n83A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n51A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A,
DC_20A_n82A_ULSUP-FDM_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_21A_n1A
	
	
	23
	+2 +TT/-3-TT

	DC_21A_n28A
	
	
	23
	+2 +TT/-3-TT

	DC_21A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_21A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_21A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_25A_n41A
	
	
	23
	+2 +TT/-3-TT

	DC_26A_n41A
	
	
	23
	+2 +TT/-3-TT

	DC_26A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_26A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_26A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_28A n3A
	
	
	23
	+2 +TT/-3-TT

	DC_28A n51A
	
	
	23
	+2 +TT/-3-TT

	DC_28A_n77A
	
	
	23
	+2 +TT/-3-TT

	DC_28A_n78A
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_28A_n79A
	
	
	23
	+2 +TT/-3-TT

	DC_30A_n5A
	
	
	23
	+2 +TT/-3-TT

	DC_30A_n66A
	
	
	23
	+2 +TT/-3-TT

	DC_38A_n78A
	
	
	N/A
	N/A

	DC_39A_n41A
	26
	+2/-31
	23
	+2 +TT/-3-TT3

	DC_39A_n78A
	
	
	23
	+2 +TT/-3-TT3

	DC_39A_n79A
	26
	+2/-3
	23
	+2 +TT/-3-TT3

	DC_40A_n1A
	
	
	23
	+2 +TT/-3-TT

	DC_40A_n41A
	
	
	23
	+2 +TT/-3-TT

	DC_40A_n77A
	
	
	N/A
	N/A

	DC_40A_n78A
	
	
	23
	+2 +TT/-3-TT

	DC_41A_n77A
DC_41C_n77A
	
	
	23
	+2 +TT/-3-TT3

	DC_41A_n78A
DC_41C_n78A
	
	
	23
	+2 +TT/-3-TT3

	DC_41A_n79A
DC_41C_n79A
	26
	+2/-31
	23
	+2 +TT/-3-TT3

	DC_42A_n51A
	
	
	23
	+2 +TT/-3-TT

	DC_42A_n77A
	
	
	N/A
	N/A

	DC_42A_n78A
	
	
	N/A
	N/A

	DC_42A_n79A
	
	
	N/A
	N/A

	DC_48A_n5A
	
	
	23
	+2 +TT/-3-TT

	DC_48A_n66A
	
	
	23
	+2 +TT/-3-TT

	DC_66A_n2A
	
	
	23
	+2 +TT/-3-TT

	DC_66A_n5A
	
	
	23
	+2 +TT/-3-TT3

	DC_66A_n41A
	
	
	23
	+2 +TT/-3-TT

	DC_66A_n71A
	
	
	23
	+2 +TT/-3-TT

	DC_66A_n78A, DC_66A_n86A_ULSUP-TDM_n78A,
DC_66A_n86A_ULSUP
-FDM_n78A
	
	
	23
	+2 +TT/-3-TT

	NOTE 1:	TT applies to output power in each UL carrier with E-UTRA UL transmission not overlapping with NR UL transmission in time, and its value is the same as TT of standalone E-UTRA or NR transmission. For detailed values refer to Table 6.2B.1.3.5-2.
NOTE 2:	TT applies to overall output power with E-UTRA UL transmission overlapping with NR UL transmission in time, and its value is the maximum TT among all E-UTRA and NR UL carriers. For detailed values refer to Table 6.2B.1.3.5-3.
NOTE 3:	For the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 4:	PPowerClass, EN-DC is the maximum UE power specified without taking into account the tolerance.
NOTE 5:	For inter-band EN-DC the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).
NOTE 6:	Power Class 3 is the default power class unless otherwise stated.
NOTE 7:	The UE is not required to support PC2 within each individual cell group. Power class support within each individual cell group is signaled separately by the UE.
NOTE 8:	The UE supports PC3 within E-UTRA cell group, and supports either PC3 or PC2 within NR cell group. Power class support within each individual cell group is signaled separately by the UE.



Table 6.2B.1.3.5-2: Void

Table 6.2B.1.3.5-2a: Maximum output power for inter-band EN-DC (two bands), for non-overlapping UL transmission for power class 2 (Rel-16 and forward)
	EN-DC configuration
	Carrier
	Power class 2
(dBm)
	Tolerance
(dB)
	Condition
	Comment

	DC_3A_n41A
	NR carrier
	26
	+2+TT/-32-TT
	UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16)
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-22-TT
	UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or UE reporting (PC3 by PPowerClass,NR)
	UE meets power class 3 requirements

	
	E-UTRA carrier
	23
	+2+TT/-22-TT
	UE indicates PC3 on E-UTRA band
	UE meets power class 3 requirements

	DC_3A_n78A
	NR carrier
	26
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16)
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or UE reporting (PC3 by PPowerClass,NR)
	UE meets power class 3 requirements

	
	E-UTRA carrier
	23
	+2+TT/-22-TT
	UE indicates PC3 on E-UTRA band
	UE meets power class 3 requirements

	DC_39A_n41A
	NR carrier
	26
	+2+TT/-32-TT
	UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16)
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-22-TT
	UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or UE reporting (PC3 by PPowerClass,NR)
	UE meets power class 3 requirements

	
	E-UTRA carrier
	23
	+2+TT/-22-TT
	UE indicates PC3 on E-UTRA band
	UE meets power class 3 requirements

	DC_39A_n79A
	NR carrier
	26
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16)
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or UE reporting (PC3 by PPowerClass,NR)
	UE meets power class 3 requirements

	
	E-UTRA carrier
	23
	+2+TT/-22-TT
	UE indicates PC3 on E-UTRA band
	UE meets power class 3 requirements

	DC_41A_n79A
DC_41C_n79A
	NR carrier
	26
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16)
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-3-TT
	UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or UE reporting (PC3 by PPowerClass,NR)
	UE meets power class 3 requirements

	
	E-UTRA carrier
	26
	+2+TT/-22-TT
	UE indicates PC2 on E-UTRA band
	UE meets power class 2 requirements

	
	
	23
	+2+TT/-22-TT
	UE indicates PC3 on E-UTRA band
	UE meets power class 3 requirements

	NOTE 1:	TT applies to output power in each UL carrier with E-UTRA UL transmission not overlapping with NR UL transmission in time, and its value is the same as TT of standalone E-UTRA or NR transmission. For detailed values refer to Table 6.2B.1.3.5-3.
NOTE 2:	For the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 3:	PPowerClass, EN-DC is the maximum UE power specified without taking into account the tolerance.



[bookmark: _Toc27475631]6.2B.2.3.5	Test requirement
For Rel-15 UE or Rel-16 PC3 UE, same test requirement as in clause 6.2.2.5 in TS 38.521-1 [8].
For Rel-16 PC2 UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16), same test requirement for PC2 UE as in clause 6.2.2.5 in TS 38.521-1 [8]. For Rel-16 PC2 UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or Rel-16 PC2 UE reporting (PC3 by PPowerClass,NR), same test requirement for PC3 UE as in clause 6.2.2.5 in TS 38.521-1 [8].

6.2B.3.3.5	Test requirement
For Rel-15 UE or Rel-16 PC3 UE, same test requirement as in clause 6.2.2.5 in TS 38.521-1 [8].
For Rel-16 PC2 UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16), same test requirement for PC2 UE as in clause 6.2.3.5 in TS 38.521-1 [8]. For Rel-16 PC2 UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16) or Rel-16 PC2 UE reporting (PC3 by PPowerClass,NR), same test requirement for PC3 UE as in clause 6.2.3.5 in TS 38.521-1 [8].

Observation 1: NR carrier PC2 and NR carrier PC3 test requirements for Rel-15 Power Class 2 UE are not defined in 6.2B.1.3 (MOP), 6.2B.2.3 (MPR) and 6.2B.3.3 (A-MPR).

6.2B.4.1.3.5	Test requirement
For UE supporting DPS, the output power measured shall not exceed the values specified in Table 6.2B.4.1.3.5-1.
Table 6.2B.4.1.3.5-1: PCMAX configured UE output power for UE supporting DPS
	
	E-UTRA component carrier
	NR component carrier
	Total power measured over E-UTRA and NR component carriers

	Test ID 1a
	Not measured
	Not measured
	-10dBm ± (7+TT)

	Test ID 1b
	Not measured
	Not measured
	15dBm ± (6+TT)

	Test ID 1c
	Not measured
	Not measured
	17 ± (5+TT)

	Test ID 1d
	Not measured
	Not measured
	20 + (4+TT)/ - (6+TT)

	Test ID 1e
	Not measured
	Not measured
	21 + (3+TT)/ - (5+TT)

	Test ID 1f
	Not measured
	Not measured
	22+ (2+TT)/ - (5+TT)

	Test ID 1g
	Not measured
	23 + (2+TT) / 17 – (5+TT) for PC3 UE
	23 + (2+TT) / 21.8 - (5+TT) for PC3 UE

	
	
	26 + (2+TT) / 20 - (6+TT) for PC2 UE (Rel-15 UE or Rel-16 UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))
	26 + (2+TT) / 24.8 - (3+TT) for PC2 UE (Rel-15 UE or Rel-16 UE reporting (PC2 by PPowerClass,NR, and PC2 or Not present by powerClassNRPart-r16))

	
	
	23 + (2+TT) / 17 - (5+TT) for PC2 UE (Rel-16 UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16), or Rel-16 UE reporting (PC3 by PPowerClass,NR))
	26 + (2+TT) / 24.0 - (3+TT) for PC2 UE (Rel-16 UE reporting (PC2 by PPowerClass,NR, and PC3 by powerClassNRPart-r16), or Rel-16 UE reporting (PC3 by PPowerClass,NR))

	Test ID 1h
	Maximum output power with reduction as defined in Table 6.2.3.5-1 of TS 36.521-1 [10]
	N/A
	Maximum output power with reduction as defined in Table 6.2.3-1 of TS 36.521-1 [10]

	Test ID 2a
	-10dBm ± (7+TT)
	N/A
	Not measured

	Test ID 2b
	10dBm ± (6+TT)
	N/A
	Not measured

	Test ID 2c
	15dBm ± (5+TT)
	N/A
	Not measured

	Test ID 3a
	N/A
	-10dBm ± (7+TT)
	Not measured

	Test ID 3b
	N/A
	10dBm ± (6+TT)
	Not measured

	Test ID 3c
	N/A
	15dBm ± (5+TT)
	Not measured

	NOTE 1:	In addition NOTE 2 in Table 6.2.2-1 in TS 36.101 [5] and/or NOTE 3 in Table 6.2.1-1 in TS 38.101-1 [2] shall apply to the tolerances.
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2B.4.1.3.5-3 and Table  6.2B.4.1.3.5-4.



Observation 2: NR carrier PC2 test requirements for Rel-15 Power Class 2 UE are defined in 6.2B.4.1.3 (Configured Output Power). NR carrier PC3 test requirements for Rel-15 Power Class 2 UE are not defined in 6.2B.4.1.3 (Configured Output Power).

Release independent features for EN-DC interband UE power class are defined in Clause 8.1.2.1 of 38.307 as below:
In 3GPP TS 38.307 V15.10.0 (2022-03)
[bookmark: _Toc13051522][bookmark: _Toc29468698][bookmark: _Toc29468815][bookmark: _Toc37141047][bookmark: _Toc37268853][bookmark: _Toc37268941][bookmark: _Toc45907554][bookmark: _Toc60857475][bookmark: _Toc61184439][bookmark: _Toc66387957][bookmark: _Toc68701247][bookmark: _Toc68701316][bookmark: _Toc68701356][bookmark: _Toc68701426][bookmark: _Toc82185672][bookmark: _Toc98751355]8.1.2.1	Inter-band EN-DC within frequency range 1
Requirements for a Rel-15 UE for additional EN-DC interband configurations within FR1 compared to TS 38.101-3 of Rel-15 [4] are introduced via this clause.
Table 8.1.2.1-0: EN-DC interband UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Interband EN-DC Power Class 2
	TDD
	Rel-15
	Table B.4.6-1

	Interband EN-DC Power Class 3
	FDD, TDD, FDD and TDD
	Rel-15
	



In 3GPP TS 38.307 V16.10.0 (2022-03) and 3GPP TS 38.307 V17.5.0 (2022-03)
[bookmark: _Toc21098358][bookmark: _Toc29470585][bookmark: _Toc37141953][bookmark: _Toc37142004][bookmark: _Toc37142056][bookmark: _Toc37269059][bookmark: _Toc37269102][bookmark: _Toc45907625][bookmark: _Toc52564807][bookmark: _Toc60857186][bookmark: _Toc60857257][bookmark: _Toc61185256][bookmark: _Toc61185336][bookmark: _Toc61185384][bookmark: _Toc66390488][bookmark: _Toc66390590][bookmark: _Toc68702000][bookmark: _Toc68702487][bookmark: _Toc68702605][bookmark: _Toc68702710][bookmark: _Toc68702789][bookmark: _Toc74643125][bookmark: _Toc76540689][bookmark: _Toc82415038][bookmark: _Toc89937941][bookmark: _Toc98752902]8.1.2.1	Interband EN-DC within frequency range 1
Requirements for a Rel-16 UE for additional EN-DC interband configurations within FR1 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 8.1.2.1-0: EN-DC interband UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Interband EN-DC Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.6-1

	Interband EN-DC Power Class 3
	FDD, TDD, FDD and TDD
	Rel-15
	



Observation 3: Interband EN-DC Power Class 2 is release independent from Rel-15 for TDD Duplex-mode.

Interband EN-DC Power Class 2 is release independent from Rel-15 for TDD Duplex-mode. NR carrier test requirements for Rel-15 Interband EN-DC Power Class 2 UE are only defined for NR PC2 in 6.2B.4.1.3 (Configured Output Power). There is no NR carrier test requirements defined in 6.2B.1.3 (MOP), 6.2B.2.3 (MPR) and 6.2B.3.3 (A-MPR) for Rel-15 Power Class 2 UE. There is no NR carrier PC3 test requirements defined in 6.2B.4.1.3 (Configured Output Power) for Rel-15 Power Class 2 UE.

Proposal 1: 6.2B.1.3 (MOP), 6.2B.2.3 (MPR) and 6.2B.3.3 (A-MPR) shall be revised to add NR carrier PC2 and NR carrier PC3 test requirements for Rel-15 TDD Duplex-mode Power Class 2 UE.
Proposal 2: 6.2B.4.1.3 (Configured Output Power) shall be revised to add NR carrier PC3 test requirements for Rel-15 TDD Duplex-mode Power Class 2 UE.

Conclusion
Observation 1: NR carrier PC2 and NR carrier PC3 test requirements for Rel-15 Power Class 2 UE are not defined in 6.2B.1.3 (MOP), 6.2B.2.3 (MPR) and 6.2B.3.3 (A-MPR).
Observation 2: NR carrier PC2 test requirements for Rel-15 Power Class 2 UE are defined in 6.2B.4.1.3 (Configured Output Power). NR carrier PC3 test requirements for Rel-15 Power Class 2 UE are not defined in 6.2B.4.1.3 (Configured Output Power).
Observation 3: Interband EN-DC Power Class 2 is release independent from Rel-15 for TDD Duplex-mode.
Proposal 1: 6.2B.1.3 (MOP), 6.2B.2.3 (MPR) and 6.2B.3.3 (A-MPR) shall be revised to add NR carrier PC2 and NR carrier PC3 test requirements for Rel-15 TDD Duplex-mode Power Class 2 UE.
Proposal 2: 6.2B.4.1.3 (Configured Output Power) shall be revised to add NR carrier PC3 test requirements for Rel-15 TDD Duplex-mode Power Class 2 UE.
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