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<Start of first modified section>
[bookmark: _Toc21353768][bookmark: _Toc27749386]–	SIB2
Table 4.6.2-1: SIB2
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    nrofSS-BlocksToAverage
	2
	
	

	absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	      thresholdRSRP
	RSRP-Range
	Table 4.6.3-152
	

	      thresholdRSRQ
	Not present
	
	

	      thresholdSINR
	Not present
	
	

	    }
	
	
	

	    rangeToBestCell
	dB0
	
	

	    q-Hyst
	dB0
	To reduce interference between intra-frequency multiple cells
	

	speedStateReselectionPars 
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	Not present
	
	

	    s-NonIntraSearchQ
	Not present
	
	

	    threshServingLowP
	0
	Actual value of threshold = field value * 2 [dB]
	

	    threshServingLowQ
	Not present
	
	

	
	3
	3dB
	QBASED

	    cellReselectionPriority
	4
	A middle value in the range has been selected
	

	    cellReselectionSubPriority
	Not present
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70
	-140dBm
	

	
	-55
	-110dBm
	SIG

	    q-RxLevMinSUL
	Not Present
	
	

	
	-70 
	-140dBm
	SUL

	
	-55
	-110dBm
	SUL AND SIG

	    q-QualMin
	Not present
	
	

	
	-20
	-20dB
	QBASED

	    s-IntraSearchP
	31
	Actual value of threshold = field value * 2 [dB]
	

	    s-IntraSearchQ
	Not present
	
	

	    t-ReselectionNR
	0
	
	

	    frequencyBandList
	Not present
	
	

	    frequencyBandListSUL
	Not present
	
	

	    p-Max
	Not present
	
	

	    smtc
	SSB-MTC
	Table 4.6.3-185
	

	    ss-RSSI-Measurement
	Not present
	
	

	    ssb-ToMeasure
	SSB-ToMeasure
	
	

	    deriveSSB-IndexFromCell
	false
	
	FDD

	
	true
	
	TDD

	  }
	
	
	

	    t-ReselectionNR-SF
	Not present
	
	

	    smtc2-LP-r16
	Not present
	
	

	    ssb-PositionQCL-Common-r16
	Not present
	
	

	}
	
	
	

	  relaxedMeasurement-r16
	Not present
	
	



	Condition
	Explanation 

	SUL
	For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMin-sul.

	QBASED
	This condition applies to Quality based signalling test cases.



<End of modified section> 

