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<<< START OF CHANGES >>>

6.5G.2.3	Adjacent channel leakage ratio for Tx Diversity
If UE indicates IE [txDiversity-r16], Adjacent Channel Leakage power Ratio (ACLR) is defined as the ratio of sum of the filtered mean power at each antenna connector centred on the assigned channel frequency to sum of the filtered mean power at each antenna connector centred on an adjacent channel frequency.
6.5G.2.3.1	NR ACLR for Tx Diversity
6.5G.2.3.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5G.2.3.1.2	Test applicability
This test case applies to all types of NR Power Class 1.5 UE, Power Class 2 and Power Class 3 UE release 15 and forward that support Tx diversity.6.5G.2.3.1.3	Minimum conformance requirements
NR adjacent channel leakage power ratio (NRACLR) is the ratio of sum of the filtered mean power at each antenna connector centred on the assigned NR channel frequency to sum of the filtered mean power at each antenna connector centred on an adjacent NR channel frequency at nominal channel spacing. 
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5G.2.3.1.3-1. 
If the measured adjacent channel power is greater than –50dBm then the NRACLR shall be higher than the value specified in Table 6.5G.2.3.1.3-2.
Table 6.5G.2.3.1.3-1: NR ACLR measurement bandwidth
	Channel bandwidth
	(MHz)
	5,10,15,20,25,30,35,40,45,50
	60,70,80,90,100

	REF_SCS
	(kHz)
	15
	30

	NR ACLR measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000



Table 6.5G.2.3.1.3-2: NR ACLR requirement
	
	Power class 1.5
	Power class 2
	Power class 3

	NR ACLR
	31 dB
	31 dB
	30 dB



The normative reference for this requirement is TS 38.101-1 [2] clause 6.5G.2.3.1.
6.5G.2.3.1.4	Test description
6.5G.2.3.1.4.1	Initial conditions
Same initial conditions as 6.2G.2.4.1.
6.5G.2.3.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to the test configuration tables in clause 6.2.2.4.1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level. Allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the sum of the mean power of the UE at each antenna connector in the channel bandwidth of the radio access mode according to the test configuration, as measured in step 3 of 6.2G.2.4.2, which shall meet the requirements described in clause 6.2G.2.5 as appropriate.
4.	Measure the sum of the rectangular filtered mean power at each antenna connector for the assigned NR channel.
5.	Measure the sum of the rectangular filtered mean power at each antenna connector of the first NR adjacent channel on both lower and upper side of the assigned NR channel, respectively.
6.	Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper NR ACLR, respectively.
NOTE 1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration tables in clause 6.2.2.4.1, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
6.5G.2.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4 with the following exceptions:
Table 6.5G.2.3.1.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-118 PUSCH-Config

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  resourceAllocation
	resourceAllocationType0
	
	Almost contiguous allocation 

	
	resourceAllocationType1
	
	Contiguous allocation 

	}
	
	
	



6.5G.2.3.1.5	Test requirement
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2G.2.5 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR, derived in step 6, shall be higher than the limits in Table 6.5G.2.3.1.5-2 with TT applying for the sum of power at each of UE antenna connector.
Table 6.5G.2.3.1.5-1: NR ACLR measurement bandwidth
	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	NR ACLR measurement bandwidth
(MHz)
	4.515
	9.375
	14.235
	19.095
	23.955
	28.815
	38.895
	48.615
	58.35
	68.07
	78.15
	88.23
	98.31



Table 6.5G.2.3.1.5-2: NR ACLR requirement for Tx Diversity
	
	Power class 1.5
	Power class 2
	Power class 3

	NR ACLR
	31 - TT dB
	31 - TT dB
	30 - TT dB

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.5G.2.3.1.5-3.
NOTE 2: 	TT for the sum of power at each of UE antenna connector.



Table 6.5G.2.3.1.5-3: Test Tolerance (NR ACLR)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 100MHz
	0.8 dB
	0.8 dB
	0.8 dB




<<< END OF CHANGES >>>



