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<Start of modified section 1>
A.13	Channel bandwidth (CBW) configurations
A.13.1	DL UE specific CBW
Table A.13.1-1: DL CBW patterns for UE specific CBW configuration
	BWP Parameters
	Unit
	Values

	Reference CBW
	
	DLCBW.1.1
	DLCBW.1.2

	OffsetToCarrier
	RB
	0
	RBx Note 1

	carrierBandwidth
	RB
	Same as RF channel defined in each test
	Same as RF channel defined in each test

	Note 1:	RBx is offset in frequency domain between Point A (lowest subcarrier of common RB 0) and the lowest usable subcarrier on this carrier. Note that RBx has to be within the CBW of BS.


A.13.2	UL UE specific CBW
Table A.13.2-1: UL CBW patterns for UE specific CBW configuration
	BWP Parameters
	Unit
	Values

	Reference CBW
	
	ULCBW.1.1
	ULCBW.1.2

	OffsetToCarrier
	RB
	0
	RBx Note 1

	carrierBandwidth
	RB
	Same as RF channel defined in each test
	Same as RF channel defined in each test

	Note 1:	RBx is offset in frequency domain between Point A (lowest subcarrier of common RB 0) and the lowest usable subcarrier on this carrier. Note that RBx has to be within the CBW of BS.



Annex B (normative):
Conditions for RRM requirements applicability for operating bands

<End of modified section 1>
