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[bookmark: _Toc329269801]6.6.3.3A.1.3	Minimum conformance requirements
This clause specifies the requirements for the specified E-UTRA band for an additional spectrum emission for CA requirement with protected bands as indicated from Table 6.6.3.3A.1.3.1-1 to Table 6.6.3.3A.1.3.6-1.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
6.6.3.3A.1.3.1	Minimum conformance requirements for CA_1C (network signalled value "CA_NS_01")
When "CA_NS_01" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A.3-16.6.3.1A.0-1 from the edge of the channel bandwidth.
Table 6.6.3.3A.1.3.1-1: Additional requirements (PHS) for CA
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	1

	Note 1:	Applicable when the aggregated channel bandwidth is confined within frequency range 1940 – 1980 MHz



The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3A.1.
6.6.3.3A.1.3.2	Minimum conformance requirements for CA_1C (network signalled value “CA_NS_02")
When “CA_NS_02” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.2-1. These requirements also apply for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3A.1.3.2-1: Additional requirements for CA
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	E-UTRA band 34
	FDL_low
	-
	FDL_high
	-50
	1

	Frequency range
	1900
	-
	1915
	-15.5
	5

	Frequency range
	1915
	-
	1920
	+1.6
	5



The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3A.2.
6.6.3.3A.1.3.3	Minimum requirement for CA_1C (network signalled value “CA_NS_03”)
When “CA_NS_03” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.3-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.3-1 from the edge of the channel bandwidth.
Table 6.6.3.3A.1.3.3-1: Additional requirement for CA
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	E-UTRA band 34
	FDL_low
	-
	FDL_high
	-50
	1

	Frequency range
	1880
	-
	1895
	-40
	1

	Frequency range
	1895
	-
	1915
	-15.5
	5

	Frequency range
	1915
	-
	1920
	+1.6
	5



6.6.3.3A.1.3.4	Minimum requirement for CA_38C (network signalled value "CA_NS_05")
When "CA_NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.4-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.1.3-1 from the edge of the aggregated channel bandwidth. 
Table 6.6.3.3A.1.3.4-1: Additional requirements
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	Frequency range
	2620
	-
	2645
	-15.5
	5

	Frequency range
	2645
	-
	2690
	-40
	1



6.6.3.3A.1.3.5	Minimum requirement for CA_7C (network signalled value "CA_NS_06")
When "CA_NS_06" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.3-1 from the edge of the aggregated channel bandwidth. 
Table 6.6.3.3A.1.3.5-1: Additional requirements
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	Frequency range
	2570
	-
	2575
	+1.6
	5

	Frequency range
	2575
	-
	2595
	-15.5
	5

	Frequency range
	2595
	-
	2620
	-40
	1



6.6.3.3A.1.3.6	Minimum requirement for CA_39C (network signalled value "CA_NS_07")
When "CA_NS_07" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.1.3-1 from the edge of the aggregated channel bandwidth.
Table 6.6.3.3A.1.3.6-1: Additional requirements
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:	This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz.
NOTE 2:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1.3-1 and Table 6.6.3.1A.0-1 from the edge of the aggregated channel bandwidth.
NOTE 3:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



6.6.3.3A.1.3.7	 Minimum requirement for CA_42C (network signalled value "CA_NS_08")
When "CA_NS_08" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.1.3-1 from the edge of the aggregated channel bandwidth.
Table 6.6.3.3A.1.7-1: Additional requirements
	Frequency band
(MHz)
	Aggregated bandwidth / Spectrum emission limit (dBm)
	MBW

	
	25, 30, 35, 40 MHz (Note 1)
	

	3400 ≤ f ≤ 3800
	-23 (Note 2, Note 4)
	5 MHz

	
	-40 (Note 3)
	1 MHz

	NOTE 1:	Possible aggregated bandwidth for CA_42C as specified in Table 5.4.2A.1-1.
NOTE 2:	This requirement applies within an offset between 5 MHz and 25 MHz from the lower and from the upper edge of the channel bandwidth, whenever these frequencies overlap with the specified frequency band.
NOTE 3:	This requirement applies from 3400 MHz to 25 MHz below the lower E-UTRA channel edge and from 25 MHz above the upper E-UTRA channel edge to 3800 MHz.
NOTE 4:	This emission limit might imply risk of harmful interference to UE(s) operating in the protected operating band.



6.6.3.3A.1.3.8	Minimum requirement for CA_41C (network signalled value "CA_NS_04"
When "CA_NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1.3.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A.0-1 6.6.3.1A.1.3-1 from the edge of the aggregated channel bandwidth.
Table 6.6.3.3A.1.3.8-1: Additional requirements
	Frequency band
	Spectrum emission limit (dBm)
	Measurement bandwidth 

	2490.5 MHz ≤ f < 2495 MHz
	-13
	1 MHz

	9 kHz < f < 2490.5 MHz
	-25
	1 MHz



The normative reference for this requirement is TS 36.101[2] subclause 6.6.3.3A.3.
<<< END OF CHANGES 1>>>
