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<<< START OF CHANGES >>>
8.4.2.7	E-UTRA event-triggered reporting of a NR FR2 neighbour cell with SSB time index detection in non-DRX

<<< Skip unchanged sections >>>
Table 8.4.2.7.4.3-1: Common Exception messages for E-UTRA - NR FR2 event-triggered
reporting with SSB time index detection in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-1a;
Table H.3.4-4 with Condition INTER-RAT NR, EVENT B1 for Test 1;
Table H.3.4-4 with Condition INTER-RAT NR, EVENT B1 and GAPLESS for Test 2;
Table H.3.4-5 with Condition Pattern #0 for Test 1;
Table H.3.4-5 with Condition Pattern #4 for Test 2;
Table H.3.4-8 with Condition SSB-Index


	Specific message contents exceptions for Test Configuration 8.4.2.7-1
	Table H.3.4-6 with Conditions SMTC.2, SSB.3 FR2 and Asynchronous cells

	Specific message contents exceptions for Test Configuration 8.4.2.7-2
	Table H.3.4-6 with Conditions SMTC.1, SSB.3 FR2 and Synchronous cells



<<< Skip unchanged sections >>>
8.4.2.8	E-UTRA event-triggered reporting of a NR FR2 neighbour cell with SSB time index detection in DRX
<<< Skip unchanged sections >>>
Table 8.4.2.8.4.3-1: Common Exception messages for E-UTRA -
NR FR2 event-triggered reporting with SSB time index detection in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-1a;
Table H.3.4-4 with Condition INTER-RAT NR, EVENT B1 for Test 1 and Test 2;
Table H.3.4-4 with Condition INTER-RAT NR, EVENT B1 and GAPLESS for Test 3 and Test 4;
Table H.3.4-5 with Condition Pattern #0 for Test 1 and Test 2;
Table H.3.4-5 with Condition Pattern #4 for Test 3 and Test 4;
Table H.3.4-8 with Condition SSB-Index
Table H.3.7-2 with Condition DRX.9 for Test 1 and Test 3
Table H.3.7-2 with Condition DRX.12 for Test 2 and Test 4

	Specific message contents exceptions for Test Configuration 8.4.2.8-1
	Table H.3.4-6 with Conditions SMTC.2, SSB.3 FR2 and Asynchronous cells

	Specific message contents exceptions for Test Configuration 8.4.2.8-2
	Table H.3.4-6 with Conditions SMTC.1, SSB.3 FR2 and Synchronous cells





<<< Skip unchanged sections >>>

<<< END OF CHANGES >>>



