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<START OF MODIFIED SECTION>
[bookmark: _Hlk515458350]Table 4.1-2a: Applicability of Protocol conformance Layer 2 test cases, ref. TS 38.523-1 [2]
	7.1.1.8
	Bandwidth Part (BWP) operation
	
	
	

	7.1.1.8.1
	Bandwidth Part (BWP) operation UL/DL
	Rel-15
	C66
	UEs supporting 5GS and (DCI and timer based active BWP switching delay type1 or type2) and (Support of BWP adaptation upto2 NR FR1 FDD or NR FR1 TDD or NR FR2)  or up to 4) or (Support of BWP adaptation up to 4 NR FR1 FDD or NR FR1 TDD or NR FR2)




<SKIP TO MODIFIED SECTION>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	C66
	IF (A.4.3.2-1/24 OR A.4.3.2-1/24A) AND ( (A.4.3.2-1/42 OR A.4.3.2-1/42a OR A.4.3.2-1/42b) OR ( A.4.3.2-1/43 OR A.4.3.2-1/43a OR A.4.3.2-1/43b)) THEN R ELSE N/A
	UEs supporting 5GS and (DCI and timer based active BWP switching delay type1 or type2) and (Support of BWP adaptation upto2 NR FR1 FDD or NR FR1 TDD or NR FR2)  or up to 4) or (Support of BWP adaptation up to 4 NR FR1 FDD or NR FR1 TDD or NR FR2)




<END OF MODIFIED SECTION>
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