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[bookmark: _GoBack]–	MeasResults
[bookmark: _Hlk92058255]Table 4.6.3-79: MeasResults
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults ::= SEQUENCE {
	
	
	

	  measId
	MeasId
	
	

	  measResultServingMOList
	Not checked
	
	SFTD_NEIGHBOUR or SFTD_PSCELL

	  measResultServingMOList SEQUENCE (SIZE (1.. maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	
	

	    MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	      servCellId
	ServCellIndex
	
	

	      measResultServingCell SEQUENCE {
	
	
	

	        physCellId
	PhysCellId
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE {
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	Not checked
	
	

	              rsrq
	Not checked
	
	

	              sinr
	Not checked
	
	

	            }
	
	
	

	            resultsCSI-RS-Cell
	Not present
	
	

	          }
	
	
	

	          rsIndexResults
	Not present
	
	

	        }
	
	
	

	        cgi-Info
	Not present
	
	

	      }
	
	
	

	      measResultBestNeighCell
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  measResultNeighCells
	Not present
	
	A1, A2, SFTD_NEIGHBOUR or SFTD_PSCELL, SFTD_EUTRA

	  measResultNeighCells CHOICE {
	
	
	

	    measResultListNR
	Set according to specific message content
	
	A3, A4, A5, A6

	    measResultListEUTRA
	Set according to specific message content
	
	B1, B2

	    measResultListUTRA-FDD-r16
	Set according to specific message content
	
	B1_UTRA, B2_UTRA

	  }
	
	
	

	
	
	
	

	
	
	
	

	  measResultServFreqListEUTRA-SCG
	Not present
	
	

	  measResultServFreqListNR-SCG
	Not checked
	
	

	  measResultSFTD-EUTRA
	Not present
	
	

	  measResultSFTD-EUTRA SEQUENCE {
	
	
	SFTD_EUTRA

	    eutra-PhysCellId
	PhysCellId of E-UTRA Cell 1
	
	

	    sfn-OffsetResult
	(0..1023)
	
	

	    frameBoundaryOffsetResult
	(-30720..30719)
	
	

	    rsrp-Result
	Not checked
	
	

	  }
	
	
	

	  measResultSFTD-NR
	Not present
	
	

	  measResultSFTD-NR SEQUENCE {
	
	
	SFTD_PSCELL

	    physCellId
	PhysCellId of PSCell
	
	

	    sfn-OffsetResult
	Not checked
	
	

	    frameBoundaryOffsetResult
	Not checked
	
	

	    rsrp-Result
	Not checked
	
	

	  }
	
	
	

	  measResultCellListSFTD-NR
	Not present
	
	

	  measResultCellListSFTD-NR SEQUENCE (SIZE (1..maxCellSFTD)) OF MeasResultCellSFTD-NR {
	1 entry
	
	SFTD_NEIGHBOUR

	    MeasResultCellSFTD-NR[1] SEQUENCE {
	
	entry 1
	

	      physCellId
	PhysCellId
	
	

	      sfn-OffsetResult
	Not checked
	
	

	      frameBoundaryOffsetResult
	Not checked
	
	

	      rsrp-Result
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  measResultForRSSI-r16
	Not present
	
	

	
	MeasResultForRSSI
	
	SharedSpectrum

	  locationInfo-r16
	Not present
	
	

	  ul-PDCP-DelayValueResultList-r16
	Not present
	
	

	  measResultsSL-r16
	Not present
	
	

	  measResultCLI-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	A1
	If event trigger Id in corresponding Measurement Configuration was Event A1 

	A2
	If event trigger Id in corresponding Measurement Configuration was Event A2

	A3
	If event trigger Id in corresponding Measurement Configuration was Event A3

	A4
	If event trigger Id in corresponding Measurement Configuration was Event A4

	A5
	If event trigger Id in corresponding Measurement Configuration was Event A5

	A6
	If event trigger Id in corresponding Measurement Configuration was Event A6

	B1
	If event trigger Id in corresponding Measurement Configuration was Event B1

	B2
	If event trigger Id in corresponding Measurement Configuration was Event B2

	B1_UTRA
	If event trigger Id in corresponding Measurement Configuration was Event B1-UTRA-FDD

	B2_UTRA
	If event trigger Id in corresponding Measurement Configuration was Event B2-UTRA-FDD

	SFTD_NEIGHBOUR
	Measurement reporting triggered by SFTD measurement on NR neighbour

	SFTD_PSCELL
	Measurement reporting triggered by SFTD measurement on NR PSCell

	SharedSpectrum
	Operation with shared spectrum channel access 

	SFTD-EUTRA
	Measurement reporting triggered by SFTD measurement on E-UTRA PSCell



