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<<< START OF CHANGES >>>

[bookmark: _Toc100005341][bookmark: _Toc114990164][bookmark: _Toc123843452]B.2.2.27	Influence of noise
See B.2.1.27.
The uncertainty value of influence of noise is estimated as below table and used across clause B.
Editor’s Note: For ACLR, all applicable configurations need to be added.
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Table B.2.2.27-1: Uncertainty value for influence of noise for PC3 for IFF
	Test case
	Frequency range
	Noise floor
	Minimum requirement
	Estimated SNRtotal [dB/400MHz]
	Relaxation
	Influence of noise

	MOP-EIRP
	FR2a
	N/A
	20.7dBm/ChBW
(22.4-1.7)
	16.33 (NOTE 1)
	0
	0.1

	
	FR2b
	N/A
	18.9dBm/ChBW
(20.6-1.7)
	11.45 (NOTE 1)
	0
	0.3

	MOP-TRP
	FR2a
	N/A
	23dBm/ChBW
	16.33 (NOTE 1)
	0
	0.1

	
	FR2b
	N/A
	23dBm/ChBW
	11.45 (NOTE 1)
	0
	0.3

	MOP-Spherical
	FR2a
	N/A
	9.75dBm/ChBW
(Spherical – MBR= 11.5-1.75)
	11.45 (NOTE 1)
	0
	0.3

	
	FR2b
	N/A
	7.6dBm/ChBW
(Spherical – MBR=8-0.4)
	6.37 (NOTE 1)
	0
	0.9

	MPR
	FR2a
	-7.6dBm/400MHz
	7.65dBm/ChBW
(EIRP-MPB-MPR-T(MPR)=22.4-0.75-9-5)
	15.17 (NOTE 1)
	0
	0.13

	
	FR2b
	-5.5dBm/400MHz
	5.85dBm/ChBW
(EIRP-MPB-MPR-T(MPR)=20.6-0.75-9-5)
	11.30 (NOTE 1)
	0
	0.31

	Configured output power with power boost
	FR2a
	N/A
	21.7dBm/ChBW
(22.4-1.7+1)
	16.33 (NOTE 1)
	0
	0.1

	
	FR2b
	N/A
	19.9dBm/ChBW
(20.6-1.7+1)
	11.45 (NOTE 1)
	0
	0.3

	Minimum output power
	FR2a
	-10.6dBm/400MHz
	-13dBm
	-2.54 (NOTE 1)
	8.4
	1.0 
(with  relaxation)

	
	FR2b
	-5.5dBm/400MHz
	-13dBm
	-7.64 (NOTE 1)
	13.5
	1.0
(with relaxation)

	OFF power – TRP
	FR2a
	N/A
	-35dBm/ChBW
	-24.54 (NOTE 2)
	30.4
	1.0
(with relaxation)

	
	FR2b
	N/A
	
	<24.54 (NOTE 2)
	N/A
	Propose not to test

	OFF power – EIRP
	FR2a
	-7.6dBm/400MHz
	-30dBm/ChBW
	-22.54 (NOTE 2)
	28.4
	1.0
(with relaxation)

	
	FR2b
	-5.5dBm/400MHz
	
	-24.64 (NOTE 2)
	30.5
	1.0
(with relaxation)

	Absolute power tolerance
	Same as Minimum output power

	Relative power tolerance
	FR2a
	-13.6dBm/100MHz
	-7.6dBm/100MHz
	5.86 (NOTE 1)
	0
	1.0

	
	FR2b
	-11.5dBm/100MHz
	-5.5dBm/100MHz
	5.86 (NOTE 1)
	0
	1.0

	Aggregate power tolerance
	Same as Relative power tolerance

	Aggregate power tolerance
	FR2a
	-13.6dBm/100MHz
	-7.6dBm/100MHz
	5.86 (NOTE 1)
	0
	1.0

	
	FR2b
	-11.5dBm/100MHz
	-5.5dBm/100MHz
	5.86 (NOTE 1)
	0
	1.0

	SEM
	FR2a
	N/A
	-13dBm/1MHz
	8.14 (NOTE 1)
	0
	0.62

	
	FR2b
	N/A
	
	5.86 (NOTE 1)
	0
	1.0

	ACLR (CP)
	FR2a
	-7.6dBm/400MHz
	Highest testable MPR for 400MHz: 3dB
16.65dBm/ChBW
(EIRP-MPB-MPR-T(MPR) =22.4-0.75-3-2)

Actual lowest:
7.65dBm/ChBW
(EIRP-MPB-MPR-T(MPR)=22.4-0.75-9-5)
	22.86 (with 3dB MPR) (NOTE 1)
	0
	N/A

	
	FR2b
	-5.5dBm/400MHz
	Highest testable MPR for 400MHz: 2dB
16.35dBm/ChBW
(EIRP-MPB-MPR-T(MPR) =20.6-0.75-2-1.5)

Actual lowest:
5.85dBm/ChBW
(EIRP-MPB-MPR-T(MPR)=20.6-0.75-9-5)
	21.86 (with 2dB MPR) (NOTE 1)
	0
	N/A

	ACLR (ACP)
	FR2a
	-7.6dBm/400MHz
	Highest testable MPR for 400MHz: 3dB
-0.35dBm/ChBW
(EIRP-MPB-MPR-T(MPR)-ACLR=22.4-0.75-3-2-17)

Actual lowest: 
-9.35 dBm/ChBW
(EIRP-MPB-MPR-T(MPR)-ACLR=22.4-0.75-9-5-17)
	5.86 (NOTE 1)
	0

	1.0

	
	FR2b
	-5.5dBm/400MHz
	Highest testable MPR for 400MHz: 2dB
0.35dBm/ChBW
(EIRP-MPB-MPR-T(MPR)-ACLR=20.6-0.75-2-1.5-16)

Actual lowest:
-10.15 dBm/ChBW
(EIRP-MPB-MPR-T(MPR)-ACLR=20.6-0.75-9-5-16)
	5.86 (with 2dB MPR) (NOTE 1)
	0
	1.0

	General Tx spurious
	6GHz <=f<=23.45GHz
	N/A
	-13dBm/1MHz
	10.0 (NOTE 1)
	0
	0.41

	
	23.45GHz<=f<=40GHz
	N/A
	-13dBm/1MHz
	10.0 (NOTE 1)
	0
	

	
	40GHz<=f<=80GHz
	N/A
	-13dBm/1MHz
	10.0 (NOTE 1)
	0
	

	Tx spurious Co-existence
	n260
(Aggressor band : n257, n261)
	-23
	-2dBm/100MHz
(-22dBm/MHz)

	0.86 (NOTE 2)
	5
	1.0
(with  relaxation)

	
	n257, n261
(Aggressor band : n260)
	-27.7
	-5dBm/100MHz
(-25dBm/MHz)

	2.56 (NOTE 2)
	3.3
	1.0
(with  relaxation)

	
	23.6 GHz ≤ f  ≤ 24.0GHz
	-27.7
	1dBm/200MHz
(-22 dBm/MHz)
	5.56 (NOTE 2)
	0.3
	1.0
(with  relaxation)

	
	36 GHz ≤ f  ≤ 37GHz
	-23dBm/MHz
	7dBm/1000MHz
(-23dBm/MHz)
	-0.14 (NOTE 2)
	6
	1.0
(with  relaxation)

	
	57 GHz ≤ f  ≤  66GHz
	N/A
	2dBm/100MHz
(-18dBm/MHz)
	5.86 (NOTE 1)
	0
	1.0

	Additional spurious emission
	NS_202
(7.25GHz <=f <=12.75GHz)
	-40 dBm/MHz
	-10dBm/100MHz
(-30 dBm/MHz)
	10 (NOTE 1)
	0
	0.41

	
	NS_202
(12.75GHz <=f <=23.45GHz)
	-23 dBm/MHz
	-10dBm/100MHz
(-30 dBm/MHz)
	-7.14 (NOTE 2)
	13
	1.0
(with  relaxation)

	
	NS_202
(23.6GHz <=f <=24.0GHz)
	-27.7 dBm/MHz
	1dBm/200MHz
(-22 dBm/MHz)
	5.56 (NOTE 2)
	0.3
	1.0
(with  relaxation)

	
	NS_202
(23.45GHz <=f <=40.8GHz)
	-23 dBm/MHz
	-10dBm/100MHz
(-30 dBm/MHz)
	-7.14 (NOTE 2)
	13
	1.0
(with  relaxation)

	
	NS_202
(40.8GHz <=f <=66GHz)
	-23 dBm/MHz
	-10dBm/100MHz
(-30 dBm/MHz)
	-7.14 (NOTE 2)
	13
	1.0
(with  relaxation)

	
	NS_203
(23.6GHz <=f <=24.0GHz)
	-27.7 dBm/MHz
	+1dBm/200MHz
(-22dBm/MHz)
	5.56 (NOTE 2)
	0.3
	1.0
(with  relaxation)

	Rx spurious
	6GHz <=f<=20GHz
	
	-47dBm/1MHz
	-4.342.2 (NOTE 2)
	10.2
	1.0 dB for 23.45~40.8GHz, 0.64dB for 6~23.45 and 40.8~80 GHz.

	
	20GHz<=f<=40GHz
	
	-47dBm/1MHz
	-11.34 (NOTE 2)
	17.2
	

	
	40GHz<=f<=80GHz
	
	-47dBm/1MHz
	-27.2425.1 (NOTE 2)
	33.1
	

	NOTE 1:	Estimated SNR is calculated based on agreed influence of noise.
NOTE 2:	Estimated SNR is calculated based on agreed relaxation value: Estimated SNR = 6dB - relaxation.



Table B.2.2.27-2: Uncertainty value for influence of noise for PC1 for IFF
	Test case
	Frequency range
	Relaxation [dB]
	Influence of noise [dB]

	MOP-EIRP
	FR2a
	0
	0.13

	
	FR2b
	TBD0
	TBD0.2

	MOP-TRP
	FR2a
	0
	0.13

	
	FR2b
	0TBD
	0.2TBD

	MOP-Spherical
	FR2a
	0TBD
	0.2TBD

	
	FR2b
	0TBD
	0.35TBD

	MPR
	FR2a
	0TBD
	0.1TBD

	
	FR2b
	0TBD
	0.3TBD

	Minimum output power
	FR2a
	0TBD
	0.3TBD

	
	FR2b
	0TBD
	0.6TBD

	OFF power – TRP
	FR2a
	Same as defined for PC3 in Table B.2.2.27-1

	
	FR2b
	Same as defined for PC3 in Table B.2.2.27-1

	SEM
	FR2a
	0
	1.81 (NOTE 1, 2)

	
	FR2b
	0TBD
	TBD

	ACLR (ACP)
	FR2a
	0
	0.95 

	
	FR2b
	0TBD
	TBD0.95

	General Tx spurious
	6GHz <=f<12.75GHz
	Same as defined for PC3 in Table B.2.2.27-1

	
	12.75GHz<=f<66GHz
	0
	1.08 (NOTE 1, 3)

	
	66GHz<=f<=80GHz
	Same as defined for PC3 in Table B.2.2.27-1

	Tx spurious Co-existence
	n260
(Aggressor band : n257, n261)
	5 (Same as PC3)TBD
	2.34 (NOTE 1, 4)TBD

	
	n257, n261
(Aggressor band : n260)
	3.3 (Same as PC3)TBD
	2.34 (NOTE 1, 4)TBD

	
	23.6 GHz ≤ f  ≤ 24.0GHz
	0.3 (Same as PC3)
	2.34 (NOTE 1, 4)

	
	36 GHz ≤ f  ≤ 37GHz
	TBD
	TBD

	
	57 GHz ≤ f  ≤  66GHz
	Same as defined for PC3 in Table B.2.2.27-1

	
Additional spurious emission
	NS_202
(7.25GHz <=f <=12.75GHz)
	Same as defined for PC3 in Table B.2.2.27-1

	
	NS_202
(12.75GHz <=f <=23.45GHz)
	
13 (Same as PC3)
	
2.34 (NOTE 1, 4)

	
	NS_202, NS_203
23.6 GHz ≤ f  ≤ 24.0GHz
	0.3 (Same as PC3)
	2.34 (NOTE 1, 4)

	
	NS_202
(23.45GHz <=f <=40.8GHz)
	13 (Same as PC3)
	2.34 (NOTE 1, 4)

	
	NS_202
(40.8GHz <=f <=66GHz)
	13 (Same as PC3)
	2.34 (NOTE 1, 4)

	Rx spurious
	6GHz <=f<=20GHz
	Same as defined for PC3 in Table B.2.2.27-1

	
	20GHz<=f<=40GHz
	Same as defined for PC3 in Table B.2.2.27-1

	
	40GHz<=f<=80GHz
	Same as defined for PC3 in Table B.2.2.27-1

	NOTE 1: values assuming up to 6% of grid points with EIRP > 43dBm.
NOTE 2: values assuming SNR = -7.9dB for points with EIRP > 43dBm / SNR = 8.14dB otherwise.
NOTE 3: values assuming SNR = -5dB for points with EIRP > 43dBm / SNR = 10dB otherwise.
NOTE 4: values assuming SNR = -9dB for points with EIRP > 43dBm / SNR = 6dB otherwise and considering the proposed relaxation.




<<< Skip unchanged sections >>>



<<< END OF CHANGES >>>



