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Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
<Section skipped>
<start of changes>
	8.2.5
	Reconfiguration Failure / Radio link failure
	
	
	

	8.2.5.1
	Radio link failure / PSCell addition failure
	
	
	

	8.2.5.1.1
	Radio link failure / Random access problem / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.1.2
	Radio link failure / Random access problem / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.2
	Radio link failure / PSCell out of sync indication
	
	
	

	8.2.5.2.1
	Radio link failure / PSCell out of sync indication / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.2.2
	Radio link failure / PSCell out of sync indication / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.3
	Radio link failure / rlc-MaxNumRetx failure
	
	
	

	8.2.5.3.1
	Radio link failure / rlc-MaxNumRetx failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.3.2
	Radio link failure / rlc-MaxNumRetx failure / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.3.3
	Radio link failure / rlc-MaxNumRetx failure / NE-DC
	Rel-15
	C160
	UEs supporting NE-DC

	8.2.5.4
	Reconfiguration failure / SCG change failure
	
	
	

	8.2.5.4.1
	Reconfiguration failure / SCG change failure / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.5.4.2
	Reconfiguration failure / SCG change failure / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.5.5
	Reconfiguration failure / SCG Reconfiguration failure / SRB3
	
	
	

	8.2.5.5.1
	Void
	
	
	

	8.2.5.6
	Reconfiguration failure / SCG Reconfiguration failure / SRB1
	
	
	

	8.2.5.6.1
	Void
	
	
	

	8.2.6
	MR-DC RRC others
	
	
	

	8.2.6.1
	Failure information / RLC failure / SCG
	
	
	

	8.2.6.1.1
	Failure information / RLC failure / SCG / EN-DC
	
	
	

	8.2.6.1.1.1
	Failure information / RLC failure / SCG / EN-DC / Intra-band Contiguous CA
	Rel-15
	C75
	UEs supporting EN-DC and SRB3 and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.1.2
	Failure information / RLC failure / SCG / EN-DC / Inter-band CA
	Rel-15
	C76
	UEs supporting EN-DC and SRB3 and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.1.3
	Failure information / RLC failure / SCG / EN-DC / Intra-band non Contiguous CA
	Rel-15
	C77
	UEs supporting EN-DC and SRB3 and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and EN-DC with 2 NR UL carriers

	8.2.6.1.2
	Failure information / RLC failure / SCG / NR-DC
	
	
	

	8.2.6.1.2.1
	Failure information / RLC failure / SCG / NR-DC / Intra-band Contiguous CA
	Rel-15
	C88
	UEs supporting NR-DC and SRB3 and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.1.2.2
	Failure information / RLC failure / SCG / NR-DC / Inter-band CA
	Rel-15
	C89
	UEs supporting NR-DC and SRB3 and inter-band CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.1.2.3
	Failure information / RLC failure / SCG / NR-DC / Intra-band non Contiguous CA
	Rel-15
	C90
	UEs supporting NR-DC and SRB3 and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB and UL NR CA with 2 carriers

	8.2.6.2
	Processing delay
	
	
	

	8.2.6.2.1
	Processing delay / PSCell addition / SCG DRB / Success / Latency check / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.6.2.2
	Processing delay / Latency check / NR-DC
	Rel-15
	C80
	UEs supporting NR-DC

	8.2.6.2.4
	Processing delay / RRC_INACTIVE / Latency check / NR-DC
	Rel-16
	
C229
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.

	8.2.6.3
	Idle/Inactive measurements
	
	
	

	8.2.6.3.1
	Idle/Inactive measurements / Idle mode / EN-DC / SIB5 & SIB24 configuration
	Rel-16
	C255
	UEs supporting EN-DC and Idle/Inactive Measurements

	8.2.6.3.2
	Idle/Inactive measurements / Idle mode / EN-DC / RRCConnectionRelease configuration
	Rel-16
	C225
	UEs supporting EN-DC and Idle/Inactive Measurements

	8.2.6.3.3
	Idle/Inactive measurements / Inactive mode / NE-DC / SIB11 configuration
	Rel-16
	C193
	UEs supporting 5GC Core, E-UTRA, RRC_INACTIVE and Idle/Inactive Measurements

	8.2.6.3.4
	Idle/Inactive measurements / Inactive mode / NE-DC / RRCRelease configuration
	Rel-16
	C193
	UEs supporting 5GC Core, E-UTRA, RRC_INACTIVE and Idle/Inactive Measurements

	8.2.6.3.5
	Idle/Inactive Measurements / Idle mode / NE-DC / SIB11 configuration
	Rel-16
	C191
	UEs supporting 5G Core, E-UTRA and Idle/Inactive Measurements

	8.2.6.3.6
	Idle/Inactive Measurements / Idle mode / NE-DC / RRCRelease configuration
	Rel-16
	C191
	UEs supporting 5GC Core, E-UTRA and Idle/Inactive Measurements

	8.2.7
	RRC resume
	
	
	

	8.2.7.1
	RRC resume / EN-DC
	
	
	

	8.2.7.2
	RRC resume / NR-DC
	
	
	

	8.2.7.2.1
	RRC Resume / Suspend-Resume / RRC reconfiguration / NR-DC / Resume with SCG
	Rel-16
	C229
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE and (re-)configuration of an SCG during the resume procedure.



<End of changes>


