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	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	7
	Layer 2
	
	
	

	7.1
	NR Layer 2
	
	
	

	7.1.1
	MAC
	
	
	

	7.1.1.1
	Random Access Procedures
	
	
	

	7.1.1.1.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.2
	Random access procedure / Successful / C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.3
	Random access procedure / Successful / SI request
	Rel-15
	C21
	UEs supporting 5G Core

	7.1.1.1.4
	Random access procedure / Successful / Beam Failure / Preamble selected by MAC itself / non-Contention Free RACH procedure
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.5
	Random access procedure / Successful / Supplementary Uplink
	Rel-15
	C28
	UEs supporting 5GS and supplemental uplink with dynamic switch

	7.1.1.1.6
	Random access procedure / Successful / Temporary C-RNTI Based / Preamble selected by MAC itself
	Rel-15
	R
	UEs supporting 5GS

	7.1.1.1.7
	Random access procedure / 2-step RACH / RA_TYPE selection
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.8
	Correct selection of RACH parameters / 2-step RACH/MSGA and PRACH resource explicitly signalled to the UE by RRC / contention free random access procedure
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.9
	Random access procedure / Successful / 2-step RACH/C-RNTI Based / Preamble selected by MAC itself
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.10
	Random access procedure / 2-step RACH/not complete/ RA_TYPE to 4-stepRA
	Rel-16
	C135
	UEs Supporting 2-Step RACH

	7.1.1.1.16
	Random access procedure / RedCap UE identification / Msg3-based / CCCH1
	Rel-17
	C212AX
	UEs supporting 5G Core and RedCap and RRC_INACTIVE

	7.1.1.1.17
	Random access procedure / RedCap UE identification
	Rel-17
	C212
	UEs supporting 5G Core and RedCap

	7.1.1.1.18
	Random access procedure / Msg3 repetition indication / Random access resources selection
	Rel-17
	C211
	UEs supporting repetition of Message 3 PUSCH


<End of modified section 1>

<Start of modified section 2>

Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS Fallback
	
	
	

	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	…
	…
	…
	…
	…

	11.6.3
	Data Off / SMSoIP
	Rel-15
	C162A
	UEs supporting 5G Core and NG.114 v2.0 and 3GPP PS data off and Initiating session and SMS over IP

	11.7
	eDRX
	
	
	

	11.7.1
	eDRX / IDLE
	Rel-17
	C210
	UEs supporting 5G Core and eDRX

	11.7.2
	eDRX / Inactive / RAN-initiated paging
	Rel-17
	C210
	UEs supporting 5G Core and eDRX

	11.8
	Inter-system mobility between untrusted Non-3GPP and 3GPP system
	
	
	

	11.8.5
	Inter-system mobility between untrusted Non-3GPP and 3GPP system/Handover from 5GS to EPC/ePDG
	Rel-15
	C208
	UEs supporting 5G Core and IMS and handover from 5G Core to EPC over non-3GPP Access Network and GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi" and WLAN.

	11.8.6
	Inter-system mobility between untrusted Non-3GPP and 3GPP system/Handover from EPC/ePDG to 5GS/ UE in 5GMM-DEREGISTERED and EMM-DEREGISTERED states
	Rel-15
	C237
	UEs supporting WLAN and GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi" and handover from EPC over non-3GPP Access Network to 5G Core and IMS and 5G Core.



<End of modified section 2>

<Start of modified section 3>
4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	…
	…
	…

	C210
	IF A.4.1-5/1 AND A.4.3.7-1/43THEN R ELSE N/A
	UEs supporting 5G Core and eDRX

	C211
	IF A.4.3.2-1/85 THEN R ELSE N/A
	UEs supporting repetition of Message 3 PUSCH

	C212
	IF A.4.1-5/1 AND A.4.3.12-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and RedCap

	C212AX
	IF A.4.1-5/1 AND A.4.3.12-1/2 AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and RedCap and RRC_INACTIVE

	C213
	IF A.4.1-5/1 AND A.4.3.8-1/1 THEN R ELSE N/A
	UE supporting 5G Core and broadcast reception

	…
	…
	…



<End of modified section 3>

