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3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], TS 23.271 [2],
TS 36.305 [3], TS 36.355 [4] , TS 38.305 [31] , TS 37.355 [32] apply.
[bookmark: _Toc27408661][bookmark: _Toc51833022][bookmark: _Toc59046258][bookmark: _Toc68183004][bookmark: _Toc75461922][bookmark: _Toc83678769][bookmark: _Toc106630044][bookmark: _Toc114859288]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BDS	BeiDou Navigation Satellite System
DL	Downlink
DL-AoD	Downlink Angle-of-Departure
DL-PRS	Downlink Positioning Reference Signal
DL-TDOA	Downlink Time Difference Of Arrival
LCS	Location Services
LPP	LTE Positioning Protocol
MBS	Metropolitan Beacon System
MO-LR	Mobile Originated Location Request
Multi-RTT	Multi-Round Trip Time
MT-LR	Mobile Terminated Location Request
NAS	Non-Access-Stratum
NI-LR	Network Induced Location Request 
NR	New Radio
NR E-CID	NR Enhanced Cell ID (positioning method)
OTA	Over The Air
TBS	Terrestrial Beacon System
UL	Uplink
WLAN	Wireless Local Area Network
UL-SRS	Uplink Sounding Reference Signal
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4.1	Default system information
Default system information, as specified in 3GPP TS 34.108 [16] subclause 6.1, is broadcasted for the A-GPS test cases in subclause 6.1. For the A-GNSS test cases in subclause 6.2, the default system information, as specified in 3GPP 
TS 36.508 [8], is broadcasted. 15/15.x are not broadcasted unless otherwise stated in the specific test cases.
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During A-GPS and A-GNSS tests, where required the SS shall generate satellite signals that are of a sufficient number and strength not to prevent the UE from responding to a positioning request with a valid measurement response. Any assistance data provided during these tests shall be consistent with the satellite signals generated during these tests. Note that some tests require assistance data to be provided even though satellite signals are not required.
It is considered that six satellite signals with the level of the simulated satellites all at -125 dBm ± 6 dB should be suitable, however this does not imply any conformance requirements on the UE.
Suitable GPS and GNSS scenarios together with associated assistance data are defined in TS 37.571-5 [12]  subclause 5.1 and 6.1, respectively.
The accuracy of the  time-of-week and/or GANSS time-of-day in the provided assistance data shall be within ± 2 seconds relative to the GPS and/or GANSS time in the system simulator. In the case that assistance data is required but satellite signals are not required then this clause does not apply.
During A-GNSS signalling tests where satellite signals are required, the SS shall generate all the UE supported GNSS satellite signals.
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Some test cases defined in clause 7 may include several sub-test cases dependent on the positioning method(s) supported by the UE. Each sub-test case is identified by a sub-test case number as defined in Table 5.1-1. The applicable sub-tests for each test case are specified in the test procedure sequence clause of each test case. If no sub-tests are defined for a specific test case it means that this particular test case is not dependent on a specific positioning method.
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