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[bookmark: _Toc21353730][bookmark: _Toc27749345][bookmark: _Hlk122953904]4.6	Default NG-RAN RRC message and information elements contents
4.6.3	Radio resource control information elements
----- Unchanged clauses Skipped -----
–	ServingCellConfigCommonSIB
----- Start of First change -----
Table 4.6.3-169: ServingCellConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommonSIB ::= SEQUENCE {
	
	
	

	  downlinkConfigCommon
	DownlinkConfigCommonSIB
	
	

	
	DownlinkConfigCommonSIB with condition PEI
	
	PEI

	  uplinkConfigCommon
	UplinkConfigCommonSIB
	
	

	  supplementaryUplink
	Not present
	
	

	
	UplinkConfigCommonSIB with condition SUL_SUL
	
	SUL

	  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst SEQUENCE {
	
	
	

	    inOneGroup
	’0100 0000’B
	When carrier frequency is smaller than or equal to 3 GHz, only the 4 leftmost bits are valid
	SSB#1

	
	’1000 0000’B
	
	SSB#0

	    groupPresence
	Not present
	
	FR1

	
	’1000 0000’B
	
	FR2

	  }
	
	
	

	  ssb-PeriodicityServingCell
	ms20
	
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	TDD

	  
	Not present
	
	FDD

	  ss-PBCH-BlockPower
	0
	
	

	  channelAccessMode-r16
	Not present
	
	

	  channelAccessMode-r16 CHOICE {
	
	
	SharedSpectrum

	    dynamic
	NULL
	
	

	  }
	
	
	

	  discoveryBurstWindowLength-r16
	Not present
	
	

	  highSpeedConfig-r16
	Not present
	
	

	
	HighSpeedConfig-r16
	
	R16 HST OR R17 HST

	 highSpeedConfigFR2-r17
	Not present
	
	

	
	HighSpeedConfigFR2-r17
	
	R17 HST FR2

	}
	
	
	



	Condition
	Explanation

	SUL
	Supplementary uplink

	SSB#N
	Cell configured with SSB-Index set to N as defined in Table 4.4.2-2

	SharedSpectrum
	Operation with shared spectrum channel access

	R16 HST
	For R16 HST test

	R17 HST
	For R17 HST test

	R17 HST FR2
	For R17 HST FR2 test

	PEI
	Paging Early Indication is configured in the cell.


----- End of First change -----
----- Unchanged sections Skipped -----
----- Start of Second change -----
–	HighSpeedConfigFR2
Table 4.6.3-207: HighSpeedConfigFR2
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfigFR2-r17 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlagFR2-r17
	set2
	
	

	  highSpeedDeploymentTypeFR2-r17
	bidirectional
	
	

	  highSpeedLargeOneStepUL-TimingFR2-r17
	true
	
	

	}
	
	
	



----- End of Second change ------

