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<Start of Changes>
[bookmark: _Toc27477795][bookmark: _Toc36226474][bookmark: _Toc44323729][bookmark: _Toc52989894][bookmark: _Toc60823085][bookmark: _Toc60825007][bookmark: _Toc69305904][bookmark: _Toc69309748][bookmark: _Toc76020060][bookmark: _Toc83720530][bookmark: _Toc90916384][bookmark: _Toc90916581][bookmark: _Toc90917337]6.2.2	UE maximum output power reduction 
Editor’s Note: The following aspects are either missing or not yet determined:
[bookmark: _Toc27477796][bookmark: _Toc36226475][bookmark: _Toc44323730][bookmark: _Toc52989895][bookmark: _Toc60823086][bookmark: _Toc60825008][bookmark: _Toc69305905]- The test requirements updates for n77 PC1.5 UE indicating modifiedMPR-Behavior in Table 6.2.2.3-4a
6.2.2.1	Test purpose
The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).
[bookmark: _Toc27477797][bookmark: _Toc36226476][bookmark: _Toc44323731][bookmark: _Toc52989896][bookmark: _Toc60823087][bookmark: _Toc60825009][bookmark: _Toc69305906]6.2.2.2	Test applicability
This test case applies to all types of NR Power Class 1 UE release 15 and forward.
This test case applies to all types of NR Power Class 2 and Power Class 3 UE release 15 and forward that don’t support Tx diversity.
NOTE:	Test execution is not necessary if TS 38.521-1 6.5.2.4.1 is executed.
<Unchanged Skipped>
[bookmark: _Toc27477803][bookmark: _Toc36226482][bookmark: _Toc44323737][bookmark: _Toc52989902][bookmark: _Toc60823093][bookmark: _Toc60825015][bookmark: _Toc69305912]6.2.2.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1 to Table 6.2.2.5-9a.
The maximum output power, derived in step 4 shall be within the range prescribed by the nominal maximum output power and tolerancePower Class 3 in Table 6.2.2.5-1 and Table 6.2.2.5-3.
[bookmark: _Hlk107241474]Release 17
[bookmark: _Hlk107241483]3GPP TS 38.521-1 V17.7.0 (2022-12)
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3GPP
Table 6.2.2.5-1a: UE Power Class test requirements Band 24 for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	5
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	3
	25.0 + TT
	20.0 - TT
	（18.5 - TT2）

	6
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	25.0 + TT
	19.5 - TT
	（18.0 - TT2）

	7
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	25.0 + TT
	19.5 - TT
	（18.0 - TT2）

	8
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	3
	25.0 + TT
	19.5 - TT
	（18.0 - TT2）

	9
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	3
	25.0 + TT
	20.0 - TT
	（18.5 - TT2）

	10
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	3
	25.0 + TT
	19.0 - TT
	（17.5 - TT2）

	11
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	3
	25.0 + TT
	19.0 - TT
	（17.5 - TT2）

	12
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	3
	25.0 + TT
	19.0 - TT
	（17.5 - TT2）

	13
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	3
	25.0 + TT
	19.0 - TT
	（17.5 - TT2）

	14
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	3
	25.0 + TT
	18.0 - TT
	（16.0 - TT2）

	15
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	3
	25.0 + TT
	18.0 - TT
	（16.0 - TT2）

	16
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	3
	25.0 + TT
	18.0 - TT
	（16.0 - TT2）

	17
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	3
	25.0 + TT
	17.5 – TT
	（15.5 - TT2）

	18
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	3
	25.0 + TT
	17.5 - TT
	（15.5 - TT2）

	19
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	3
	25.0 + TT
	17.5 - TT
	（15.5 - TT2）

	20
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	21
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	22
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	23
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	3
	25.0 + TT
	18.5 - TT
	（17.0 - TT2）



	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	24
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	25
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	26
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	27
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	3
	25.0 + TT
	18.0 - TT
	（16.0 - TT2）

	28
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 – TT
	（14.5 - TT2）

	29
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 – TT
	（14.5 - TT2）

	30
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	3
	25.0 + TT
	17.0 - TT
	（14.5 - TT2）

	31
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	32
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	33
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	3
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	34
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	3
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	35
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	3
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	36
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	3
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	37
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	3
	25.0 + TT
	19.5 - TT
	（18.0 - TT2）

	38
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	3
	25.0 + TT
	19.5 - TT
	（18.0 - TT2）

	39
	23
	0
	0
	0
	（1.52）
	23
	（21.52）
	2.0
	
	3
	25.0 + TT
	20.0 - TT
	（18.5 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	Transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.



Table 6.2.2.5-1: UE Power Class test requirements(for Bands n1, n2, n3, n5, n7, n8, n12, n14, n20, n25, n26, n30, n34, n38, n39, n40, n41, n50, n51, n53, n65, n66, n70, n74) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	-3
	0.2
	0
	（1.52）
	25.8
	（24.32）
	2.0
	
	2
	28.0 + TT
	23.8 - TT
	（22.3 - TT2）

	2
	23
	-3
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	28.0 + TT
	20.5 - TT
	（19.0 - TT2）

	3
	23
	-3
	3.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	28.0 + TT
	20.5 - TT
	（19.0 - TT2）

	4
	23
	-3
	1.2
	0
	（1.52）
	24.8
	（23.32）
	2.0
	
	2
	28.0 + TT
	22.8 - TT
	（21.3 - TT2）

	5
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	2
	25.0 + TT
	21.0 - TT
	（19.5 - TT2）

	6
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	7
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	8
	23
	0
	0.5
	0
	（1.52）
	22.5
	（21.02）
	2.0
	
	2
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	9
	23
	0
	0
	0
	（1.52）
	23.0
	（21.52）
	2.0
	
	2
	25.0 + TT
	21.0 - TT
	（19.5 - TT2）

	10
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	11
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	12
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	13
	23
	0
	1
	0
	（1.52）
	22.0
	（20.52）
	2.0
	（2.52）
	2
	25.0 + TT
	20.0 - TT
	（18.0 - TT2）

	14
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	15
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	16
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	17
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）

	18
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）

	19
	23
	0
	2.5
	0
	（1.52）
	20.5
	（19.02）
	2.5
	（3.52）
	2
	25.0 + TT
	18.0 - TT
	（15.5 - TT2）



	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	20
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	21
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	22
	23
	0
	4.5
	0
	（1.52）
	18.5
	（17.02）
	4.0
	（5.02）
	2
	25.0 + TT
	14.5 - TT
	（12.0 - TT2）

	23
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	2.0
	（2.52）
	2
	25.0 + TT
	19.5 - TT
	（17.5 - TT2）

	24
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	25
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	26
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	27
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	2.0
	（3.52）
	2
	25.0 + TT
	19.0 - TT
	（16.0 - TT2）

	28
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	29
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	30
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	2.5
	（4.02）
	2
	25.0 + TT
	17.5 - TT
	（14.5 - TT2）

	31
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	32
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	33
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	3.5
	（4.02）
	2
	25.0 + TT
	16.0 - TT
	（14.0 - TT2）

	34
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	35
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）



	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	36
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	
	2
	25.0 + TT
	11.5 - TT
	（10.0 - TT2）

	37
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	2
	25.0 + TT
	20.5 - TT
	（19.0 - TT2）

	38
	23
	0
	0.5
	0
	（1.52）
	22.5
	（212）
	2.0
	
	2
	25.0 + TT
	20.5 - TT
	(19.0 - TT2)

	39
	23
	0
	0
	0
	（1.52）
	23
	（21.52）
	2.0
	
	2
	25.0 + TT
	21.0 - TT
	（19.5 - TT2）

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	For Band n2, n3, n7, n8, n12, n20, n25 n26, n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.




Table 6.2.2.5-2: UE Power Class test requirements (for Bands n28 with channel bandwidth other than 30MHz, n71) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	5
	23
	0
	0
	0
	23.0
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	6
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	7
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	8
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	9
	23
	0
	0
	0
	23.0
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	10
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	11
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	12
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	13
	23
	0
	1
	0
	22.0
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	14
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	15
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	16
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	17
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	18
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	19
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18.0 - TT

	20
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	21
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	22
	23
	0
	4.5
	0
	18.5
	4.0
	2.5
	25.0 + TT
	14.5 - TT

	23
	23
	0
	1.5
	0
	21.5
	2.0
	2.5
	25.0 + TT
	19.0 - TT

	24
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	25
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	26
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	27
	23
	0
	2
	0
	21.0
	2.0
	2.5
	25.0 + TT
	18.5 - TT

	28
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	29
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	30
	23
	0
	3
	0
	20.0
	2.5
	2.5
	25.0 + TT
	17.5 - TT

	31
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	32
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	33
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16.0 - TT

	34
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	35
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	36
	23
	0
	6.5
	0
	16.5
	5.0
	2.5
	25.0 + TT
	11.5 - TT

	37
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	38
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20.0 - TT

	39
	23
	0
	0
	0
	23
	2.0
	2.5
	25.0 + TT
	20.5 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.



Table 6.2.2.5-2a: UE Power Class test requirements (for Band n28 with 30MHz channel bandwidth) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	5
	23
	0
	0.5
	0
	22.5
	2
	2.5
	25.0 + TT
	20-TT

	6
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	7
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	8
	23
	0
	1
	0
	22
	2
	2.5
	25.0 + TT
	19.5-TT

	9
	23
	0
	0.5
	0
	22.5
	2
	2.5
	25.0 + TT
	20-TT

	10
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	11
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	12
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	13
	23
	0
	1.5
	0
	21.5
	2
	2.5
	25.0 + TT
	19-TT

	14
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	15
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	16
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	17
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	18
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	19
	23
	0
	3
	0
	20
	2.5
	2.5
	25.0 + TT
	17.5-TT

	20
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	21
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	22
	23
	0
	5
	0
	18
	4
	2.5
	25.0 + TT
	14-TT

	23
	23
	0
	2
	0
	21
	2
	2.5
	25.0 + TT
	18.5-TT

	24
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	25
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	26
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	27
	23
	0
	2.5
	0
	20.5
	2.5
	2.5
	25.0 + TT
	18-TT

	28
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	29
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	30
	23
	0
	3.5
	0
	19.5
	3.5
	2.5
	25.0 + TT
	16-TT

	31
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	32
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	33
	23
	0
	4
	0
	19
	3.5
	2.5
	25.0 + TT
	15.5-TT

	34
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	35
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	36
	23
	0
	7
	0
	16
	5
	2.5
	25.0 + TT
	11-TT

	37
	23
	0
	1
	0
	22
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	38
	23
	0
	1
	0
	22
	2.0
	2.5
	25.0 + TT
	19.5 - TT

	39
	23
	0
	0.5
	0
	22.5
	2.0
	2.5
	25.0 + TT
	20 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.



Table 6.2.2.5-3: UE Power Class test requirements (for Bands n48, n77, n78, n79) for Power Class 3 (contiguous allocation)
	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass
(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
(dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	-3
	0.2
	0
	25.8
	2.0
	3
	28.0 + TT
	22.8 - TT

	2
	23
	-3
	3.5
	0
	22.5
	2.0
	3
	28.0 + TT
	19.5 - TT

	3
	23
	-3
	3.5
	0
	22.5
	2.0
	3
	28.0 + TT
	19.5 - TT

	4
	23
	-3
	1.2
	0
	24.8
	2.0
	3
	28.0 + TT
	21.8 - TT

	5
	23
	0
	0
	0
	23.0
	2.0
	3
	25.0 + TT
	20.0 - TT

	6
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	7
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	8
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	9
	23
	0
	0
	0
	23.0
	2.0
	3
	25.0 + TT
	20.0 - TT

	10
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	11
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	12
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	13
	23
	0
	1
	0
	22.0
	2.0
	3
	25.0 + TT
	19.0 - TT

	14
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	15
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	16
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	17
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	18
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	19
	23
	0
	2.5
	0
	20.5
	2.5
	3
	25.0 + TT
	17.5 - TT

	20
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	21
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	22
	23
	0
	4.5
	0
	18.5
	4.0
	3
	25.0 + TT
	14.5 - TT

	23
	23
	0
	1.5
	0
	21.5
	2.0
	3
	25.0 + TT
	18.5 - TT

	24
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	25
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	26
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	27
	23
	0
	2
	0
	21.0
	2.0
	3
	25.0 + TT
	18.0 - TT

	28
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	29
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	30
	23
	0
	3
	0
	20.0
	2.5
	3
	25.0 + TT
	17.0 - TT

	31
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	32
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	33
	23
	0
	3.5
	0
	19.5
	3.5
	3
	25.0 + TT
	16.0 - TT

	34
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	35
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	36
	23
	0
	6.5
	0
	16.5
	5.0
	3
	25.0 + TT
	11.5 - TT

	37
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	38
	23
	0
	0.5
	0
	22.5
	2.0
	3
	25.0 + TT
	19.5 - TT

	39
	23
	0
	0
	0
	23
	2.0
	3
	25.0 + TT
	20.0 - TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2:	TT for each frequency and channel bandwidth is specified in Table 6.2.2.5-5.
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