

	
3GPP TSG-RAN5 Meeting # 99	R5-232837
Incheon, KR, May 22nd – May 26th, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.508-2
	CR
	0470
	rev
	-
	Current version:
	17.8.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Adding ICS for UE MMSE-IRC receiver capability

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	R5

	
	

	Work item code:
	NR_demod_enh2-UEConTest
	
	Date:
	2023-05-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In the NR_demod_enh2 WI, new UE MMSE-IRC receiving capability is introduced as an optional UE feature in 5.2 in TS38.306 for Rel-15 and Rel-16.

	
	

	Summary of change:
	Adding ICS for UE MMSE-IRC receiver capability

	
	

	Consequences if not approved:
	There will be no ICS for the applicability rule for MMSE-IRC demodulation test cases.

	
	

	Clauses affected:
	A.4.3.9

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 38.508-2 CR 0284 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The change in Table A.4.3.9-1/a links to the new C015d and C017d in CR R5-232834.

	
	

	This CR's revision history:
	


Page 1


<Start of change>
[bookmark: _Toc114916377][bookmark: _Toc131110295]A.4.3.9	Additional capabilities for UE declared capability
Table A.4.3.9-1: UE declared capabilities
	Item
	UE declared capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Enhanced Type 1 Receiver for NR
	38.101-4, 5
	Rel-15
	pc_nr_enh_type1_receiver
	Support for Enhanced Type 1 Receiver (SU-MIMO Interference Mitigation advanced receiver)

	2
	Vehicular UE
	38.101-1, 3
	Rel-15
	pc_nr_vehicular_ue
	

	a
	MMSE-IRC (Minimum Mean Square Error - Interference Rejection Combining) receiver
	38.101-4, 5
	Rel-15
	pc_nr_mmse_irc_receiver
	Support of MMSE-IRC processing for scenarios with inter-cell and intra-cell inter-user interference.



Table A.4.3.9-2: UE declared multi-band peak EIRP relaxation factors for Rel-15 FR2 power class 3 UE
	Item
	Supported FR2 bands set
	Ref.
	Release
	peak EIRP relaxation factor per band, MBp (dB)
(Note 1)
	Maximum sum of MBp, ∑MBP (dB)
(Note 2)
	Comments

	
	
	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	38.101-2, 6.2.1.3
	Rel-15
	
	
	N/A
	N/A
	1.3
	

	2
	n257, n260
	
	
	
	N/A
	
	N/A
	1.0
	

	3
	n258, n260
	
	
	N/A
	
	
	N/A
	1.0
	

	4
	n258, n261
	
	
	N/A
	
	N/A
	
	1.0
	

	5
	n260, n261
	
	
	N/A
	N/A
	
	
	0.0
	No relaxation factor allowed

	6
	n257, n258, n260
	
	
	
	
	
	N/A
	1.7
	

	7
	n257, n258, n261
	
	
	
	
	N/A
	
	1.7
	

	8
	n257, n260, n261
	
	
	
	N/A
	
	
	0.5
	

	9
	n258, n260, n261
	
	
	N/A
	
	
	
	1.5
	

	10
	n257, n258, n260, n261
	
	
	
	
	
	
	1.7
	

	11
	n257, n261
	
	
	
	N/A
	N/A
	
	0.0
	No relaxation factor allowed

	Note 1:	UE vendor to fill in the needed relaxation factor per band that is ≥0 for Rel-15 UE supporting only Rel-15 FR2 bands. One row to be filled in, the one matching the supported FR2 bands of the UE as declared in Table A.4.3.1-3. 
Note 2:	Max allowed sum of MBp over all supported FR2 bands as defined in TS 38.521-2 clause 6.2.1.1.3.3
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