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<Start of Changes>
5.2A.2.1	Inter-band CA (two bands)
Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed (Note 8)

	CA_n1-n3
	n1, n3
	

	CA_n1-n8
	n1, n8
	

	CA_n1-n77
	n1, n77
	No

	CA_n1-n78
	n1, n78
	No

	CA_n1-n79
	n1, n79
	No

	CA_n2-n5
	n2, n5
	

	CA_n2-n48
	n2, n48
	

	CA_n2-n66
	n2, n66
	

	CA_n2-n77
	n2, n77
	

	CA_n3-n5
	n3, n5
	

	CA_n3-n8
	n3, n8
	

	CA_n3-n411
	n3, n41
	No

	CA_n3-n781
	n3, n78
	No

	CA_n5-n7
	n5, n7
	

	CA_n5-n66
	n5, n66
	

	CA_n5-n77
	n5, n77
	

	CA_n5-n781
	n5, n78
	No

	CA_n7-n781
	n7, n78
	

	CA n8-n781
	n8, n78
	No

	CA_n24-n41
	n24, n41
	

	CA_n24-n48
	n24, n48
	

	CA_n24-n77
	n24, n77
	

	CA_n25-n466
	n25, n46
	

	CA_n26-n66
	n26, n66
	

	CA_n26-n70
	n26, n70
	

	CA_n28-n41
	n28, n41
	

	CA_n28_n781
	n28, n78
	No

	CA_n28-n791
	n28, n79
	

	CA_n29-n66
	n29, n66
	

	CA_n29-n70
	n29, n70
	

	CA_n29-n71
	n29, n71
	

	CA_n41-n66
	n41, n66
	

	CA_n41-n771
	n41, n77
	

	CA_n41-n793
	n41, n79
	No

	CA_n46-n486
	n46, n48
	

	CA_n46-n666
	n46, n66
	

	CA_n48-n66
	n48, n66
	

	CA_n48-n70
	n48, n70
	

	CA_n48-n71
	n48, n71
	

	CA_n48-n7713,14,18
	n48, n77
	

	CA_n66-n70
	n66, n70
	

	CA_n66-n71
	n66, n71
	

	CA_n66-n77
	n66, n77
	

	CA_n70-n71
	n70, n71
	

	CA_n71-n77
	n70, n71
	

	CA_n77-n79
	n77, n79
	

	CA_n78-n795
	n78, n79
	

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 2:	FFS.
NOTE 3:	The frequency range below 2506MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:	For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 6:	The PCell is allocated in the licensed band in this combination.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 8:	Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].
NOTE 9:	FFS
NOTE 10	FFS
NOTE 11:	FFS
NOTE 12:	FFS
NOTE 13:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n48 with an n77 implementation.
NOTE 14:	The band n48 and n77 will synchronize their uplink and downlink configurations and in commonly TDD network coordination
NOTE 15:	FFS
NOTE 16:	FFS
NOTE 17:	FFS
NOTE 18:	The minimum requirements for inter-band CA apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. The power spectral density imbalance condition also applies for these carriers when applicable CA configuration is a subset of a higher order CA configuration.
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