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[Start of change]
4.6.3	Radio resource control information elements
[bookmark: _Toc21353777][bookmark: _Toc27749395]–	AdditionalSpectrumEmission
Table 4.6.3-1: AdditionalSpectrumEmission
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AdditionalSpectrumEmission
	0
	
	



<Skip unchanged text>
[bookmark: _Toc21353877][bookmark: _Toc27749496]–	PDCCH-Config
[bookmark: _Hlk43054535]Table 4.6.3-95: PDCCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-Config ::= SEQUENCE {
	
	
	

	  controlResourceSetToAddModList
	Not present
	
	EN-DC

	  controlResourceSetToAddModList SEQUENCE(SIZE (1..3)) OF ControlResourceSet {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet
	entry 1
	

	  }
	
	
	

	  controlResourceSetToReleaseList
	Not present
	
	

	  searchSpacesToAddModList SEQUENCE(SIZE (1..10)) OF SearchSpace {
	1 entry or 2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition USS
	entry 1
	

	
	SearchSpace with condition MSS
	entry 1
	MSS

	
	SearchSpace with condition SLSS
	entry 1
	SLSS

	
	SearchSpace with condition DCI_2_6
	entry 1
	DCI_2_6

	    SearchSpace[2]
	SearchSpace with condition DCI_2_6
	entry 2
	DCI_2_6

	  }
	
	
	

	  searchSpacesToReleaseList
	Not present
	
	

	  downlinkPreemption
	Not present
	
	

	  tpc-PUSCH
	Not present
	
	

	  tpc-PUCCH
	Not present
	
	

	  tpc-SRS
	Not present
	
	

	  controlResourceSetToAddModListSizeExt-v1610
	Not present
	
	

	  controlResourceSetToReleaseListSizeExt-r16
	Not present
	
	

	  searchSpacesToAddModListExt-r16
	Not present
	
	

	  searchSpacesToAddModListExt-r16 SEQUENCE(SIZE (1..10)) OF SearchSpaceExt-r16 {
	2 entries
	
	DCI_2_6

	    SearchSpaceExt-r16[1] SEQUENCE{
	
	entry 1
	

	      controlResourceSetId-r16
	Not present
	
	

	      searchSpaceType-r16
	Not present
	
	

	      searchSpaceGroupIdList-r16
	Not present
	
	

	      freqMonitorLocations-r16
	Not present
	
	

	    }
	
	
	

	    SearchSpaceExt-r16[2] SEQUENCE{
	
	entry 2
	

	      controlResourceSetId-r16
	ControlResourceSetId
	
	

	      searchSpaceType-r16 SEQUENCE {
	
	
	

	        common-r16 SEQUENCE {
	
	
	

	          dci-Format2-4-r16
	Not present
	
	

	          dci-Format2-5-r16
	Not present
	
	

	          dci-Format2-6-r16 SEQUENCE {
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      searchSpaceGroupIdList-r16
	Not present
	
	

	      freqMonitorLocations-r16
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  uplinkCancellation-r16
	Not present
	
	

	  monitoringCapabilityConfig-r16
	Not present
	
	

	  searchSpaceSwitchConfig-r16
	Not present
	
	

	  searchSpacesToAddModListExt-v1700
	Not present
	
	

	  searchSpacesToAddModListExt-v1700 SEQUENCE(SIZE (1..10)) OF SearchSpaceExt-v1700 {
	1 entry
	
	MSS

	    SearchSpaceExt-v1700[1] SEQUENCE {
	
	entry 1
	

	      monitoringSlotPeriodicityAndOffset-v1710
	Not present
	
	

	      monitoringSlotsWithinSlotGroup-r17
	Not present
	
	

	      duration-r17
	Not present
	
	

	      searchSpaceType-r17 SEQUENCE {
	
	
	

	        common-r17 SEQUENCE {
	
	
	

	          dci-Format4-0-r17
	Not present
	
	

	          dci-Format4-1-r17 SEQUENCE {
	
	
	

	          }
	
	
	

	          dci-Format4-2-r17 
	Not present
	
	

	          dci-Format4-1-AndFormat4-2-r17 
	Not present
	
	

	          dci-Format2-7-r17
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  monitoringCapabilityConfig-v1710
	Not present
	
	

	  searchSpaceSwitchConfig-r17
	Not present
	
	

	  pdcch-SkippingDurationList-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	MSS
	SearchSpace for MBS Multicast receptioin

	SLSS
	SearchSpace for SL mode 1 transmission

	DCI_2_6
	Transmission of DCI_2_6 is required 



[End of change]
