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Table 5.5.11.3.5-1: Transmission Control Ack
	Derivation Path: TS 24.581 [88] Table 9.2.31-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	RTCP
	
	
	
	

	  Subtype
	“00100”
	Transmission Control Ack
	TS 24.581 [88] clause 9.2.31 and 9.2.2.1-3
	

	  SSRC
	The SSRC of the SS
	The SSRC of the Transmission Control server for on-network and transmission arbitrator for off-network.
	IETF RFC 3550 [76]
	DOWNLINK

	
	The SSRC of the UE
	The SSRC of the transmission control participant
	
	UPLINK

	  name
	MCV2
	
	
	

	Source
	
	
	TS 24.581 [88] clause 9.2.3.12
	

	  Source
	"2"
	the controlling MCVideo function is the sender of the message

	
	DOWNLINK

	
	“0”
	the transmission participant is the sender of the message
	
	UPLINK

	Message name
	
	
	TS 24.581 [88] clause 9.2.3.18
	

	  Message Name
	Message Name of the transmission control messages which requested the acknowledgement
	value is as coded as an ascii name field of the RTCP APP packet containing the message to be acknowledged
	
	

	Message type
	
	
	TS 24.581 [88] clause 9.2.3.10
	

	  Message Type
	’0000xxxx’ ’0001xxxx’ with ‘xxxx’ being the lower four bits of the subtype of the message to be acknowledged
	Message Type of the transmission control messages which requested the acknowledgement
	
	





3GPP
