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The structure of a service configuration document is specified in TS 24.484 [14] clause 10.4.2.1. Single MCData group configuration parameters are defined in TS 24.483 [13] clause 11.2.
Table 5.5.8.12-1: MCData Service Configuration Defaults
	Derivation Path: TS 24.484 [14], clause 10.4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	service configuration
	
	
	
	

	  domain attribute
	px_MCData_User_A_Organization
	Mandatory attribute: domain name of the mission critical organization
	
	

	  on-network
	
	
	
	

	    tx-and-rx-control
	
	
	
	

	      max-data-size-sds-bytes
	"10000000"
	The maximum data that the originating client can send in an SDS message
	
	

	      max-payload-size-sds-cplane-bytes
	"1000"
	The maximum payload data that the originating client can send in an SDS message over C-plane
	
	

	      max-data-size-fd-bytes
	"100000000"
	The maximum data that the originating client can send in an FD message
	
	

	      max-data-size-auto-recv-bytes
	"10000000"
	The maximum data that the server can send to the terminating client without requesting the user to indicate a present need for the data
	
	

	    signalling-protection
	
	
	
	

	      confidentiality-protection
	"true"
	Indicating whether confidentiality protection of MCData signalling is enabled or disabled between the MCData client and MCData server
	
	

	      integrity-protection
	"true"
	Indicating whether integrity protection of MCData signalling is enabled or disabled between the MCData client and MCData server
	
	

	    protection-between-mcdata-servers
	
	
	
	

	      allow-signalling-protection
	:"true"
	Indicating whether protection of MCData signalling is enabled between MCData servers
	
	

	    file-availability
	
	
	
	

	      default-file-availability
	"10000000"
	The default time for which a file is available on the server for download, if a explicit time period is not requested by the originating client
	
	

	      max-file-availability
	"10000000"
	The maximum time for which a file can be made available on the server for download
	
	

	  off-network
	
	
	
	

	    default-prose-per-packet-priority
	
	
	
	

	      mcdata-one-to-one-call-signalling
	"1"
	
	TS 24.483 [13] clause 11.2.11
	

	      mcdata-one-to-one-call-media
	"1"
	
	TS 24.483 [13] clause 11.2.12
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