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<< Unchanged sections omitted >>
[bookmark: _Toc130455859][bookmark: _Toc27479717][bookmark: _Toc36058916][bookmark: _Toc44067840][bookmark: _Toc52716767][bookmark: _Toc58239419][bookmark: _Toc68247010][bookmark: _Toc75790327]Annex A: (normative):
Measurement channelsFFS
[bookmark: _Toc76298424][bookmark: _Toc76572436][bookmark: _Toc76652303][bookmark: _Toc76653141][bookmark: _Toc83742414][bookmark: _Toc91440904][bookmark: _Toc98849694][bookmark: _Toc106543548][bookmark: _Toc106737646][bookmark: _Toc107233413][bookmark: _Toc107235031][bookmark: _Toc107420001][bookmark: _Toc107477299][bookmark: _Toc123057991][bookmark: _Toc124255286][bookmark: _Toc124255477][bookmark: _Toc124255614][bookmark: _Toc131688452]A.1	General
[bookmark: _Toc21338389][bookmark: _Toc29808497][bookmark: _Toc37068416][bookmark: _Toc37083961][bookmark: _Toc37084303][bookmark: _Toc40209665][bookmark: _Toc40210007][bookmark: _Toc45892966][bookmark: _Toc53176831][bookmark: _Toc61121159][bookmark: _Toc67918355][bookmark: _Toc76298425][bookmark: _Toc76572437][bookmark: _Toc76652304][bookmark: _Toc76653142][bookmark: _Toc83742415][bookmark: _Toc91440905][bookmark: _Toc98849695][bookmark: _Toc106543549][bookmark: _Toc106737647][bookmark: _Toc107233414][bookmark: _Toc107235032][bookmark: _Toc107420002][bookmark: _Toc107477300][bookmark: _Toc123057992][bookmark: _Toc124255287][bookmark: _Toc124255478][bookmark: _Toc124255615][bookmark: _Toc131688453]A.1.1	Throughput definition
The throughput values defined in the measurement channels specified in Annex A, are calculated and are valid per codeword. For multi-codeword transmissions, the throughput referenced in the minimum requirements is the sum of throughputs of all codewords.

[bookmark: _Toc123057993][bookmark: _Toc124255288][bookmark: _Toc124255479][bookmark: _Toc124255616][bookmark: _Toc131688454]A.2	UL reference measurement channels

[bookmark: _Toc21338393][bookmark: _Toc29808501][bookmark: _Toc37068420][bookmark: _Toc37083965][bookmark: _Toc37084307][bookmark: _Toc40209669][bookmark: _Toc40210011][bookmark: _Toc45892970][bookmark: _Toc53176835][bookmark: _Toc61121163][bookmark: _Toc67918359][bookmark: _Toc76298429][bookmark: _Toc76572441][bookmark: _Toc76652308][bookmark: _Toc76653146][bookmark: _Toc83742419][bookmark: _Toc91440909][bookmark: _Toc98849699][bookmark: _Toc106543553][bookmark: _Toc106737651][bookmark: _Toc107233418][bookmark: _Toc107235036][bookmark: _Toc107420006][bookmark: _Toc107477304][bookmark: _Toc123057994][bookmark: _Toc124255289][bookmark: _Toc124255480][bookmark: _Toc124255617][bookmark: _Toc131688455]A.3	DL reference measurement channels
[bookmark: _Toc21338394][bookmark: _Toc29808502][bookmark: _Toc37068421][bookmark: _Toc37083966][bookmark: _Toc37084308][bookmark: _Toc40209670][bookmark: _Toc40210012][bookmark: _Toc45892971][bookmark: _Toc53176836][bookmark: _Toc61121164][bookmark: _Toc67918360][bookmark: _Toc76298430][bookmark: _Toc76572442][bookmark: _Toc76652309][bookmark: _Toc76653147][bookmark: _Toc83742420][bookmark: _Toc91440910][bookmark: _Toc98849700][bookmark: _Toc106543554][bookmark: _Toc106737652][bookmark: _Toc107233419][bookmark: _Toc107235037][bookmark: _Toc107420007][bookmark: _Toc107477305][bookmark: _Toc123057995][bookmark: _Toc124255290][bookmark: _Toc124255481][bookmark: _Toc124255618][bookmark: _Toc131688456]A.3.1	General
The transport block size (TBS) determination procedure is described in clause 5.1.3.2 of TS 38.214 [12].
Unless otherwise stated, no user data is scheduled on slot #0 within 20 ms in order to avoid SSB and PDSCH transmissions in one slot and simplify test configuration.
[bookmark: _Toc21338395][bookmark: _Toc29808503][bookmark: _Toc37068422][bookmark: _Toc37083967][bookmark: _Toc37084309][bookmark: _Toc40209671][bookmark: _Toc40210013][bookmark: _Toc45892972][bookmark: _Toc53176837][bookmark: _Toc61121165][bookmark: _Toc67918361][bookmark: _Toc76298431][bookmark: _Toc76572443][bookmark: _Toc76652310][bookmark: _Toc76653148][bookmark: _Toc83742421][bookmark: _Toc91440911][bookmark: _Toc98849701][bookmark: _Toc106543555][bookmark: _Toc106737653][bookmark: _Toc107233420][bookmark: _Toc107235038][bookmark: _Toc107420008][bookmark: _Toc107477306][bookmark: _Toc123057996][bookmark: _Toc124255291][bookmark: _Toc124255482][bookmark: _Toc124255619][bookmark: _Toc131688457]A.3.2	Reference measurement channels for PDSCH performance requirements
For PDSCH reference channels if more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
[bookmark: _Toc21338396][bookmark: _Toc29808504][bookmark: _Toc37068423][bookmark: _Toc37083968][bookmark: _Toc37084310][bookmark: _Toc40209672][bookmark: _Toc40210014][bookmark: _Toc45892973][bookmark: _Toc53176838][bookmark: _Toc61121166][bookmark: _Toc67918362][bookmark: _Toc76298432][bookmark: _Toc76572444][bookmark: _Toc76652311][bookmark: _Toc76653149][bookmark: _Toc83742422][bookmark: _Toc91440912][bookmark: _Toc98849702][bookmark: _Toc106543556][bookmark: _Toc106737654][bookmark: _Toc107233421][bookmark: _Toc107235039][bookmark: _Toc107420009][bookmark: _Toc107477307][bookmark: _Toc123057997][bookmark: _Toc124255292][bookmark: _Toc124255483][bookmark: _Toc124255620][bookmark: _Toc131688458]A.3.2.1	FDD
[bookmark: _Toc21338397][bookmark: _Toc29808505][bookmark: _Toc37068424][bookmark: _Toc37083969][bookmark: _Toc37084311][bookmark: _Toc40209673][bookmark: _Toc40210015][bookmark: _Toc45892974][bookmark: _Toc53176839][bookmark: _Toc61121167][bookmark: _Toc67918363][bookmark: _Toc76298433][bookmark: _Toc76572445][bookmark: _Toc76652312][bookmark: _Toc76653150][bookmark: _Toc83742423][bookmark: _Toc91440913][bookmark: _Toc98849703][bookmark: _Toc106543557][bookmark: _Toc106737655][bookmark: _Toc107233422][bookmark: _Toc107235040][bookmark: _Toc107420010][bookmark: _Toc107477308][bookmark: _Toc123057998][bookmark: _Toc124255293][bookmark: _Toc124255484][bookmark: _Toc124255621][bookmark: _Toc131688459]A.3.2.1.1	Reference measurement channels for SCS 15 kHz FR1
Table A.3.2.1.1-1: PDSCH Reference Channel for FDD (QPSK)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-1.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.30
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	18
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	3904
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	12480
	
	
	
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	13104
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	3.709
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-2: PDSCH Reference Channel for FDD (16QAM)
	Parameter
	Unit
	Value
	

	Reference channel
	
	R.PDSCH.1-2.1 FDD
	
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	
	

	MCS index
	
	13
	
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	13064
	
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	2
	
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	
	

	  For Slots i = 10, 11
	Bits
	26208
	
	
	
	
	

	  For Slots i = 1,…, 9, 12, …, 19
	Bits
	27456
	
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	12.411
	
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



[bookmark: _Toc130455860]Annex B: (normative):
Propagation conditionsFFS
[bookmark: _Toc123058000][bookmark: _Toc124255295][bookmark: _Toc124255486][bookmark: _Toc124255623][bookmark: _Toc131688461]B.1	Static propagation condition
[bookmark: _Toc114566211][bookmark: _Toc115268301][bookmark: _Toc123058001][bookmark: _Toc124255296][bookmark: _Toc124255487][bookmark: _Toc124255624][bookmark: _Toc131688462]B.1.1	UE Receiver with 1Rx
For 2 port transmission the channel matrix is defined in the frequency domain by
.

[bookmark: _Toc21338429][bookmark: _Toc29808537][bookmark: _Toc37068456][bookmark: _Toc37084001][bookmark: _Toc37084343][bookmark: _Toc40209705][bookmark: _Toc40210047][bookmark: _Toc45893006][bookmark: _Toc53176871][bookmark: _Toc61121199][bookmark: _Toc67918395][bookmark: _Toc76298470][bookmark: _Toc76572482][bookmark: _Toc76652349][bookmark: _Toc76653193][bookmark: _Toc83742466][bookmark: _Toc91440956][bookmark: _Toc98849746][bookmark: _Toc106543600][bookmark: _Toc106737698][bookmark: _Toc107233465][bookmark: _Toc107235083][bookmark: _Toc107420053][bookmark: _Toc107477351][bookmark: _Toc114566212][bookmark: _Toc115268302][bookmark: _Toc123058002][bookmark: _Toc124255297][bookmark: _Toc124255488][bookmark: _Toc124255625][bookmark: _Toc131688463]B.1.2	UE Receiver with 2Rx
For 1 port transmission the channel matrix is defined in the frequency domain by

	.
For 2 port transmission the channel matrix is defined in the frequency domain by

	.

B.2	Multi-path fading propagation conditions
The multipath propagation conditions consist of several parts:
-	A delay profile in the form of a "tapped delay-line", characterized by a number of taps at fixed positions on a sampling grid. The profile can be further characterized by the r.m.s. delay spread and the maximum delay spanned by the taps.
-	A combination of channel model parameters that include the Delay profile and the Doppler spectrum that is characterized by a classical spectrum shape and a maximum Doppler frequency.
Initial channel matrix for LOS component of NTN-TDL-C channel model is equal to channel matrix of Static propagation conditions in Clause B.1.

[bookmark: _Toc123058003][bookmark: _Toc124255298][bookmark: _Toc124255489][bookmark: _Toc124255626][bookmark: _Toc131688464]B.2.1	Delay profiles
The delay profiles are derived from the TR 38.811 [x] NTN-TDL models for the desired delay spread and tap resolution. After scaling the normalized delay spread values for each tap by the desired RMS delay spread, the tap delays are quantized to a delay resolution of 5ns by rounding to the nearest multiple of the delay resolution. 
Table B.2.1-1: Delay profiles for NR NTN channel models
	Type
	Model
	Delay spread (r.m.s.)
	Delay resolution

	NLOS
	NTN-TDLA100
	100 ns
	5 ns

	LOS
	NTN-TDLC5
	5 ns
	5 ns



Table B.2.1-2: NTN-TDLA100 (DS = 100 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	0
	Rayleigh

	2
	110
	-4.7
	Rayleigh

	3
	285
	-6.5
	Rayleigh



Table B.2.1-3 NTN-TDLC5 (DS = 5 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-0.6
	LOS path

	
	0
	-8.9
	Rayleigh

	2
	60
	-21.5
	Rayleigh

	Note 1:	Tap #1 follows a Rician distribution.



[bookmark: _Toc123058004][bookmark: _Toc124255299][bookmark: _Toc124255490][bookmark: _Toc124255627][bookmark: _Toc131688465]B.2.2	Combinations of channel model parameters
The propagation conditions used for the performance measurements in multi-path fading environment are indicated as a combination of a channel model name and a maximum Doppler frequency, i.e., NTN-TDLA<DS>-<Doppler>, or NTN-TDLC<DS>-<Doppler> where '<DS>' indicates the desired delay spread and '<Doppler>' indicates the maximum Doppler frequency (Hz).
Table B.2.2-1 show the propagation conditions that are used for the performance measurements in multi-path fading environment for NLOS and LOS propagation conditions.
Table B.2.2-1: Channel model parameters for NTN
	Combination name
	Model
	Maximum Doppler frequency

	NTN-TDLA100-200
	NTN-TDLA100
	200 Hz

	NTN-TDLC5-200
	NTN-TDLC5
	200 Hz



[bookmark: _Toc21338436][bookmark: _Toc29808544][bookmark: _Toc37068463][bookmark: _Toc37084008][bookmark: _Toc37084350][bookmark: _Toc40209712][bookmark: _Toc40210054][bookmark: _Toc45893013][bookmark: _Toc53176878][bookmark: _Toc61121206][bookmark: _Toc67918402][bookmark: _Toc76298477][bookmark: _Toc76572489][bookmark: _Toc76652356][bookmark: _Toc76653200][bookmark: _Toc83742473][bookmark: _Toc91440963][bookmark: _Toc98849753][bookmark: _Toc106543607][bookmark: _Toc106737705][bookmark: _Toc107233472][bookmark: _Toc107235090][bookmark: _Toc107420060][bookmark: _Toc107477358][bookmark: _Toc114566219][bookmark: _Toc115268309][bookmark: _Toc123058005][bookmark: _Toc124255300][bookmark: _Toc124255491][bookmark: _Toc124255628][bookmark: _Toc131688466]B.2.3	MIMO Channel Correlation Matrices
The MIMO channel correlation matrices defined in B.2.3 apply for the antenna configuration using uniform linear arrays at both gNB and UE.
[bookmark: _Toc21338437][bookmark: _Toc29808545][bookmark: _Toc37068464][bookmark: _Toc37084009][bookmark: _Toc37084351][bookmark: _Toc40209713][bookmark: _Toc40210055][bookmark: _Toc45893014][bookmark: _Toc53176879][bookmark: _Toc61121207][bookmark: _Toc67918403][bookmark: _Toc76298478][bookmark: _Toc76572490][bookmark: _Toc76652357][bookmark: _Toc76653201][bookmark: _Toc83742474][bookmark: _Toc91440964][bookmark: _Toc98849754][bookmark: _Toc106543608][bookmark: _Toc106737706][bookmark: _Toc107233473][bookmark: _Toc107235091][bookmark: _Toc107420061][bookmark: _Toc107477359][bookmark: _Toc114566220][bookmark: _Toc115268310][bookmark: _Toc123058006][bookmark: _Toc124255301][bookmark: _Toc124255492][bookmark: _Toc124255629][bookmark: _Toc131688467]B.2.3.1	MIMO Correlation Matrices using Uniform Linear Array (ULA)
The MIMO channel correlation matrices defined in B.2.3.1 apply for the antenna configuration using uniform linear array (ULA) at both gNB and UE.
[bookmark: _Toc21338438][bookmark: _Toc29808546][bookmark: _Toc37068465][bookmark: _Toc37084010][bookmark: _Toc37084352][bookmark: _Toc40209714][bookmark: _Toc40210056][bookmark: _Toc45893015][bookmark: _Toc53176880][bookmark: _Toc61121208][bookmark: _Toc67918404][bookmark: _Toc76298479][bookmark: _Toc76572491][bookmark: _Toc76652358][bookmark: _Toc76653202][bookmark: _Toc83742475][bookmark: _Toc91440965][bookmark: _Toc98849755][bookmark: _Toc106543609][bookmark: _Toc106737707][bookmark: _Toc107233474][bookmark: _Toc107235092][bookmark: _Toc107420062][bookmark: _Toc107477360][bookmark: _Toc114566221][bookmark: _Toc115268311][bookmark: _Toc123058007][bookmark: _Toc124255302][bookmark: _Toc124255493][bookmark: _Toc124255630][bookmark: _Toc131688468]B.2.3.1.1	Definition of MIMO Correlation Matrices
Table B.2.3.1.1-1 defines the correlation matrix for the gNB.

Table B.2.3.1.1-1: gNB correlation matrix
	
	One antenna
	Two antennas

	gNB Correlation
	

	




Table B.2.3.1.1-2 defines the correlation matrix for the UE:

Table B.2.3.1.1-2: UE correlation matrix
	
	One antenna
	Two antennas

	UE Correlation
	

	





Table B.2.3.1.1-3 defines the channel spatial correlation matrix. The parameters, α and β in Table B.2.3.1-3 defines the spatial correlation between the antennas at the gNB and UE.

Table B.2.3.1.1-3: correlation matrices
	1x2 case
	


	2x1 case
	


	2x2 case
	




[bookmark: _Toc21338439][bookmark: _Toc29808547][bookmark: _Toc37068466][bookmark: _Toc37084011][bookmark: _Toc37084353][bookmark: _Toc40209715][bookmark: _Toc40210057][bookmark: _Toc45893016][bookmark: _Toc53176881][bookmark: _Toc61121209][bookmark: _Toc67918405][bookmark: _Toc76298480][bookmark: _Toc76572492][bookmark: _Toc76652359][bookmark: _Toc76653203][bookmark: _Toc83742476][bookmark: _Toc91440966][bookmark: _Toc98849756][bookmark: _Toc106543610][bookmark: _Toc106737708][bookmark: _Toc107233475][bookmark: _Toc107235093][bookmark: _Toc107420063][bookmark: _Toc107477361][bookmark: _Toc114566222][bookmark: _Toc115268312][bookmark: _Toc123058008][bookmark: _Toc124255303][bookmark: _Toc124255494][bookmark: _Toc124255631][bookmark: _Toc131688469]B.2.3.1.2	MIMO Correlation Matrices at High, Medium and Low Level
The α and β for different correlation types are given in Table B.2.3.1.2-1.
Table B.2.3.1.2-1: The α and β parameters for ULA MIMO correlation matrices
	Correlation Model
	
	

	Low correlation
	0
	0



The correlation matrices low correlation are defined in Table B.2.3.1.2-2 below.
Table B.2.3.1.2-2: MIMO correlation matrices for low correlation
	1x2 case
	


	2x1 case
	


	2x2 case
	


	Note: Id is the d×d identity matrix.



[bookmark: _Toc130455861]Annex C (normative):
Downlink physical channels
[bookmark: _Toc130455862]C.1	General
This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.
FFS
[bookmark: _Toc130455863]C.2	Setup (Conducted)
Table C.2-1 describes the downlink Physical Channels that are required for connection set up.
Table C.2-1: Downlink Physical Channels required for connection set-up
	Physical Channel

	PBCH

	SSS 

	PSS

	PDCCH

	PDSCH

	PBCH DMRS

	PDCCH DMRS

	PDSCH DMRS

	CSI-RS 



FFS
[bookmark: _Toc21338452][bookmark: _Toc29808560][bookmark: _Toc37068479][bookmark: _Toc37084024][bookmark: _Toc37084366][bookmark: _Toc40209728][bookmark: _Toc40210070][bookmark: _Toc45893029][bookmark: _Toc53176894][bookmark: _Toc61121224][bookmark: _Toc67918421][bookmark: _Toc76298496][bookmark: _Toc76572508][bookmark: _Toc76652375][bookmark: _Toc76653221][bookmark: _Toc83742494][bookmark: _Toc91440984][bookmark: _Toc98849774][bookmark: _Toc106543634][bookmark: _Toc106737732][bookmark: _Toc107233499][bookmark: _Toc107235117][bookmark: _Toc107420087][bookmark: _Toc107477385][bookmark: _Toc114566248][bookmark: _Toc115268338][bookmark: _Toc123058012][bookmark: _Toc124256705][bookmark: _Toc130455864]C.3	Connection (Conducted)
The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.
[bookmark: _Toc21338453][bookmark: _Toc29808561][bookmark: _Toc37068480][bookmark: _Toc37084025][bookmark: _Toc37084367][bookmark: _Toc40209729][bookmark: _Toc40210071][bookmark: _Toc45893030][bookmark: _Toc53176895][bookmark: _Toc61121225][bookmark: _Toc67918422][bookmark: _Toc76298497][bookmark: _Toc76572509][bookmark: _Toc76652376][bookmark: _Toc76653222][bookmark: _Toc83742495][bookmark: _Toc91440985][bookmark: _Toc98849775][bookmark: _Toc106543635][bookmark: _Toc106737733][bookmark: _Toc107233500][bookmark: _Toc107235118][bookmark: _Toc107420088][bookmark: _Toc107477386][bookmark: _Toc114566249][bookmark: _Toc115268339][bookmark: _Toc123058013][bookmark: _Toc124256706][bookmark: _Toc130455865]C.3.1	Measurement of Performance requirements
Table C.3.1-1 is applicable for measurements in which uniform RS-to-EPRE boosting for all downlink physical channels, unless otherwise stated.
Table C.3.1-1: Downlink Physical Channels transmitted during a connection (FDD and TDD)
	Parameter
	Unit
	Value (Note 2)

	SSS transmit power 
	W
	Test specific

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH to SSS
	dB
	0

	EPRE ratio of PBCH to PBCH DMRS
	dB
	0

	EPRE ratio of PDCCH to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH to SSS
	dB
	0

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	Test specific (Note 1)

	EPRE ratio of CSI-RS to SSS
	dB
	-10*log10(L) (Note 3)

	EPRE ratio of OCNG to SSS
	dB
	0

	EPRE ratio of PDCCH OCNG to SSS
	dB
	0

	EPRE ratio of LTE CRS to NR SSS
	dB
	0 (Note 4)

	Note 1:	Value is derived from Table 4.1-1 in TS 38.214 [12] based on "Number of DM-RS CDM groups without data" and "DMRS Type" parameters specified for each test.
Note 2:	The value is the energy of per RE for a single antenna port before pre-coding.

Note 3:	 is the CDM group size of NZP CSI-RS specified for each test.
Note 4:	It is only applicable to LTE-NR coexistence tests.



[bookmark: _Toc130455866]Annex D: FFS

[bookmark: _Toc130455867]Annex E: (normative):
Environmental conditionsFFS
[bookmark: _Toc21338457][bookmark: _Toc29808565][bookmark: _Toc37068484][bookmark: _Toc37084029][bookmark: _Toc37084371][bookmark: _Toc40209733][bookmark: _Toc40210075][bookmark: _Toc45893034][bookmark: _Toc53176899][bookmark: _Toc61121229][bookmark: _Toc67918426][bookmark: _Toc76298501][bookmark: _Toc76572513][bookmark: _Toc76652380][bookmark: _Toc76653226][bookmark: _Toc83742499][bookmark: _Toc91440989][bookmark: _Toc98849779][bookmark: _Toc106543639][bookmark: _Toc106737737][bookmark: _Toc107233504][bookmark: _Toc107235122][bookmark: _Toc107420092][bookmark: _Toc107477390][bookmark: _Toc114566253][bookmark: _Toc115268343][bookmark: _Toc123058016][bookmark: _Toc124255311][bookmark: _Toc124255502][bookmark: _Toc124255639][bookmark: _Toc131688477]E.1	General
This annex specifies the environmental requirements of the UE. Within these limits the requirements of the present documents shall be fulfilled.
[bookmark: _Toc21338458][bookmark: _Toc29808566][bookmark: _Toc37068485][bookmark: _Toc37084030][bookmark: _Toc37084372][bookmark: _Toc40209734][bookmark: _Toc40210076][bookmark: _Toc45893035][bookmark: _Toc53176900][bookmark: _Toc61121230][bookmark: _Toc67918427][bookmark: _Toc76298502][bookmark: _Toc76572514][bookmark: _Toc76652381][bookmark: _Toc76653227][bookmark: _Toc83742500][bookmark: _Toc91440990][bookmark: _Toc98849780][bookmark: _Toc106543640][bookmark: _Toc106737738][bookmark: _Toc107233505][bookmark: _Toc107235123][bookmark: _Toc107420093][bookmark: _Toc107477391][bookmark: _Toc114566254][bookmark: _Toc115268344][bookmark: _Toc123058017][bookmark: _Toc124255312][bookmark: _Toc124255503][bookmark: _Toc124255640][bookmark: _Toc131688478]E.2	Environmental (Conducted)
The requirements in this clause apply to all types of UE(s).
[bookmark: _Toc21338459][bookmark: _Toc29808567][bookmark: _Toc37068486][bookmark: _Toc37084031][bookmark: _Toc37084373][bookmark: _Toc40209735][bookmark: _Toc40210077][bookmark: _Toc45893036][bookmark: _Toc53176901][bookmark: _Toc61121231][bookmark: _Toc67918428][bookmark: _Toc76298503][bookmark: _Toc76572515][bookmark: _Toc76652382][bookmark: _Toc76653228][bookmark: _Toc83742501][bookmark: _Toc91440991][bookmark: _Toc98849781][bookmark: _Toc106543641][bookmark: _Toc106737739][bookmark: _Toc107233506][bookmark: _Toc107235124][bookmark: _Toc107420094][bookmark: _Toc107477392][bookmark: _Toc114566255][bookmark: _Toc115268345][bookmark: _Toc123058018][bookmark: _Toc124255313][bookmark: _Toc124255504][bookmark: _Toc124255641][bookmark: _Toc131688479]E.2.1	Temperature
The UE shall fulfil all the requirements in the temperature range defined in Table E.2.1-1.
Table E.2.1-1: Temperature conditions
	Temperature
	Temperature conditions

	+15C to +35C
	For normal conditions (with relative humidity of 25 % to 75 %)



Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in clause 6.2 of TS 38.101-1 [6] for extreme operation.
[bookmark: _Toc21338460][bookmark: _Toc29808568][bookmark: _Toc37068487][bookmark: _Toc37084032][bookmark: _Toc37084374][bookmark: _Toc40209736][bookmark: _Toc40210078][bookmark: _Toc45893037][bookmark: _Toc53176902][bookmark: _Toc61121232][bookmark: _Toc67918429][bookmark: _Toc76298504][bookmark: _Toc76572516][bookmark: _Toc76652383][bookmark: _Toc76653229][bookmark: _Toc83742502][bookmark: _Toc91440992][bookmark: _Toc98849782][bookmark: _Toc106543642][bookmark: _Toc106737740][bookmark: _Toc107233507][bookmark: _Toc107235125][bookmark: _Toc107420095][bookmark: _Toc107477393][bookmark: _Toc114566256][bookmark: _Toc115268346][bookmark: _Toc123058019][bookmark: _Toc124255314][bookmark: _Toc124255505][bookmark: _Toc124255642][bookmark: _Toc131688480]E.2.2	Voltage
The UE shall fulfil all the requirements in the voltage range defined in Table E.2.2-1.
Table E.2.2-1: Voltage conditions
	Power source
	Normal conditions
voltage

	AC mains
	nominal

	Regulated lead acid battery
	1,1 * nominal

	Non regulated batteries:
Leclanché
Lithium
Mercury/nickel & cadmium
	
Nominal
1,1 * Nominal
Nominal



Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 38.101-1[6, Clause 6.2] for extreme operation. In particular, the UE shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage.

[bookmark: _Toc21338461][bookmark: _Toc29808569][bookmark: _Toc37068488][bookmark: _Toc37084033][bookmark: _Toc37084375][bookmark: _Toc40209737][bookmark: _Toc40210079][bookmark: _Toc45893038][bookmark: _Toc53176903][bookmark: _Toc61121233][bookmark: _Toc67918430][bookmark: _Toc76298505][bookmark: _Toc76572517][bookmark: _Toc76652384][bookmark: _Toc76653230][bookmark: _Toc83742503][bookmark: _Toc91440993][bookmark: _Toc98849783][bookmark: _Toc106543643][bookmark: _Toc106737741][bookmark: _Toc107233508][bookmark: _Toc107235126][bookmark: _Toc107420096][bookmark: _Toc107477394][bookmark: _Toc114566257][bookmark: _Toc115268347][bookmark: _Toc123058020][bookmark: _Toc124255315][bookmark: _Toc124255506][bookmark: _Toc124255643][bookmark: _Toc131688481]E.2.3	Vibration
The UE shall fulfil all the requirements when vibrated at the following frequency/amplitudes.
Table E.2.3-1: Vibration conditions
	Frequency
	ASD (Acceleration Spectral Density) random vibration

	5 Hz to 20 Hz
	0,96 m2/s3

	20 Hz to 500 Hz
	0,96 m2/s3 at 20 Hz, thereafter –3 dB/Octave



Outside the specified frequency range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in TS 38.101-1[6] for extreme operation.
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