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6.5.3.1.1	Test Purpose (TP)
(1)
with { UE in Manual network selection mode and pre-configured with onboarding SNPN selection information }
ensure that {
  when { an SNPN indicating that onboarding is allowed is available }
    then { UE indicates user the SNPN and whether the SNPN matches the onboarding SNPN selection information }
            }

6.5.3.1.2	Conformance requirements
[bookmark: _Toc20125243][bookmark: _Toc27486440][bookmark: _Toc36210493][bookmark: _Toc45096352][bookmark: _Toc45882385][bookmark: _Toc51742460][bookmark: _Toc68182619]References: The conformance requirements covered in the current TC are specified in: TS 23.122 clauses 4.9.3.1.4. Unless otherwise stated these are Rel-17 requirements.
[TS 23.122, clause 4.9.3.1.4]
The MS shall indicate to upper layers one or more SNPNs, which are available and indicate that onboarding is allowed.
These include SNPNs in the list of "permanently forbidden SNPNs" for onboarding services and the list of "temporarily forbidden SNPNs" for onboarding services. The MS may indicate to the user whether the available SNPNs are present in the list of "temporarily forbidden SNPNs" or the list of "permanently forbidden SNPNs".
The MS shall limit its search for the SNPN to the NG-RAN access technology.
For each SNPN indicated to upper layers, the MS shall indicate to the upper layers along with the SNPN identity:
a)	whether the SNPN matches the onboarding SNPN selection information, if pre-configured; and
b)	the human-readable network name, if the system information broadcast includes the human-readable network name for the SNPN.

6.5.3.1.3	Test description
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