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<<Start of changes >>
[bookmark: _Toc15525][bookmark: _Toc120570038][bookmark: _Toc121162830]6.3A.2	Transmit OFF power for category M1
[bookmark: _Hlk126672194]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
[bookmark: _Toc60824999][bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc69305896][bookmark: _Toc60823077][bookmark: _Toc52989886][bookmark: _Hlk126672288]6.3A.2.1	Test purpose
[bookmark: _Toc36226467][bookmark: _Toc69305897][bookmark: _Toc27477788][bookmark: _Toc60825000][bookmark: _Toc44323722][bookmark: _Toc60823078][bookmark: _Toc52989887][bookmark: _Hlk126672337]To verify that the UE transmit OFF power is lower than the value specified in the test requirement.
6.3A.2.2	Test applicability
[bookmark: _Hlk126672442]The requirements of this test apply in test cases 6.3A.3.1 ON/OFF time mask and 6.3A.3.2 PRACH and SRS time mask to all types of E-UTRA UE release 17 and forward that support satellite access operation.
6.3A.2.3	Minimum conformance requirements
[bookmark: _Toc44323724][bookmark: _Toc27477790][bookmark: _Toc52989889][bookmark: _Toc36226469][bookmark: _Toc60823080][bookmark: _Toc69305899][bookmark: _Toc60825002]The minimum output power is defined as the mean power in one sub-frame (1ms). The minimum output power shall not exceed the values specified in Table 6.3A.2.3-1.
Table 6.3A.2.3-1: Minimum output power
	
	Channel bandwidth / minimum output power / measurement bandwidth

	
	1.4MHz

	Minimum output power
	-50 dBm

	Measurement bandwidth
	1.08 MHz



The normative reference for this requirement is TS 36.102 [11] clause 6.3A.2.
Transmit OFF power is defined as the mean power when the transmitter is OFF. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the UE is not considered to be OFF.
An excess transmits OFF power potentially increases the Rise over Thermal (RoT) and therefore reduces the cell coverage area for other UEs.
6.3A.2.4	Test description
This test is covered by clause 6.3A.3.1 ON/OFF time mask and 6.3A.3.2 PRACH and SRS time mask.


6.3A.2.5	Test requirement
The minimum output power measured shall not exceed the values specified in Table 6.3A.2.5-1.
Table 6.3A.2.5-1: Minimum output power for UE category M1
	
	Channel bandwidth / minimum output power / measurement bandwidth

	
	1.4 MHz

	Minimum output power
	For carrier frequency f ≤ 3.0GHz: ≤ -48.5 dBm
For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤ -48.2 dBm

	Measurement bandwidth 
	1.08 MHz



<< End of changes >>
