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<Start of Changes>
[bookmark: _Toc27478118][bookmark: _Toc36226830][bookmark: _Toc44324115][bookmark: _Toc52990309][bookmark: _Toc60823508][bookmark: _Toc60825430]6.4D.2.2.5	Test requirement
The requirements apply to each transmit antenna connector.
Each of the n carrier leakage results, derived in Annex E.3.1, shall not exceed the values in table 6.4D.2.2.5-1. Allocated RBs are not under test. n is 10 for 15kHz SCS, 20 for 30kHz SCS and 30 for 60kHz SCS.
Table 6.4D.2.2.5-1: Test requirements for Relative Carrier Leakage Power
	LO Leakage
	Parameters
UE output power
	Relative limit (dBc)

	
	10 + MU to 10 + (MU + Uplink power control window size) dBm
	-28 + TT

	
	0 + MU to 0 + (MU + Uplink power control window size) dBm
	-25 + TT

	
	-30 + MU to -30 + (MU + Uplink power control window size) dBm
	-20 + TT

	
	-40 + MU to -40 + (MU + Uplink power control window size) dBm
	-10 + TT

	NOTE 1:	The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 
NOTE 2:	The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed either in the RBs containing the carrier leakage frequency, or in the two RBs immediately adjacent to the carrier leakage frequency but excluding any allocated RB. 

NOTE 3:	 is the Transmission Bandwidth Configuration (see Section 5.3).
NOTE 4:	Void
NOTE 5:	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
NOTE 6:	Uplink power control window size = 1dB (UE power step size) + 0.7dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 0.7dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.
NOTE 7:	Test tolerance TT = 0.8 dB.



Table 6.4D.2.2.5-2: Void
[bookmark: _Toc27478113][bookmark: _Toc36226825][bookmark: _Toc44324110][bookmark: _Toc52990304][bookmark: _Toc60823503][bookmark: _Toc60825425][bookmark: _Toc69306256][bookmark: _Toc69309921][bookmark: _Toc76020239][bookmark: _Toc83720722]6.4D.2.2_1	Carrier leakage for SUL with UL MIMO
[bookmark: _Toc27478114][bookmark: _Toc36226826][bookmark: _Toc44324111][bookmark: _Toc52990305][bookmark: _Toc60823504][bookmark: _Toc60825426]6.4D.2.2_1.1	Test purpose
Same test purpose as in clause 6.4D.2.2.1.
[bookmark: _Toc27478115][bookmark: _Toc36226827][bookmark: _Toc44324112][bookmark: _Toc52990306][bookmark: _Toc60823505][bookmark: _Toc60825427]6.4D.2.2_1.2	Test applicability
[bookmark: _Hlk132128309]This test case applies to all types of NR UE release 17 and forward that support SUL and UL MIMO operating on the SUL bands.
[bookmark: _Toc27478116][bookmark: _Toc36226828][bookmark: _Toc44324113][bookmark: _Toc52990307][bookmark: _Toc60823506][bookmark: _Toc60825428]6.4D.2.2_1.3	Minimum conformance requirements
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
[bookmark: _Toc27478117][bookmark: _Toc36226829][bookmark: _Toc44324114][bookmark: _Toc52990308][bookmark: _Toc60823507][bookmark: _Toc60825429]For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Relative Carrier Leakage Power requirements specified in Table 6.4.2.2.3-1 which is defined in subclause 6.4.2.2.3 apply at each transmit antenna connector. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1_1.3-2
The normative reference for this requirement is TS 38.101-1 [2] clause 6.4D.2.2.
6.4D.2.2_1.4	Test description
Same test description as specified in clause 6.4D.2.2.4 with following exceptions:
Instead of Table 5.3.5-1  use Table 5.5C-1.
Instead of Table 6.4D.2.2.4.1-1  use Table 6.4D.2.2_1.4-1
Table 6.4D.2.2_1.4-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low, Mid, High range for SUL carrier
Mid range for Non-SUL carrier

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	UL Configuration
	SUL Configuration

	
	N/A
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	
	CP-OFDM QPSK
	Inner_1RB_Left

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
NOTE 3:	When the signalled DC carrier position is at Inner_1RB_Left, use Inner_1RB_Right for UL RB allocation..



-	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.2 for TE diagram and section A.3.2 for UE diagram.
-	The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3.
-	Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.3.6.1.1.2 ensuring UL/SUL indicator in Table 4.3.6.1.1.2-1 with condition SUL, subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND (RF OR RRM), Table 4.6.3-14 with condition SUL_SUL for SUL carrier, and Table 4.6.3-167 with condition PUSCH_ON_SUL. 
[bookmark: _Hlk132192588]6.4D.2.2_1.5	Test requirement
The requirements measured on the SUL carrier apply to each transmit antenna connector.
Each of the n carrier leakage results, derived in Annex E.3.1, shall not exceed the values in table 6.4D.2.2_1.5-1. Allocated RBs are not under test. n is 10 for 15kHz SCS, 20 for 30kHz SCS and 30 for 60kHz SCS.
Table 6.4D.2.2_1.5-1: Test requirements for Relative Carrier Leakage Power
	LO Leakage
	Parameters
UE output power
	Relative limit (dBc)

	
	10 + MU to 10 + (MU + Uplink power control window size) dBm
	-28 + TT

	
	0 + MU to 0 + (MU + Uplink power control window size) dBm
	-25 + TT

	
	-30 + MU to -30 + (MU + Uplink power control window size) dBm
	-20 + TT

	
	-40 + MU to -40 + (MU + Uplink power control window size) dBm
	-10 + TT

	NOTE 1:	The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 
NOTE 2:	The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed either in the RBs containing the carrier leakage frequency, or in the two RBs immediately adjacent to the carrier leakage frequency but excluding any allocated RB. 

NOTE 3:	 is the Transmission Bandwidth Configuration (see Section 5.3).
NOTE 4:	Void
NOTE 5:	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.2-1 for the carrier frequency f and the channel bandwidth BW.
NOTE 6:	Uplink power control window size = 1dB (UE power step size) + 0.7dB (UE power step tolerance) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-1 [2], Table 6.3.4.3-1 and is 0.7dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.2-1.
NOTE 7:	Test tolerance TT = 0.8 dB.



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>
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