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	Reason for change:
	Core specifications TS 38.161 have added framework for wide grip, talk mode FR1 OTA TRP measurements. The same has to be added to test specifications for completeness. Detailed test requirements and test procedure will be updated in Release 18

	
	

	Summary of change:
	Introduction of framework of the new OTA FR1 TRP test for talk mode
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	Missing TRP test case framework for talk mode with head and hand phantom in RAN5 test specifications 
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6.2.1.2.1	Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Talk Mode with Head and Hand Phantom
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- 	Minimum Conformance Requirements for talk mode with head and hand phantom is FFS and will be determined as part of the Release 18 work in RAN4
-	Test Applicability is FFS
-	Test Procedure, Message Contents and Test Requirements are FFS. 
-	MU is pending. TT will be analyzed in Release 18  
6.2.1.2.1.1	Test purpose
To verify that the total radiated power (TRP) of a 5G NR FR1 UE in talk mode with head and hand phantom does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
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6.2.1.2.1.3	Minimum conformance requirements
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Hand phantom browsing mode positions are defined in Clause B.3.1. 
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FFS
[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899]6.2.1.2.1.4	Test description
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[bookmark: _Toc27477793][bookmark: _Toc36226472][bookmark: _Toc44323727][bookmark: _Toc52989892][bookmark: _Toc60823083][bookmark: _Toc60825005][bookmark: _Toc69305902]FFS
6.2.1.2.1.4.3	Message contents
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6.2.1.2.1.5	Test requirement
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