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[Start of change]
7.1.6.1.3.3	Specific message contents
Table 7.1.6.1.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 0A of table 7.1.6.1.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf640
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	         release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
7.1.6.1a.3.3	Specific message contents
Table 7.1.6.1a.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 0A of table 7.1.6.1a.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf640
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	         release
	NULL
	
	

	      }
	
	
	

	      drx-Config-r13 CHOICE{
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer-v1310
	psf300
	
	

	          drx-RetransmissionTimer-v1310
	psf40
	
	

	          drx-ULRetransmissionTimer-r13
	Ppsf320
	
	

	           }
	
	
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
7.1.6.2.3.3	Specific message contents
Table 7.1.6.2.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 0A of table 7.1.6.2.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf640
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	        release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
7.1.6.3.3.3	Specific message contents
Table 7.1.6.3.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 1 of table 7.1.6.3.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf640
	4
	
	

	          }
	
	
	

	          shortDRX {
	
	
	

	            shortDRX-Cycle
	sf64
	
	

	            drxShortCycleTimer
	4
	
	

	           }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	         release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
7.1.6.4.3.3	Specific message contents
Table 7.1.6.4.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 1 of table 7.1.6.4.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf640
	4
	
	

	          }
	
	
	

	          shortDRX {
	
	
	

	            shortDRX-Cycle
	sf64
	
	

	            drxShortCycleTimer
	10
	
	

	           }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	         release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
7.1.6.5.3.3	Specific message contents
Table 7.1.6.5.3.3-1: specific Parameters in RRCConnectionReconfiguration (step 0A of table 7.1.6.1.3.2-1)
	Derivation Path: 36.508 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	measConfig
	Not present
	
	

	mobilityControlInfo
	Not present
	
	

	dedicatedInfoNASList
	Not present
	
	

	radioResourceConfigDedicated::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue::= SEQUENCE {
	
	
	

	      ul-SCH-Config SEQUENCE {
	
	
	

	        maxHARQ-Tx
	n5
	
	

	        retxBSR-Timer
	sf10240
	
	

	        ttiBundling
	FALSE
	
	

	      }
	
	
	

	      drx-Config CHOICE {
	
	
	

	        setup SEQUENCE {
	
	
	

	          onDurationTimer
	psf20
	
	

	          drx-InactivityTimer
	psf6
	
	

	          drx-RetransmissionTimer
	psf6
	
	

	          longDRX-CycleStartOffset CHOICE {
	
	
	

	            sf2560
	4
	
	

	          }
	
	
	

	          shortDRX 
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      timeAlignmentTimerDedicated
	infinity
	
	

	      phr-Config CHOICE {
	
	
	

	         release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	      eDRX-Config-CycleStartOffset-r13 CHOICE {
	
	
	

	        setup CHOICE {
	
	
	

	          sf5120
	0
	longDRX-Cycle =5120 and drxStartOffset, = 2560*0+4
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[End of change]
