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	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of ICMP or ICMP IPv6
	RFC 792 OR RFC 4443, RFC 4884
	NA
	pc_IP_Ping
	UE supports ICMP or ICMPv6 protocol to enable IP Ping Operation

	2
	Support of IMS
	24.229, Annex U
	Rel-15
	pc_IMS_5GS
	

	3
	Support of rachReport
	38.306, 4.2.17
	Rel-16
	pc_rachReport_r16
	UE supports delivery of rachReport upon request from the network.

	4
	Support of GNSS
	38.306, 4.2.18
	Rel-16
	pc_GNSS_location_r16
	UE is equipped with a GNSS or A-GNSS receiver that may be used to provide detailed location information along with SON or MDT related measurements in RRC_CONNECTED, RRC_IDLE and RRC_INACTIVE.

	5
	Support of UL PDCP Packet Average Delay
	38.306, 4.2.18
	Rel-16
	pc_PDCP_Delay_r16
	UE supports UL PDCP Packet Average Delay measurement and reporting in RRC_CONNECTED state

	6
	Support logged MDT
	38.306, 4.2.18
	Rel-16
	pc_loggedMeasurements_r16
	UE supports logged measurements in RRC_IDLE and RRC_INACTIVE. A UE that supports logged measurements shall support both periodical logging and event-triggered logging. The memory size of MDT logged   measurements is 64KB.

	7
	Support of uncompensated barometric pressure measurement reporting
	38.306, 4.2.18
	Rel-16
	pc_barometer_r16
	UE supports uncompensated barometric pressure measurement reporting upon request from the network.

	8
	Support of orientation information reporting
	38.306, 4.2.18
	Rel-16
	pc_orientation_r16
	UE supports orientation information reporting upon request from the network.

	9
	Support of speed information reporting
	38.306, 4.2.18
	Rel-16
	pc_speed_r16
	UE supports speed information reporting upon request from the network.

	10
	Support of Bluetooth measurements in RRC_CONNECTED state
	38.306, 4.2.18
	Rel-16
	pc_immMeasBT_r16
	UE supports Bluetooth measurements in RRC_CONNECTED state.

	11
	Support of WLAN measurements in RRC_CONNECTED state
	38.306, 4.2.18
	Rel-16
	pc_immMeasWLAN_r16
	UE supports WLAN measurements in RRC_CONNECTED state.

	12
	Support of Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state
	38.306, 4.2.18
	Rel-16
	pc_loggedMeasBT_r16
	UE supports Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state.

	13
	Support of WLAN measurements in RRC_IDLE and RRC_INACTIVE state
	38.306, 4.2.18
	Rel-16
	pc_loggedMeasWLAN_r16
	UE supports WLAN measurements in RRC_IDLE and RRC_INACTIVE state.

	14
	Support of SDT in RRC_INACTIVE state via Random Access Procedure
	38.306, 4.2.2
	Rel-17
	pc_ra_SDT_r17
	UE supports SDT via Random Access procedure in RRC_INACTIVE state

	15
	Support of SRB SDT in RRC_INACTIVE state
	38.306, 4.2.2
	Rel-17
	pc_srb_SDT_r17
	UE supports SRB SDT in RRC_INACTIVE state

	16
	Support of SDT in RRC_INACTIVE state via Configured Grant Type 1
	38.306, 4.2.7.2
	Rel-17
	pc_cg_SDT_r17
	UE supports SDT via Configured Grant Type 1 in RRC_INACTIVE state

	17
	Support of NR NTN access 
	38.306, 4.2.2
	Rel-17
	pc_nonTerrestrialNetwork_r17
	UE supports NR NTN access.

	18
	Support of RRC INACTIVE state in NTN
	38.331, 6.3.3
	Rel-17
	pc_inactiveStateNTN_r17
	UE supports RRC INACTIVE state in NTN

	19
	Support of RA-SDT in NTN
	38.331, 6.3.3
	Rel-17
	pc_ra_SDT_NTN_r17
	UE supports RA-SDT in NTN

	20
	Support of SRB-SDT in NTN
	38.331, 6.3.3
	Rel-17
	pc_srb_SDT_NTN_r17
	UE supports SRB-SDT in NTN

	21
	Support of storage and delivery of multiple CEF reports
	38.306, 4.2.18
	Rel-17
	pc_multiple_CEF_Report_r17
	UE supports the storage and delivery of multiple CEF reports upon request from the network

	22
	Support of the storage of Early Measurement Logging in logged measurements.
	38.306, 4.2.18
	Rel-17
	pc_ earlyMeasLog_r17
	UE supports the storage of Early Measurement Logging in logged measurements and the reporting upon request from the network as specified in TS 38.331

	23
	Support of IDC problem detection
	38.331, 6.2.2
	Rel-17
	pc_inDeviceCoexDetected_r17
	UE supports that measurement logging is suspended due to IDC problem detection

	XX
	Support of mpsPriorityIndication on RRC release with redirect
	38.306, 4.2.2
	Rel-16
	pc_mpsPriorityIndication_r16
	UE supports mpsPriorityIndication on RRC release with redirect as specified in TS 38.331



