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<< Start of changes >>
[bookmark: _Toc21026729][bookmark: _Toc27744019][bookmark: _Toc36197190][bookmark: _Toc36197882]7.6	Blocking characteristics
[bookmark: _Toc21026730][bookmark: _Toc27744020][bookmark: _Toc36197191][bookmark: _Toc36197883]7.6.1	General
The blocking characteristic is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
The requirement applies at the RIB when the AoA of the incident wave of the wanted signal and the interfering signal are both from the direction where peak gain is achieved.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
[bookmark: _Toc21026731][bookmark: _Toc27744021][bookmark: _Toc36197192][bookmark: _Toc36197884]7.6.2	In-band blocking
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement uncertainty is FFS for power class 1 FR2b, 2 and 4.The test case is incomplete for band n259 and for band n262.
[bookmark: OLE_LINK1]7.6.2.0	General
In-band blocking is a measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an interferer at a given frequency offset from the centre frequency of the assigned channel.
7.6.2.1	Test purpose
In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the spectrum equivalent to twice the channel bandwidth below or above the UE receive band at which the relative throughput shall meet or exceed the minimum requirement for the specified measurement channels.
7.6.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward.
7.6.2.3	Minimum conformance requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1). The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).

Table 7.6.2.3-1: In-band blocking requirements
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14dB


	BWInterferer
	MHz
	50
	100
	200
	400
	800
	1600
	2000

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	N/A
	N/A
	N/A

	PInterferer
for band n259, n260, n262
	dBm
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	REFSENS + 34.5 dB
	N/A
	N/A
	N/A

	FInterferer(offset)FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5
	≤ -1600 & ≥ 1600
NOTE 5
	≤ -3200 & ≥ 3200
	≤ -4000 & ≥ 4000

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200
	FDL_low + 400
to 
FDL_high - 400
	FDL_low + 800
to 
FDL_high - 800
	FDL_low + 1600
to 
FDL_high - 1600

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) and set-up according to Annex C.
NOTE2:	The REFSENS power level is specified in Section 7.3.2.3, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) and set-up according to Annex C.
NOTE 4:	FIoffset is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signalVoid.
NOTE 5:	The absolute value of the interferer offset FInterferer(offset)FIoffset shall be further adjusted (CEIL(|FInterferer(offset)|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer centre frequencies.
NOTE 7:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.



The normative reference for this requirement is TS 38.101-2 [10] clause 7.6.2.
7.6.2.4	Test description
7.6.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.6.2.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2. The details of the OCNG patterns used are specified in Annex A.5.
Table 7.6.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	50 MHz, 100 MHz

	Test SCS as specified in Table 5.3.5-1 
	120 kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1: The specific configuration of each RB allocation is defined in Table 7.3.2.4.1-1.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.2  for TE diagram and Figure A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The DL and UL Reference Measurement channels are set according to Table 7.6.2.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38-508-1 [10] clause 4.5. Message content are defined in clause 7.6.2.4.3.
7.6.2.4.2	Test procedure 
1.	 Set the UE in the Rx beam peak direction found with a 3D EIRP scan as performed in Annex K.1.2. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE Rx beam selection to complete.
2.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
3.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 7.6.2.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
4.	Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power measured by the test system is within the Uplink power control window, defined as -MU to -(MU + Uplink power control window size) dB of the target power level in Table 7.6.2.5-1, for at least the duration of the throughput measurement, where:
-	MU is the test system uplink power measurement uncertainty and is specified in Table F.1.3-1 for the carrier frequency f and the channel bandwidth BW.
-	Uplink power control window size = 1dB (UE power step size) + 1dB (UE power step tolerance) ) + (Test system relative power measurement uncertainty), where, the UE power step tolerance is specified in TS 38.101-2 [3], Table 6.3.4.3-2 and is 1dB for 1dB power step size, and the Test system relative power measurement uncertainty is specified in Table F.1.3-1.
5.	Perform Blocking measurement procedure as stated in Annex K.1.8 using Downlink signal level and Interferer signal level as defined in Table 7.6.2.5-1. Modulated interferer signal characteristics as defined in Annex D. Measure throughput for a duration sufficient to achieve statistical significance according to Annex H.2.
6.	Repeat step 5 using interfering signals specified in 7.6.2.5-1. The ranges are covered in steps equal to the interferer bandwidth. Interferer frequencies should be chosen starting with an offset nearest to the centre frequency and sweep outwards towards the band edges. In order to ensure that full range is tested for interferer frequency, run last test steps at frequency equal to FInterferer range limit defined at the corresponding band edge.
NOTE 1:	The BEAM_SELECT_WAIT_TIME default value is defined in Annex K.1.2.
Table 7.6.2.4.2-1: Example for interferer frequencies
	
	Lower frequency
	Upper frequency

	Band n257
	26500.00 MHz
	29500.00 MHz

	Band n257 Midrange
	27999.96 MHz

	SCS
	120 kHz

	CHBW
	100 MHz

	Interferer (1st :most inner)
	FFS
	FFS

	Interferer (2nd)
	FFS
	FFS

	:
	:
	:

	Interferer (13th)
	FFS
	FFS

	Interferer (last step) NOTE 1
	FFS
	FFS

	Outer limit for in band blocking
	FFS
	FFS

	Number of test frequencies
	14
	14

	NOTE 1: Adjusted interferer frequency in the last step will be out of outer limit but should be tested.



7.6.2.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with TRANSFORM_PRECODER_ENABLED condition in Table 4.6.3-118 PUSCH-Config.
7.6.2.5	Test requirement
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A with parameters specified in Table 7.6.2.5-1.
Table 7.6.2.5-1: In-band blocking test requirement for PC3
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for bands n257, n258, n261
	dBm
	REFSENS + 14dB


	Power in Transmission Bandwidth Configuration for band n260
	dBm
	REFSENS + 14 - 1.8 dB
NOTE 7
	REFSENS + 14 - 4.8 dB
NOTE 7
	REFSENS + 14 dB
	REFSENS + 14 dB

	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
NOTE 8
	REFSENS + 35.5 dB
NOTE 8

	PInterferer
for band n260
	dBm
	REFSENS + 34.5 - 1.8 dB
NOTE 7
	REFSENS + 34.5 - 4.8 dB
NOTE 7
	REFSENS + 34.5 dB
NOTE 8
	REFSENS + 34.5 dB
NOTE 8

	FInterferer(offset)FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Section 7.3.2.5, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	FIoffset is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signalVoid.
NOTE 5:	The absolute value of the interferer offset FInterferer(offset)FIoffset shall be further adjusted (CEIL(|FInterferer(offset)|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer centre frequencies. 
NOTE 7:	Core requirement cannot be tested due to testability issue and test requirement for wanted signal and interferer includes relaxation to achieve feasible interferer power level.
NOTE 8:	Core requirement cannot be tested due to testability issue.
NOTE 9:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.



[bookmark: _Toc21026732][bookmark: _Toc27744022][bookmark: _Toc36197193][bookmark: _Toc36197885]Table 7.6.2.5-1a: In-band blocking test requirement for PC1
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for bands n257, n258, n260, n261
	dBm
	REFSENS + 14dB


	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB

	PInterferer
for band n260
	dBm
	TBD
	TBD
	TBD
	TBD

	FInterferer(offset)FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Section 7.3.2.5, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	FIoffset is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signalVoid.
NOTE 5:	The absolute value of the interferer offset FInterferer(offset)FIoffset shall be further adjusted (CEIL(|FInterferer(offset)|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6: 	FInterferer range values for unwanted modulated interfering signals are interferer centre frequencies. 
NOTE 7:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.



7.6.3	Void
[bookmark: _Toc21026733][bookmark: _Toc27744023][bookmark: _Toc36197194][bookmark: _Toc36197886]7.6A	Blocking characteristics for CA
[bookmark: _Toc21026734][bookmark: _Toc27744024][bookmark: _Toc36197195][bookmark: _Toc36197887]7.6A.1	General
FFS
[bookmark: _Toc21026735][bookmark: _Toc27744025][bookmark: _Toc36197196][bookmark: _Toc36197888]7.6A.2	In-band blocking for CA
7.6A.2.0	Minimum Conformance Requirements
7.6A.2.0.1	In-band blocking for Intra-band contiguous CA
In-band blocking for Intra-band contiguous CAFor intra-band contiguous carrier aggregation, the SCC(s) shall be configured at nominal channel spacing to the PCC. The input power shall be distributed among the active DL CCs so their PSDs are aligned with each other. The UE shall fulfil the minimum requirement specified in Table 7.6A.2.0.1-1 for in the presence of an interferer at a given frequency offset from the centre frequency of the assigned channel and an interferer power shall not exceed -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1). The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).
Table 7.6A.2.0.1-1: In band blocking minimum requirements for intra-band contiguous CA
	Rx Parameter
	Units 
	All CA bandwidth classes

	Power in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB

	Pinterferer for band n257, n258, n261
	dBm
	Aggregated power + 21.5 dB

	Pinterferer for band n260
	dBm
	Aggregated power + 20.5 dB

	BWInterferer 
	MHz
	BWChannel_CA

	FInterferer(offset)FIoffset
	MHz
	
+2*BWChannel_CA / -2*BWChannel_CA

NOTE 5


	FInterferer 
	MHz
	FDL_low + 0.5*BWChannel_CA
To
FDL_high - 0.5*BWChannel_CA

	
	
	

	
	
	

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1. and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in clause 7.3.2.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 QPSK, R=1/3 with one sided dynamic OCNG pattern OP.1 TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	The FInterferer (offset) is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to (CEIL(|FInterferer(offset)|/SCS) + 0.5)*SCS  MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interfering signal has the same SCS as that of the closest carrier.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer centre frequencies.
NOTE 7:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.



7.6A.2.0.2	In-band blocking for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with two component carriers, the requirement applies to out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier with parameters as specified in Table 7.6.2.3-1. The requirement associated to the maximum channel between across the component carriers is selected. For in-gap, the requirement shall apply if the following minimum gap condition is met:
∆fIBB ≥ 0.5(BW1 + BW2) + 2 max(BW1, BW2),
where ∆fIBB is the frequency separation between the centre frequencies of the component carriers and BWk are the channel bandwidths of carrier k, k = 1,2.
If the minimum gap condition is met, the UE shall meet the requirement specified in Table 7.6.2.3-1 for each component carrier. The respective channel bandwidth of the component carrier under test will be used in the parameter calculations of the requirement.  In case of more than two component carriers, the minimum gap condition is computed for any pair of adjacent component carriers following the same approach as the two component carriers. The in-gap requirement for the corresponding pairs shall apply if the minimum gap condition is met. For every component carrier to which the requirements apply, the UE shall meet the requirement with one active interferer signal (in-gap or out-of-gap) while all downlink carriers are active and the input power shall be distributed among the active DL CCs so their PSDs are aligned with each other.
7.6A.2.0.3	In-band blocking for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clauses 7.6A.2.1 and 7.6A.2.2 for each band while all downlink carriers are active.
7.6A.2.1	In-band blocking for CA (2DL CA)
[bookmark: _Hlk120706187]Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances for intra-band contiguous CA supporting aggregated BW > 400MHz and for intra-band non-contiguous CA are TBD.
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.
· In case of frequency separation larger than 800 MHz and in case the device manufacturer does not explicitly declare that the beam peak for a reference (frequency band, CBW) or (frequency band combination, CA BW class) is applicable for a group of other intra-band contiguous combinations and CA BW classes, according to Table A.4.3.9-6 in 38.508-2, following aspect of beam peak search procedures for CA is FFS: RB allocation, power level, channel bandwidth configuration, per CC approach or all CC combined approach, etc
· Some references are in square brackets for inter-band DL CA
· Test Point Analysis is FFS
7.6A.2.1.1	Test purpose
Same test purpose as in clause 7.6.2.1.
7.6A.2.1.2	Test applicability
[bookmark: _Hlk131023222]This test case applies to all types of NR UE release 15 and forward that supports FR2 inter-band 2DL CA.
7.6A.2.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.6A.2.0.
7.6A.2.1.4	Test description
7.6A.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.6A.2.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2. The details of the OCNG patterns used are specified in Annex A.5.
Table 7.6A.2.1.4.1-1: Test Configuration Table
FFS
1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.2  for TE diagram and Figure A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The DL and UL Reference Measurement channels are set according to Table 7.6A.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38-508-1 [10] clause 4.5. Message content are defined in clause 7.6A.2.1.4.3.
7.6A.2.1.4.2	Test Procedure
[bookmark: _Hlk131023367]Test procedure for Inter-band:
1.	Configure SCC according to Annex C.0, C.1, C.2 for all downlink physical channels.
2.	The SS shall configure SCC as per TS 38.508-1 [10] clause 5.5.1. Message contents are defined in clause 7.4A.1.4.3.
3.	SS activates SCC by sending the activation MAC CE (Refer TS 38.321[28], clauses 5.9, 6.1.3.10). Wait for at least 2 seconds (Refer TS 38.133[25], clause 9.2).
4.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Table 7.6A.2.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
5.	SS sends uplink scheduling information on PCC for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 7.6A.2.1.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
6.	Set SS with the downlink signal applied to the θ-polarization of the measurement antenna.
7.	Set the UE in the SCC Rx beam peak direction found for the primary component carrier with a 3D EIS scan as performed in Annex K.1.2. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE Rx beam selection to complete. 
8.	Set downlink signal level for θ-polarization 3dB below values described in 7.6.2.5-1 for SCC.
9.	Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within [TBD] dB of the target power level in Table 7.6A.2.1.4.1-1, for at least the duration of the throughput measurement.
10.	Apply the blocking signal with the same polarization and coming from the same direction as the downlink signal. Set the power level of the blocking signal 3dB below the level stated in the requirement in 7.6.2.5-1. 
11. For SCC, measure the average throughput for a duration sufficient to achieve statistical significance according to Annex H.2. 
12.	Repeat steps from 3 to 11, for the downlink signal from φ-polarization.
13. Repeat steps 3 to 12 switching PCC and SCC test frequencies.
14.	Compare the results for both the θ-polarization and φ-polarization against the requirement for each component carrier. If all results meet the requirements, pass the UE.
NOTE 1:	The BEAM_SELECT_WAIT_TIME default value is defined in Annex K.1.2
7.6A.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with TRANSFORM_PRECODER_ENABLED condition in Table 4.6.3-118 PUSCH-Config.
7.6A.2.1.5	Test requirement
Fore each component carrier, the throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A with parameters specified in Table 7.6A.2.1.5-1.
Table 7.6A.2.1.5-1: In-band blocking test requirement
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for bands n257, n258, n261
	dBm
	REFSENS + 14dB


	Power in Transmission Bandwidth Configuration for band n260
	dBm
	REFSENS + 14 - 1.8 dB
NOTE 7
	REFSENS + 14 - 4.8 dB
NOTE 7
	REFSENS + 14 dB
	REFSENS + 14 dB

	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35.5 dB
NOTE 8
	REFSENS + 35.5 dB
NOTE 8

	PInterferer
for band n260
	dBm
	REFSENS + 34.5 - 1.8 dB
NOTE 7
	REFSENS + 34.5 - 4.8 dB
NOTE 7
	REFSENS + 34.5 dB
NOTE 8
	REFSENS + 34.5 dB
NOTE 8

	FInterferer(offset)FIoffset
	MHz
	≤ -100 & ≥ 100
NOTE 5
	≤ -200 & ≥ 200
NOTE 5
	≤ -400 & ≥ 400
NOTE 5
	≤ -800 & ≥ 800
NOTE 5

	FInterferer
	MHz
	FDL_low + 25
to 
FDL_high - 25
	FDL_low + 50
to 
FDL_high - 50
	FDL_low + 100
to 
FDL_high - 100
	FDL_low + 200
to 
FDL_high - 200

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in Section 7.3.2.5, which are applicable according to different UE power classes.
NOTE 3:	The wanted signal consists of the reference measurement channel specified in Annex A.3.3.2 with one sided dynamic OCNG pattern OP.1.TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 4:	The FInterferer (offset) is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signal.FIoffset is the frequency separation between the centre of the aggregated CA bandwidth and the centre frequency of the Interferer signal.
NOTE 5:	The absolute value of the interferer offset FInterferer (offset)FIoffset shall be further adjusted (CEIL(|FInterferer(offset)|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 6:	FInterferer range values for unwanted modulated interfering signals are interferer centre frequencies.
NOTE 7:	Core requirement cannot be tested due to testability issue and test requirement for wanted signal and interferer includes relaxation to achieve feasible interferer power level.
NOTE 8:	Core requirement cannot be tested due to testability issue.
NOTE 9:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.



7.6A.2.2	Void
7.6A.2.3	Void
7.6A.2.4	Void
7.6A.2.5	Void
7.6A.2.6	Void
7.6A.2.7	Void
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The normative reference for this requirement is TS 38.101-2 [3] clause 7.6D.
No test case details are specified. Given UE’s Rx performance would not be impacted by the Tx configuration on TDD bands, the requirements in this test case can be well covered in 7.6 and don’t need to be tested again.

<< End of changes >>

