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4.5.3A.4
Specific message contents

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A.
<Start of first modified section>
4.5.3Ay
User plane CIoT connection request (State m)

Editor's note: CIoT optimizations is valid also for non-NB-IoT UEs and should be captured in chapter 4. Details on how to align procedures for CIoT features for all UEs is FFS. The procedure below adress connection request and only the NB case. 

4.5.3Ay.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE shall be in Registered, Idle Mode state (State FFS). 

4.5.3Ay.2
Definition of system information messages

FFS
4.5.3Ay.3
Procedure

The establishment of generic radio bearer connection is assumed to always be mobile terminated.

Table 4.5.3Ax.3-1: Generic user plane CIoT connection request procedure (state FFS)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	
	<--
	RRC: SYSTEM INFORMATION-NB (BCCH)

	2
	SS sends a Paging-NB message to the UE on the appropriate paging block, and including the UE identity in one entry of the IE pagingRecordLists.
	<--
	RRC: Paging-NB (PCCH)

	3
	UE transmits an RRCConnectionResumeRequest-NB message.
	-->
	RRC: RRCConnectionResumeRequest-NB

	4
	SS transmit an RRCConnectionSetup-NB message.
	<--
	RRC: RRCConnectionResume-NB

	5
	The UE transmits an RRCConnectionResumeComplete-NB message. 
	-->
	RRC: RRCConnectionResumeComplete-NB



4.5.3Ay.4
Specific message contents

FFS
<End of modified section>
