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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.
The present document is one part of a multi-part Technical Specification (TS) covering the New Radio (NR) User Equipment (UE) conformance specification, which is divided in the following parts:
FFS
1
Scope

The present document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain RF characteristics for frequency Range 1 as part of the 5G-NR. 

The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the "definition and applicability" part of the test.

For example only Release 15 and later UE declared to support 5G-NR shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
2
Reference
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

●
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

●
For a specific reference, subsequent revisions do not apply.

●
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

Editor’s note: intended to capture more references

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[3]
3GPP TS 38.101-2: " NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[4]
3GPP TS 38.101-3: " NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[5]
3GPP TS 38.508-1: "5GS; User Equipment (UE) conformance specification; Part 1: Common test environment ".
[6]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[7]
Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".

[8]
3GPP TS 38.211: "NR; Physical channels and modulation".
[9]
3GPP TS 38.213: "NR; Physical layer procedures for control".

[10]
3GPP TR 38.903: "NR; Derivation of test tolerances and measurement uncertainty for User Equipment (UE) conformance tests".
[11]
3GPP TR 38.905: "NR; Derivation of test points for radio transmission and reception conformance test cases"
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Editor’s note: intended to capture definitions
<defined term>: <definition>.
3.2
Symbols

For the purposes of the present document, the following symbols apply:
Editor’s note: intended to capture symbols
ΔFGlobal 
Granularity of the global frequency raster

ΔFRaster 
Band dependent channel raster granularity 
ΔfOOB
Δ Frequency of Out Of Band emission.
ΔFTX-RX 
Δ Frequency of default TX-RX separation of the FDD operating band.
ΔSUL
Channel raster offset for SUL
BWChannel
Channel bandwidth
FOOB
The boundary between the NR out of band emission and spurious emission domains


FREF 
RF reference frequency 
LCRB 
Transmission bandwidth which represents the length of a contiguous resource block allocation

expressed in units of resources blocks

LCRB,Max 
Maximum number of RB for a given Channel bandwidth and sub-carrier spacing
NRACLR
NR ACLR

NRB 
Transmission bandwidth configuration, expressed in units of resource blocks
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Editor’s note: intended to capture abbreviations.
SCS
Subcarrier spacing
SUL
Supplementary uplink

MPR
Allowed maximum power reduction
4
General 
Editor’s note: Intended to capture more information in future
4.1
Relationship between minimum requirements and test requirements

The TS 38.101-1 [2] is a Single-RAT specification for NR UE, covering RF characteristics and minimum performance requirements. Conformance to the TS 38.101-1 [2] is demonstrated by fulfilling the test requirements specified in the present document.
The Minimum Requirements given in TS 38.101-1 [2] make no allowance for measurement uncertainty. The measurement uncertainty defines in TR 38.903 [10]. The present document defines test tolerances. These test tolerances are individually calculated for each test. The test tolerances are used to relax the minimum requirements in this specification to create test requirements. For some requirements, including regulatory requirements, the test tolerance is set to zero.

The measurement results returned by the test system are compared - without any modification - against the test requirements as defined by the shared risk principle. 

The shared risk principle is defined in Recommendation ITU-R M.1545 [7].
4.2
Applicability of minimum requirements

a)
In TS 38.101-1 [2] the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 

b)
For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)
The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal.
4.3
Specification suffix information

Unless stated otherwise the following suffixes are used for indicating at 2nd level subclause, shown in Table 4.3-1.

Table 4.3-1: Definition of suffixes

	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO


4.4
Test points analysis
The information on test point analysis and test point selection including number of test points for each test case is shown in TR 38.905 [11] clause 4.1.
5

Operating bands and Channel arrangement
5.1
General

The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:
Other operating bands and channel bandwidths may be considered in future releases.

Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specification are identified as described in Table 5.1-1. 

Table 5.1-1: Definition of frequency ranges

	Frequency range designation
	Corresponding frequency range 

	FR1
	450 MHz – 6000 MHz

	FR2
	24250 MHz – 52600 MHz


The present specification covers FR1 operating bands.
5.2
Operating bands

NR is designed to operate in the FR1 operating bands defined in Table 5.2-1.

Table 5.2-1: NR operating bands in FR1

	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit

FUL_low   –  FUL_high

	Downlink (DL) operating band
BS transmit / UE receive

FDL_low   –  FDL_high
	Duplex Mode

	n1
	1920 MHz – 1980 MHz
	2110 MHz – 2170 MHz
	FDD

	n2
	1850 MHz – 1910 MHz
	1930 MHz – 1990 MHz
	FDD

	n3
	1710 MHz – 1785 MHz
	1805 MHz – 1880 MHz
	FDD

	n5
	824 MHz – 849 MHz
	869 MHz – 894 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n8
	880 MHz – 915 MHz
	925 MHz – 960 MHz
	FDD

	n20
	832 MHz – 862 MHz
	791 MHz – 821 MHz
	FDD

	n28
	703 MHz – 748 MHz
	758 MHz – 803 MHz
	FDD

	n38
	2570 MHz – 2620 MHz
	2570 MHz – 2620 MHz
	TDD

	n41
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD

	n50
	1432 MHz – 1517 MHz
	1432 MHz – 1517 MHz
	TDD

	n51
	1427 MHz – 1432 MHz
	1427 MHz – 1432 MHz
	TDD

	n66
	1710 MHz – 1780 MHz
	2110 MHz – 2200 MHz
	FDD

	n70
	1695 MHz – 1710 MHz
	1995 MHz – 2020 MHz
	FDD

	n71
	663 MHz – 698 MHz
	617 MHz – 652 MHz
	FDD

	n74
	1427 MHz – 1470 MHz
	1475 MHz – 1518 MHz
	FDD

	n75
	N/A
	1432 MHz – 1517 MHz
	SDL

	n76
	N/A
	1427 MHz – 1432 MHz
	SDL

	n77
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD

	n78
	3300 MHz – 3800 MHz
	3300 MHz – 3800 MHz
	TDD

	n79
	4400 MHz – 5000 MHz
	4400 MHz – 5000 MHz
	TDD

	n80
	1710 MHz – 1785 MHz
	N/A
	SUL 

	n81
	880 MHz – 915 MHz
	N/A
	SUL 

	n82
	832 MHz – 862 MHz
	N/A
	SUL 

	n83
	703 MHz – 748 MHz
	N/A
	SUL

	n84
	1920 MHz – 1980 MHz
	N/A
	SUL


5.2A
Operating bands for CA

5.2A.1
Intra-band CA

NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR1.

Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n77C
	n77

	CA_n78C
	n78

	CA_n79C
	n79

	
	

	
	


5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR1.

Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	

	
	


5.2B
Operating bands for DC
5.2B.1
General
NR dual connectivity is designed to operate in the operating bands defined in Table 5.2B-1, where all operating bands are within FR1.

Table 5.2B-1: Inter-band DC operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	
	

	
	

	
	

	
	

	
	

	
	


5.2C
Operating band combination for SUL

NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1

	NR Band combination for SUL
	NR Band

(Table 5.2-1)

	SUL_n78-n80
	n78, n80

	
	

	
	

	
	

	
	


5.3
UE channel bandwidth
5.3.1
General
The UE channel bandwidth supports a single NR RF carrier in the uplink or downlink at the UE. From a BS perspective, different UE channel bandwidths may be supported within the same spectrum for transmitting to and receiving from UEs connected to the BS. Transmission of multiple carriers to the same UE (CA) or multiple carriers to different UEs within the BS channel bandwidth can be supported. 

From a UE perspective, the UE is configured with one or more BWP / carriers, each with its own UE channel bandwidth. The UE does not need to be aware of the BS channel bandwidth or how the BS allocates bandwidth to different UEs.
The placement of the UE channel bandwidth for each UE carrier is flexible but can only be completely within the BS channel bandwidth.
5.3.2
Maximum transmission bandwidth configuration

The maximum transmission bandwidth configuration NRB for each UE channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1.

Table 5.3.2-1: Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	5MHz
	10MHz
	15MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	[160]
	216
	270
	N/A
	N/A
	N/A

	30
	11
	24
	38
	51
	65
	[78]
	106
	133
	162
	217
	273

	60
	N/A
	11
	18
	24
	31
	[38]
	51
	65
	79
	107
	135


5.3.3
Minimum guardband and transmission bandwidth configuration
The minimum guardband for each UE channel bandwidth and SCS is specified in Table 5.3.3-1 The relationship between the channel bandwidth, the guardband and the transmission bandwidth configuration is shown in Figure 5.3.3-1.

Table 5.3.3-1: Minimum guardband for each UE channel bandwidth and SCS (kHz)
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	[592.5]
	552.5
	692.5
	N/A
	N/A
	N/A

	30
	505
	665
	645
	805
	785
	[945]
	905
	1045
	825
	925
	845

	60
	N/A
	1010
	990
	1330
	1310
	[1290]
	1610
	1570
	1530
	1450
	1370


NOTE: The minimum guardbands have been calculated using the following equation: (CHBW x 1000 (kHz) - RB value x SCS x 12) / 2 - SCS/2, where RB values are from Table 5.3.2-1.
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Figure 5.3.3-1 Definition of channel bandwidth and transmission bandwidth configuration for one NR channel

The number of RBs configured in any channel bandwidth shall ensure that the minimum guardband specified in this clause is met.
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Figure 5.3.3-2 UE PRB utilization
In the case that multiple numerologies are multiplexed in the same symbol due to transmission of SSB, the minimum guardband on each side of the carrier is the guardband applied at the configured channel bandwidth for the numerology that is received immediately adjacent to the guard.
If multiple numerologies are multiplexed in the same symbol and the UE channel bandwidth is >50MHz, the guardband applied adjacent to 15k SCS shall be the same as the guardband defined for 30k SCS for the same UE channel bandwidth.
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Figure 5.3.3-3 Guard band definition when transmitting multiple numerologies

Note: Figure 5.3.3-3 is not intended to imply the size of any guard between the two numerologies. Inter-numerology guard band within the carrier is implementation dependent.
5.3.4
RB alignment with Different Numerologies

Editor’s note: Will be described with reference to the RAN1 definition.
5.3.5
UE channel bandwidth per operating band 
The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.

Table 5.3.5-1 Channel Bandwidths for Each NR band
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS

kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes3
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	NOTE 1:
90% spectrum utilization may not be achieved for 30kHz SCS. 

NOTE 2:
90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:
This UE channel bandwidth is applicable only to downlink.


	

	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	





	
	
	

	

	

	

	

	
	
	

	

	

	

	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	


5.3.6
Asymmetric channel bandwidths
The UE channel bandwidth can be asymmetric in downlink and uplink. In asymmetric channel bandwidth operation, the narrower carrier shall be confined within the frequency range of the wider channel bandwidth. In FDD, the confinement is defined as a deviation to the default Tx-Rx frequency separation as following:
ΔFTX-RX = | (BWDL – BWUL)/2 |
The operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-1. 

Table 5.3.6-1: Asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL [MHz]
	Channel bandwidths for DL [MHz]

	[nX]
	
	

	
	
	

	
	
	


5.3A
UE channel bandwidth for CA

5.3A.1
General

5.3A.2
Minimum guardband and transmission bandwidth configuration for CA

5.3A.3

RB alignment with Different Numerologies for CA

5.3A.4
UE channel bandwidth per operating band for CA
Table 5.3A.4-1: CA bandwidth classes

	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC

	A
	CBW ≤ max CHBW
	1

	B
	20 MHz ≤ CBW ≤ 100 MHz
	2

	C
	100 MHz < CBW ≤ 2 x max CHBW
	2

	D
	200 MHz < CBW ≤ 3 x max CHBW
	3

	E
	300 MHz < CBW ≤ 4 x max CHBW
	4

	NOTE: max CHBW is maximum channel bandwidth supported among all bands in a release


5.4
Channel arrangement

5.4.1
Channel spacing
5.4.1.1
Channel spacing for adjacent NR carriers

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent NR carriers is defined as following:

· For NR operating bands with 100 kHz channel raster,


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2

· For NR operating bands with 15 kHz channel raster,


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2+{-5kHz, 0kHz, 5kHz}

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.













5.4.2
Channel raster
5.4.2.1
Channel raster and numbering
The channel raster defines a set of RF reference frequencies that are used to identify the RF channel position. The RF reference frequency for an RF channel maps to a resource element on the carrier.

A global frequency raster is defined for all frequencies from 0 to 100 GHz and is used to define the set of allowed RF reference frequencies. The granularity of the global frequency raster is ΔFGlobal. For each operating band, a subset of frequencies from the global frequency raster are applicable for that band and forms a channel raster for that band with a granularity ΔFRaster, which may be equal to or larger than ΔFGlobal.  
The RF reference frequency in the uplink and downlink is designated by the NR Absolute Radio Frequency Channel Number (NR-ARFCN) in the range [0.. 2016666] on the global frequency raster. The relation between the NR-ARFCN and the RF reference frequency FREF in MHz for the downlink and uplink is given by the following equation, where FREF-Offs and NRef-Offs are given in table 5.4.2.1-1 and NREF is the NR-ARFCN.

FREF = FREF-Offs + ΔFGlobal (NREF – NREF-Offs)
Table 5.4.2.1-1: NR-ARFCN parameters for the global frequency raster
	Frequency range (MHz)
	ΔFGlobal (kHz)
	FREF-Offs (MHz)
	NREF-Offs
	Range of NREF

	0 – 3000
	5
	0
	0
	0 – 599999

	3000 – 24250
	15
	3000
	600000
	600000 – 2016666


For SUL bands and Bands n1, n2, n3, n5, n7, n8, n20, n28, n66 defined in Table 5.2-1. 


FREF_shift = FREF + Δshift, Δshift=0kHz or 7.5kHz.

where Δshift is signalled by the network in higher layer parameter frequencyShift7p5khz [TS 38.331]. 



The mapping between the channel raster and corresponding resource element is given in Section 5.4.2.2. The applicable entries for each operating band are defined in Section 5.4.2.3
5.4.2.2
Channel raster to resource element mapping
The mapping between the RF reference frequency on the channel raster and the corresponding resource element is given in Table 5.4.2.2-1. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL.

Table 5.4.2.2-1: Channel raster to resource element mapping
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 are as defined in TS 38.211[8].
5.4.2.3
Channel raster entries for each operating band
The NR-ARFCN applicable in each NR operating band are given in Table 5.4.2.3-1. 
-
For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3-1 is given as <20>.
-
For NR operating bands with 15 kHz channel raster below 3GHz, ΔFRaster = 3 × ΔFGlobal. In this case every 3rd NR ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3-1 is given as <3>.
-
For NR operating bands with 15 kHz channel raster above 3GHz, ΔFRaster = ΔFGlobal. In this case all NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3-1 is given as <1>.


Table 5.4.2.3-1: Applicable NR-ARFCN per operating band

	NR Operating Band
	ΔFRaster 
(kHz) 
	Uplink

Range of NREF

(First – <Step size> – Last)
	Downlink

Range of NREF

(First – <Step size> – Last)

	n1
	100
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	100
	500000 – <20> – 514000
	524000 – <20> – 538000

	n8
	100
	176000 – <20> – 183000
	185000 – <20> – 192000

	n20
	100
	166400 – <20> – 172400
	158200 – <20> – 164200

	n28
	100
	140600 – <20> – 149600
	151600 – <20> – 160600

	n38
	100
	514000 – <20> – 524000
	514000 – <20> – 524000

	n41
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	n50
	100
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100
	285400 – <20> – 286400
	285400 – <20> – 286400

	n66
	100
	342000 – <20> – 356000
	422000 – <20> – 440000

	n70
	100
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100
	N/A
	286400 – <20> – 303400

	n76
	100
	N/A
	285400 – <20> – 286400

	n77
	15
	620000 – <1> – 680000
	620000 – <1> – 680000

	n78
	15
	620000 – <1> – 653333
	620000 – <1> – 653333

	n79
	15
	693334 – <1> – 733333
	693334 – <1> – 733333

	n80
	100
	342000 – <20> – 357000
	N/A

	n81
	100
	176000 – <20> – 183000
	N/A

	n82
	100
	166400 – <20> – 172400 
	N/A

	n83
	100
	140600 – <20> –149600
	N/A

	n84
	100
	384000 – <20> – 396000
	N/A


5.4.3
Synchronization raster
5.4.3.1
Synchronization raster and numbering

The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present.
A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number GSCN. The parameters defining the SSREF and GSCN for all the frequency ranges are in Table 5.4.3.1-1.

The resource element corresponding to the SS block reference freqeuncy SSREF is given in subclause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.
Table 5.4.3.1-1: GSCN parameters for the global frequency raster
	Frequency range
	SS Block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 2700 MHz
	N * 900 kHz + M * [TBD 70 - 100kHz] 

N = 1:3000, M=-1:1
	3N + M - 1
	1 – [8999] 

	2400-24250 MHz
	2400 MHz + N * 1.44 MHz

N = 0:15173
	[9000 + N]
	[9000 – 24173]


	
	
	
	

	
	

	
	

	
	

	
	


5.4.3.2
Synchronization raster to synchronization block resource element mapping

The mapping between the synchronization raster and the corresponding resource element of the SS block is given in Table 5.4.3.2-1. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL.

Table 5.4.3.2-1: Synchronization raster to SS block resource element mapping
	Resource element index 
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	Physical  resource block number 
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5.4.3.3
Synchronization raster entries for each operating band 
The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1. 

Table 5.4.3.3-1: Applicable SS raster entries per operating band
	NR Operating Band
	SS  Block SCS
	SS Block pattern1
	Range of GSCN

(First – <Step size> – Last)

	n1
	15kHz
	Case A
	[7039 - <1> -  7224]

	n2
	15kHz
	Case A
	[6439 - <1> -  6624]

	n3
	15kHz
	Case A
	[6022 - <1> -  6258]

	n5
	15kHz
	Case A
	[2902 - <1> -  2973]

	
	30kHz
	Case B
	[2911 - <1> -  2964]

	n7
	15kHz
	Case A
	[8734 - <1> -  8958]

	n8
	15kHz
	Case A
	[3091 - <1> -  3192]

	n20
	15kHz
	Case A
	[2644 - <1> -  2727]

	n28
	15kHz
	Case A
	[2533 - <1> -  2677]

	n38
	15kHz
	Case A
	[8572 - <1> -  8958]

	n41
	15kHz
	Case A
	[9069 - <3> -  9198]

	
	30 kHz
	Case C
	[9070 – <1> – 9198]

	n50
	15kHz
	Case A
	[4780 - <1> -  5049]

	n51
	15kHz
	Case A
	[4762 - <1> -  4764]

	n66
	15kHz
	Case A
	[7039 - <1> -  [7326]

	
	30kHz
	Case B
	[7048 - <1> -  [7317]

	n70
	15kHz
	Case A
	[6655 - <1> -  [6726]

	n71
	15kHz
	Case A
	[2062 - <1> -  2166]

	n74
	15kHz
	Case A
	[4924 - <1> -  5052]

	n75
	15kHz
	Case A
	[4780 - <1> -  5049]

	n76
	15kHz
	Case A
	[4762 - <1> -  4764]

	n77
	30kHz
	Case C
	[9628 - <1> -  10247]

	n78
	30kHz
	Case C
	[9428 - <1> -  9969]

	n79
	30kHz
	Case C
	[10400 - <16> - 10800]

	NOTE 1:
SS Block pattern is defined in section 4.1 in [TS 38.213]


	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	


5.4.4
TX–RX frequency separation
The default TX channel (carrier centre frequency) to RX channel (carrier centre frequency) separation for operating bands is specified in Table 5.4.4-1.
Table 5.4.4-1: Default UE TX-RX frequency separation

	NR Operating Band
	TX – RX 
carrier centre frequency
separation

	n1
	190 MHz

	n2
	80 MHz

	n3
	95 MHz

	n5
	45 MHz

	n7
	120 MHz

	n8
	45 MHz

	n20
	-41 MHz

	n28
	55 MHz

	n66
	400 MHz

	n70
	295,300 MHz

	n71
	-46 MHz

	n74
	48 MHz

	NOTE 1:
Default TX-RX carrier centre frequency separation.


5.4A
Channel arrangement for CA

5.4A.1
Channel spacing for CA
For intra-band contiguous carrier aggregation with two or more component carriers, the nominal channel spacing between two adjacent NR component carriers is defined as the following unless stated otherwise:

For NR operating bands with 100 kHz channel raster:
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For NR operating bands with 15 kHz channel raster:
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where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR component carriers according to Table 5.3.2-1 with values in MHz. and the GBChannel(i) is the minimum guard band defined in sub-clause 5.3.3, while µ1 and µ2 are the subcarrier spacing configurations of the component carriers as defined in TS 38.211. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of least common multiple of channel raster and sub-carrier spacing less than the nominal channel spacing to optimize performance in a particular deployment scenario.

For intra-band non-contiguous carrier aggregation the channel spacing between two NR component carriers in different sub-blocks shall be larger than the nominal channel spacing defined in this subclause

	
	

	
	

	


6

Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
Uplink RB allocations given in Table 6.1-1 are used throughout this section, unless otherwise stated by the test case.
Table 6.1-1: Common uplink configuration

	Channel Bandwidth
	SCS(kHz)
	OFDM
	RB allocation

	
	
	
	Outer_Full
	Outer_1RB_Left
	Outer_1RB_Right
	Inner_Full
	Inner_1RB_Left
	Inner_1RB_Right

	5MHz
	15
	DFT-s
	25@0
	1@0
	1@24
	12@6
	1@1
	1@23

	
	
	CP
	25@0
	1@0
	1@24
	13@6
	1@1
	1@23

	
	30
	DFT-s
	10@0
	1@0
	1@9
	5@2
	1@1
	1@8

	
	
	CP
	11@0
	1@0
	1@10
	6@3
	1@1
	1@9

	
	60
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	10MHz
	15
	DFT-s
	50@0
	1@0
	1@49
	25@12
	1@1
	1@48

	
	
	CP
	52@0
	1@0
	1@51
	26@13
	1@1
	1@50

	
	30
	DFT-s
	24@0
	1@0
	1@23
	12@6
	1@1
	1@22

	
	
	CP
	24@0
	1@0
	1@23
	12@6
	1@1
	1@22

	
	60
	DFT-s
	10@0
	1@0
	1@9
	5@2
	1@1
	1@8

	
	
	CP
	11@0
	1@0
	1@10
	6@3
	1@1
	1@9

	15MHz
	15
	DFT-s
	75@0
	1@0
	1@74
	37@18
	1@1
	1@73

	
	
	CP
	79@0
	1@0
	1@78
	40@20
	1@1
	1@77

	
	30
	DFT-s
	36@0
	1@0
	1@35
	18@9
	1@1
	1@34

	
	
	CP
	38@0
	1@0
	1@37
	19@9
	1@1
	1@36

	
	60
	DFT-s
	18@0
	1@0
	1@17
	9@4
	1@1
	1@16

	
	
	CP
	18@0
	1@0
	1@17
	9@4
	1@1
	1@16

	20MHz
	15
	DFT-s
	100@0
	1@0
	1@99
	50@25
	1@1
	1@98

	
	
	CP
	106@0
	1@0
	1@105
	53@26
	1@1
	1@104

	
	30
	DFT-s
	50@0
	1@0
	1@49
	25@12
	1@1
	1@48

	
	
	CP
	51@0
	1@0
	1@50
	26@13
	1@1
	1@49

	
	60
	DFT-s
	24@0
	1@0
	1@23
	12@6
	1@1
	1@22

	
	
	CP
	24@0
	1@0
	1@23
	12@6
	1@1
	1@22

	25MHz
	15
	DFT-s
	128@0
	1@0
	1@127
	64@32
	1@1
	1@126

	
	
	CP
	133@0
	1@0
	1@132
	67@33
	1@1
	1@131

	
	30
	DFT-s
	64@0
	1@0
	1@63
	32@16
	1@1
	1@62

	
	
	CP
	65@0
	1@0
	1@64
	33@16
	1@1
	1@63

	
	60
	DFT-s
	30@0
	1@0
	1@29
	15@7
	1@1
	1@28

	
	
	CP
	31@0
	1@0
	1@30
	16@8
	1@1
	1@29

	30MHz
	15
	DFT-s
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	
	
	CP
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	
	30
	DFT-s
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	
	
	CP
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	
	60
	DFT-s
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	
	
	CP
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]
	[TBD]

	40MHz
	15
	DFT-s
	216@0
	1@0
	1@215
	108@54
	1@1
	1@214

	
	
	CP
	216@0
	1@0
	1@215
	108@54
	1@1
	1@214

	
	30
	DFT-s
	100@0
	1@0
	1@99
	50@25
	1@1
	1@98

	
	
	CP
	106@0
	1@0
	1@105
	53@26
	1@1
	1@104

	
	60
	DFT-s
	50@0
	1@0
	1@49
	25@12
	1@1
	1@48

	
	
	CP
	51@0
	1@0
	1@50
	26@13
	1@1
	1@49

	50MHz
	15
	DFT-s
	270@0
	1@0
	1@269
	135@67
	1@1
	1@268

	
	
	CP
	270@0
	1@0
	1@269
	135@67
	1@1
	1@268

	
	30
	DFT-s
	128@0
	1@0
	1@127
	64@32
	1@1
	1@126

	
	
	CP
	133@0
	1@0
	1@132
	67@33
	1@1
	1@131

	
	60
	DFT-s
	64@0
	1@0
	1@63
	32@16
	1@1
	1@62

	
	
	CP
	65@0
	1@0
	1@64
	33@16
	1@1
	1@63

	60MHz
	15
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	30
	DFT-s
	162@0
	1@0
	1@161
	81@40
	1@1
	1@160

	
	
	CP
	162@0
	1@0
	1@161
	81@40
	1@1
	1@160

	
	60
	DFT-s
	75@0
	1@0
	1@74
	37@18
	1@1
	1@73

	
	
	CP
	79@0
	1@0
	1@78
	40@20
	1@1
	1@77

	80MHz
	15
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	30
	DFT-s
	216@0
	1@0
	1@215
	108@54
	1@1
	1@214

	
	
	CP
	217@0
	1@0
	1@216
	109@54
	1@1
	1@215

	
	60
	DFT-s
	100@0
	1@0
	1@99
	50@25
	1@1
	1@98

	
	
	CP
	107@0
	1@0
	1@106
	54@27
	1@1
	1@105

	100MHz
	15
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	30
	DFT-s
	270@0
	1@0
	1@269
	135@67
	1@1
	1@268

	
	
	CP
	273@0
	1@0
	1@272
	137@68
	1@1
	1@271

	
	60
	DFT-s
	135@0
	1@0
	1@134
	68@34
	1@1
	1@133

	
	
	CP
	135@0
	1@0
	1@134
	68@34
	1@1
	1@133


6.2
Transmitter power

6.2.1
UE maximum output power

Editor’s Note:

- Initial condition is not complete.

- Message contents is not complete.

- Test tolerance is not complete.

- How to deal with TDD slots with transient periods is FFS.

- Starting time position of 200ms in test procedure 2 is FFS

- Combination of test frequency, Channel BW, SCS and Test IDTest point is FFS.

- Test procedure to switch OFDM waveform is FFS.
6.2.1.1
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.2.1.3
Minimum conformance requirements

The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.1.3-1: UE Power Class
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2/-33
	23
	± 23

	n71
	
	
	
	
	23
	+2/-2.5

	n78
	
	
	
	
	23
	+2/-2.5

	n80
	
	
	
	
	23
	+2/-2.5

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance 

NOTE 2: 
Power class 3 is default power class unless otherwise stated
NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


The normative reference for this requirement is TS 38.101-1 [2] clause 6.2.1.

6.2.1.4
Test description

6.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for maximum output 
	Modulation
	RB allocation (NOTE 1)

	1
	power test case
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.2.1.4.1-1.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2.1.4.3.

6.2.1.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.2.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of one sub-frame (1ms).

6.2.1.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.2.1.5
Test requirement

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1.

Table 6.2.1.5-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2+TT/-33-TT
	23
	± 23+TT

	n71
	FFS
	FFS
	FFS
	FFS
	23
	+2+TT/-2.5-TT

	n78
	
	
	
	
	23
	+2+TT/-2.5-TT

	n80
	
	
	
	
	23
	+2+TT/-2.5-TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance 

NOTE 2: 
Power class 3 is default power class unless otherwise stated
NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:

-
if the band is a TDD band and 50% or more slots in radio frame are used for UL transmission; or

-
if the IE P-Max as defined in TS 38.331 [6] is not provided; or

-
if the IE P-Max as defined in TS 38.331 [6] is provided and set to the maximum output power of the default power class or lower;

-
apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in sub-clause 6.2.4;

-
else (i.e the IE P-Max as defined in TS 38.331 [6] is provided and set to the higher value than the maximum output power of the default power class):

-
apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2.4;
6.2.2
Maximum Power Reduction (MPR)
Editor’s Note:

- Initial condition is not complete.

- Message contents is not complete.

- Test tolerance is not complete.
- How to deal with TDD slots with transient periods is FFS.

- Starting time position of 200ms in test procedure 2 is FFS.
- Combination of test frequency, Channel BW, SCS and Test ID is FFS.

- Test procedure to switch OFDM waveform is FFS.
- Table format in 6.2.2.5 need to follow what was done in A-MPR test in LTE instead of MPR test in LTE.
6.2.2.1
Test purpose

The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).

6.2.2.2
Test applicability

The requirements of this test apply in test cases 6.5.2.2.1 Adjacent Channel Leakage power Ratio to all types of NR Power Class [2] and 3 UE release 15 and forward

6.2.2.3
Minimum conformance requirements

For UE Power Class [2] and 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.1.5-1 due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.2.3-1.
Table 6.2.2.3-1: Maximum Power Reduction (MPR) for Power Class [2] and 3

	Modulation
	MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 0.5
	0

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 2
	≤ 1

	DFT-s-OFDM 64 QAM
	≤ 2.5

	DFT-s-OFDM 256 QAM
	4.5

	CP-OFDM QPSK
	≤ 3
	≤ 1.5

	CP-OFDM 16 QAM
	≤ 3
	≤ 2

	CP-OFDM 64 QAM
	≤ 3.5

	CP-OFDM 256 QAM
	≤ 6.5


Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:

LCRB,Max is the maximum number of RB for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1.
RBStart,Low = LCRB/2 rounded down to next integer with floor at 1

RBStart,High = LCRB,Max – RBStart,Low – LCRB
Where Inner RB allocation range is specified as follows: Inner RB allocation are LCRB/2 away from each edge of the maximum RB allocation for all LCRB ≤ LCRB,Max/2 rounded up to the next integer.
RBStart,Inner : valid RBStart values for Inner RB allocations

For LCRB ≤ LCRB,Max/2 rounded up to the next integer, RBStart,Low ≤ RBStart,Inner ≤ RBStart,High





Where Outer RB allocation range is all allocations which are not Inner RB allocation
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 apply.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2.2.
6.2.2.4
Test description

6.2.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.2.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	TBD

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	FFS

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	FFS

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Maximum Power 
	Modulation
	RB allocation (NOTE 1)

	1
	Reduction (MPR) test case
	DFT-s-OFDM PI/2 BPSK
	Outer Full

	2
	
	DFT-s-OFDM QPSK
	Outer Full

	3
	
	DFT-s-OFDM 16 QAM
	Inner Full

	4
	
	DFT-s-OFDM 16 QAM
	Outer Full

	5
	
	DFT-s-OFDM 64 QAM
	Outer Full

	6
	
	DFT-s-OFDM 256 QAM
	Outer Full

	7
	
	CP-OFDM QPSK
	Inner Full

	8
	
	CP-OFDM QPSK
	Outer Full

	9
	
	CP-OFDM 16 QAM
	Inner Full

	10
	
	CP-OFDM 16 QAM
	Outer Full

	11
	
	CP-OFDM 64 QAM
	Outer Full

	12
	
	CP-OFDM 256 QAM
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2.2.4.3. 

6.2.2.4.2
Test procedure
1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1]  for C_RNTI to schedule the UL RMC according to Table 6.2.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of one sub-frame (1ms).

6.2.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.2.2.5
Test requirement

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.2.5-1 and Table 6.2.2.5-2.
Table 6.2.2.5-1: UE Power Class test requirements
	NR Band
	Class 3 (dBm)
	Modulation
	Outer RB allocation

Tol. (dB)
	Inner RB allocation

Tol. (dB)

	n413
	23
	DFT-s-OFDM PI/2 BPSK
	+ 2 + TT / - 2.5 - TT
	N/A4

	
	
	DFT-s-OFDM QPSK
	+ 2 + TT / - 3 - TT
	N/A4

	
	
	DFT-s-OFDM 16 QAM
	+ 2 + TT / - 4 - TT
	+ 2 + TT / - 3 - TT

	
	
	DFT-s-OFDM 64 QAM
	+ 2 + TT / - 5 - TT

	
	
	DFT-s-OFDM 256 QAM
	+2 + TT / - 8.5 -TT

	
	
	CP-OFDM QPSK
	+ 2 + TT / - 5.5 - TT
	+ 2 + TT / - 3.5 - TT

	
	
	CP-OFDM 16 QAM
	+ 2 + TT / - 5.5 - TT
	+ 2 + TT / - 4 - TT

	
	
	CP-OFDM 64 QAM
	+ 2 + TT / - 7 - TT

	
	
	CP-OFDM 256 QAM
	+ 2 + TT / - 11.5 - TT

	n71
n78

n80
	23
	DFT-s-OFDM PI/2 BPSK
	+ 2 + TT / - 3 - TT
	+ 2 + TT / - 2.5 - TT

	
	
	DFT-s-OFDM QPSK
	+ 2 + TT / - 3.5 - TT
	+ 2 + TT / - 2.5 - TT

	
	
	DFT-s-OFDM 16 QAM
	+ 2 + TT / - 4.5 - TT
	+ 2 + TT / - 3.5 - TT

	
	
	DFT-s-OFDM 64 QAM
	+ 2 + TT / - 5 - TT

	
	
	DFT-s-OFDM 256 QAM
	+ 2 + TT / - 8.5 - TT

	
	
	CP-OFDM QPSK
	+ 2 + TT / - 5.5 - TT
	+ 2 + TT / - 4 - TT

	
	
	CP-OFDM 16 QAM
	+ 2 + TT / - 5.5 - TT
	+ 2 + TT / - 4.5 - TT

	
	
	CP-OFDM 64 QAM
	+ 2 + TT / - 7 - TT

	
	
	CP-OFDM 256 QAM
	+ 2 + TT / - 11.5 - TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2: 
Power class 3 is default power class unless otherwise stated.
NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 4:
The test of inner RB allocation of DFT-s-OFDM PI/2 BPSK and DFT-s-OFDM QPSK modulation is carried out in 6.2.1.


Table 6.2.2.5-2: UE Power Class test requirements for Power Class 2
	NR Band
	Class 2 (dBm)
	Modulation
	Outer RB allocation

Tol. (dB)
	Inner RB allocation

Tol. (dB)

	n413
	26
	DFT-s-OFDM PI/2 BPSK
	TBD
	TBD

	
	
	DFT-s-OFDM QPSK
	TBD
	TBD

	
	
	DFT-s-OFDM 16 QAM
	TBD
	TBD

	
	
	DFT-s-OFDM 64 QAM
	TBD

	
	
	DFT-s-OFDM 256 QAM
	TBD

	
	
	CP-OFDM QPSK
	TBD
	TBD

	
	
	CP-OFDM 16 QAM
	TBD
	TBD

	
	
	CP-OFDM 64 QAM
	TBD

	
	
	CP-OFDM 256 QAM
	TBD

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 2: 
Power class 3 is default power class unless otherwise stated.
NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


6.2.3
UE additional maximum output power reduction

Editor’s note: The following aspects are either missing or not yet determined: 

- Initial condition is not complete.

- Message contents are not complete.

- Test tolerance is not complete.

- Starting time position of 200ms in test procedure is FFS

- Test case [6.5.3.3] Additional Spurious Emissions are TBD.

- Evaluation of A-MPR are TBD (RAN4 to decide on subframe and slot basis). These details on how to evaluate A-MPR should be placed in 6.2.3.3.

6.2.3.1
Test purpose

Additional emission requirements can be signalled by the network with network signalling value indicated by the field additionalSpectrumEmission. To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table [TBD]. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

6.2.3.2
Test applicability

The requirements of this test apply in test case [6.5.2.1.2] Additional Spectrum Emission mask for network signalled values NS_02 and [NS_35] to all types of NR UE release 15 and forward.

The requirements of this test apply in test case [6.5.3.3] Additional Spurious Emissions for network signalled values NS_02 and [NS_35] to all types of NR UE release 15 and forward.

6.2.3.3
Minimum conformance requirements

Table 6.2.3.3-1 specifies for UE Power Class 3 the additional requirements and allowed A-MPR with corresponding network signalling value and operating band. The allowed A-MPR is in addition to the allowed MPR specified in subclause 6.2.2. 

Table 6.2.3.3-1: Additional maximum power reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)
	Value of additionalSpectrumEmission

	NS_01
	
	
	
	
	N/A
	1

	NS_02
	[6.5.2.1.2]
	note 1
	
	
	TBD
	2

	[NS_35]
	[6.5.2.1.2.1]
	n71
	5, 10, 15, 20
	[Table 5.3.5-1]
	N/A
	[35]

	NOTE 1: This NS can be signalled for NR bands that have UTRA services deployed.


The normative reference for this requirement is TS 38.101-1 [2] clause 6.2.3.

6.2.3.4
Test description

6.2.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown shown in table 6.2.3.4.1-1 and table 6.2.3.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.2.3.4.1-1: Test Configuration Table (network signalled value "NS_02")

	Initial Conditions

	Test Environment

as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies

as specified in TS 38.508-1 [5] subclause [TBD]
	TBD

	Test Channel Bandwidths/SCS per test channel BW 
as specified in TS 38.508-1 [5] subclause [TBD]
	TBD

	Test Parameters for NS_02 A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation 
	RBstart

	1
	TBD
	N/A for A-MPR testing.
	TBD
	TBD
	TBD

	2
	TBD
	
	TBD
	TBD
	TBD

	3
	TBD
	
	TBD
	TBD
	TBD

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	NOTE 1:
Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table [TBD].

NOTE 2:
The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.3.5 as not all combinations are necessarily required based on the applicability of the UE.
NOTE 3:
The RBstart of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.


Table 6.2.3.4.1-2: Test Configuration Table (network signalled value "[NS_35]") 

	Initial Conditions

	Test Environment

as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies

as specified in TS 38.508-1 [5] subclause [TBD]
	TBD

	Test Channel Bandwidths/SCS per test channel BW 
as specified in TS 38.508-1 [5] subclause [TBD]
	TBD

	Test Parameters for [NS_35] A-MPR

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	Mod'n
	RB allocation
	Mod'n
	RB allocation 
	RBstart

	1
	TBD
	N/A for A-MPR testing.
	TBD
	TBD
	TBD

	2
	TBD
	
	TBD
	TBD
	TBD

	3
	TBD
	
	TBD
	TBD
	TBD

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	NOTE 1:
Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table [TBD].

NOTE 2:
The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.3.5 as not all combinations are necessarily required based on the applicability of the UE.
NOTE 3:
The RBstart of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.


Editor’s note: The following lines belong at the end of subclause 6.2.3.4.1. As new tables are added to this section, these lines should always follow the tables 

1.
Connect the SS to the UE antenna connectors as shown in [TBD]. 

2.
The parameter settings for the cell are set up according to [TBD].
3.
Downlink signals are initially set up according to [TBD].and uplink signals according [TBD].

4.
The UL Reference Measurement channels are set according to the applicable table from Table 6.2.4.3.1-1 to Table 6.2.4.3.1-2.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity (FFS), DC bearer (FFS) according to TS 38.508-1 [5] clause [TBD]. Message contents are defined in clause 6.2.3.4.3.
6.2.3.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to the applicable table from Table 6.2.4.3.1-1 to Table 6.2.4.3.1-2. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE Allow at least 200ms for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.2.3.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD], with the following exceptions for each network signalled value.

6.2.3.4.3.1
Message contents exceptions (network signalled value "NS_02")

1.
Information element additionalSpectrumEmission is set to NS_02. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.1-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "NS_02"

	Derivation Path: TS 38.508-1 [5] clause [TBD], Table [TBD]

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_02)
	
	


6.2.3.4.3.2
Message contents exceptions (network signalled value "[NS_35]")

1.
Information element additionalSpectrumEmission is set to [NS_35]. This can be set in the SystemInformationblockType2 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.2-1: SystemInformationBlockType2: Additional spurious emissions test requirement for "[NS_35]"

	Derivation Path: TS 38.508-1 [5] clause [TBD], Table [TBD]

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	[35] ([NS_35])
	
	


6.2.3.5
Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from table 6.2.3.5-1 to table 6.2.3.5-2. The allowed A-MPR values specified in table 6.2.3.3-1 are in addition to the allowed MPR requirements specified in clause 6.2.2. For the UE maximum output power modified by MPR and/or A-MPR, the power limits specified in table [TBD] apply.
Table 6.2.3.5-1: UE Power Class test requirements (network signalled value "NS_02")
	Configuration ID
	MPR (dB)
	A-MPR (dB)
	[ΔTC,c (dB)]
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	2
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	3
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	[NOTE 1:
…]


Table 6.2.3.5-2: UE Power Class test requirements (network signalled value "[NS_35]") 

	Configuration ID
	MPR (dB)
	A-MPR (dB)
	[ΔTC,c (dB)]
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	2
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	3
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD
	TBD

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	[NOTE 1:
…]


6.2.4
Configured transmitted power
FFS

6.2A
Transmitter power for CA

FFS
6.2B
Transmitter power for DC
FFS
6.2C
Transmitter power for SUL
6.2C.1
Configured transmitted power [for SUL]
FFS
6.3
Output power dynamics

6.3.1
Minimum output power

Editor’s Note:

- Initial condition is not complete.

- Message contents is not complete.

- Test tolerance is not complete. 

- How to deal with TDD slots with transient periods is FFS.

- Starting time position of 200ms in test procedure 2 is FFS

- Combination of test frequency, Channel BW, SCS and Test ID is FFS.

- Test procedure to switch OFDM waveform is FFS.
6.3.1.1
Test purpose

To verify the UE's ability to transmit with a broadband output power below the value specified in the test requirement when the power is set to a minimum value.

6.3.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.3.1.3
Minimum conformance requirements

The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.

The minimum output power is defined as the mean power in [one sub-frame] [TBD ms]. The minimum output power shall not exceed the values specified in Table 6.3.1.3-1. 
Table 6.3.1.3-1: Minimum output power

	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-40
	

	10
	-40
	

	15
	-40
	

	20
	-40
	

	25
	-39
	

	30
	-38.2
	

	40
	-37
	

	50
	-36
	

	60
	-35.2
	

	80
	-34
	

	100
	-33
	


The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.1.

6.3.1.4
Test description

6.3.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.3.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for minimum output power 
	Modulation
	RB allocation (NOTE 1)

	1
	test case
	DFT-s-OFDM QPSK
	Outer Full

	2
	
	CP-OFDM QPSK
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.3.1.4.1-1.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.1.4.3.

6.3.1.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.3.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "down" commands in every uplink scheduling information to the UE; allow at least 200ms to ensure that the UE transmits at its minimum output power.

3.
Measure the mean power of the UE in the associated measurement channel bandwidth specified in Table 6.3.1.5-1 for the specific channel bandwidth under test. The period of measurement shall be at least the continuous duration of [one sub-frame (1ms)].

6.3.1.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.3.1.5
Test requirement

The minimum output power, derived in step 3 shall not exceed the values specified in Table 6.3.1.5-1.

Table 6.3.1.5-1: Minimum output power

	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-40+TT
	

	10
	-40+TT
	

	15
	-40+TT
	

	20
	-40+TT
	

	25
	-39+TT
	

	30
	-38.2+TT
	

	40
	-37+TT
	

	50
	-36+TT
	

	60
	-35.2+TT
	

	80
	-34+TT
	

	100
	-33+TT
	


6.3.2
Transmit OFF power
Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:
- Measurement bandwidth and the test tolerance is left FFS.
6.3.2.1
Test purpose

To verify that the UE transmit OFF power is lower than the value specified in the test requirement.

6.3.2.2
Test applicability

The requirements of this test apply in test cases 6.3.3 Transmit ON/OFF time mask to all types of NR UE release 15 and forward.

6.3.2.3
Minimum conformance requirements
The transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods. The requirement for the transmit OFF power shall not exceed the values specified in Table 6.3.2.3-1.
Table 6.3.2.3-1: Transmit OFF power
	Channel bandwidth

(MHz)
	Transmit OFF power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-50
	

	10
	-50
	

	15
	-50
	

	20
	-50
	

	25
	-50
	

	30
	-50
	

	40
	-50
	

	50
	-50
	

	60
	-50
	

	80
	-50
	

	100
	-50
	


Transmit OFF power is defined as the mean power in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the transmitter is not considered OFF.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.2.
An excess transmit OFF power potentially increases the Rise Over Thermal (RoT) and therefore reduces the cell coverage area for other UEs.
6.3.2.4
Test description

This test is covered by clause 6.3.3 Transmit ON/OFF time mask.
6.3.2.5
Test requirement

The requirement for the transmit OFF power shall not exceed the values specified in Table 6.3.2.5-1.
Table 6.3.2.5-1: Transmit OFF power
	Channel bandwidth

(MHz)
	Transmit OFF power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-50+TT
	

	10
	-50+TT
	

	15
	-50+TT
	

	20
	-50+TT
	

	25
	-50+TT
	

	30
	-50+TT
	

	40
	-50+TT
	

	50
	-50+TT
	

	60
	-50+TT
	

	80
	-50+TT
	

	100
	-50+TT
	


6.3.3
Transmit ON/OFF time mask

6.3.3.1
General

The transmit [power] time mask defines the transient period(s) allowed

· between transmit OFF power as defined in sub-clause 6.3.2 and transmit ON power symbols (transmit ON/OFF)

· between continuous ON-power transmissions […]. 

Unless otherwise stated the minimum requirements in clause 6 apply also in transient periods.

6.3.3.2
General ON/OFF time mask

Editor’s Note:

- Initial condition is not complete.

- Test procedure is not complete.

- Message contents is not complete.

- Test tolerance is not complete. 

- Test requirement is not complete.

- How to deal with TDD slots with transient periods is FFS.

- Combination of test frequency, Channel BW, SCS and Test ID is FFS

-The position of transient period for 15kHz SCS is FFS.

-Whether to exclude transient period at both ends of an OFF slot depends on the specific UL configuration and is FFS.
- Test procedure to switch OFDM waveform is FFS.
6.3.3.2.1
Test purpose

To verify that the general ON/OFF time mask meets the requirements given in 6.3.3.2.5.

The transmit power time mask for transmit ON/OFF defines the ramping time allowed 

between transmit OFF power as defined in sub-clause 6.3.2 and transmit ON power symbols (transmit ON/OFF)

between continuous ON-power transmissions […].
Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink channel.

6.3.3.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.3.3.2.3
Minimum conformance requirements

The general ON/OFF time mask defines the observation period between transmit OFF and ON power and between transmit ON and OFF power [for each SCS]. ON/OFF scenarios include; the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission, etc

The OFF power measurement period is defined in a duration of at least one slot excluding any transient periods. The ON power is defined as the mean power over one slot excluding any transient period.

[image: image26.emf]Start slot End slot

End of OFF power 

requirement

Start of OFF power 

requirement

Start of ON power 

requirement

End of ON power 
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10µs

Transient period

*The OFF power requirements does not 

apply for DTX and measurement gaps


Figure 6.3.3.2.3-1: General ON/OFF time mask for NR UL transmission in FR1

The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.3.2.

6.3.3.2.4
Test description

6.3.3.2.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, and are shown in table 6.3.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in [Annexe TBD]. Configurations of PDSCH and PDCCH before measurement are specified in [Annex TBD].

Table 6.3.3.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for minimum output power 
	Modulation
	RB allocation (NOTE 1)

	1
	test case
	DFT-s-OFDM QPSK
	Outer Full

	2
	
	CP-OFDM QPSK
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.3.3.2.4.1-1.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.3.2.4.3.

6.3.3.2.4.2
Test procedure

1.
SS sends uplink scheduling information via PDCCH DCI format [0_1] with TPC command 0dB for C_RNTI to schedule the UL RMC according to Table 6.3.3.2.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. The UL assignment is [FFS].

2.
Measure the UE transmission OFF power during the slot prior to the PUSCH transmission, excluding a transient period of 10 µs in the end of the slot.

3.
Measure the output power of the UE PUSCH transmission during one slot.

4.
Measure the UE transmission OFF power during the slot following the PUSCH transmission, excluding a transient period of 10 µs at the beginning of the slot.

6.3.3.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.3.3.2.5
Test requirement

The requirement for the power measured in steps 2, 3 and 4 of the test procedure shall not exceed the values specified in Table 6.3.3.2.5-1.

Table 6.3.3.2.5-1: General ON/OFF time mask

	
	SCS 
	Channel bandwidth / minimum output power / measurement bandwidth

	
	[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	30

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100

MHz

	Transmit OFF power
	
	For carrier frequency f ≤ 3.0GHz: ≤ -50+TT dBm

For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤ -50+TT dBm

	Transmission OFF
	15
	4.5
	9.36
	14.22
	19.08
	23.94
	[28.80]
	38.88
	48.6
	N/A
	N/A
	N/A

	Measurement bandwidth for
	30
	3.96
	8.64
	13.68
	18.36
	23.40
	[28.08]
	38.16
	47.88
	58.32
	78.12
	98.28

	CP-OFDM
	60
	N/A
	7.92
	12.96
	17.28
	22.32
	[27.36]
	36.72
	46.8
	56.88
	77.04
	97.20

	Transmission OFF
	15
	4.5
	9
	13.5
	18
	23.04
	[28.80]
	38.88
	48.6
	N/A
	N/A
	N/A

	Measurement bandwidth for
	30
	3.6
	8.64
	12.96
	18
	23.04
	[27.00]
	36
	46.08
	58.32
	77.76
	97.2

	DFT-s-OFDM
	60
	N/A
	7.2
	12.96
	17.28
	21.6
	[25.92]
	36
	46.08
	54
	72
	97.2

	Expected Transmission 
	15
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	N/A
	N/A
	N/A

	ON Measured
	30
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	power
	60
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	ON power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS



6.3.3.3
Transmit power time mask for slot and [mini-slot] boundaries

FFS

6.3.3.4
PRACH time mask

FFS

6.3.3.5
PUCCH time mask

6.3.3.5.1
Long PUCCH time mask
FFS
6.3.3.5.2
Short PUCCH time mask
FFS
6.3.3.6
SRS time mask
FFS
6.3.3.7
PUSCH-PUCCH and PUSCH-SRS time masks 

FFS

6.3.4
Power control

6.3.4.1
General

The requirements on power control accuracy apply under normal conditions.

6.3.4.2
Absolute power tolerance

Editor’s Note:

- Test purpose is not complete

- Minimum requirements is not defined (missing in 38.101-1)

 - Test description is not complete, many TBD, 

-  Message Contents are TBD

-  Test requirement is TBD

-  Test Tolerance is TBD

-  Mid BW is not yet defined in 38.508-1.
6.3.4.2.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value at the start of a contiguous transmission or non-contiguous transmission with a long transmission gap, i.e. transmission gap is larger than [TBD].
6.3.4.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.3.4.2.3
Minimum conformance requirements

The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first [sub-frame] at the start of a contiguous transmission or non-contiguous transmission with a transmission gap larger than TBD. The tolerance includes the channel estimation error [RSRP estimate].

The minimum requirement specified in Table 6.3.4.2.3-1 apply in the power range bounded by the minimum output power as specified in sub-clause 6.3.1 and the maximum output power as specified in sub-clause 6.2.1.

Table 6.3.4.2.3-1: Absolute power tolerance

	
	

	
	

	
	


The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.2

6.3.4.2.4
Test description

6.3.4.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.3.4.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid Range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid and Highest

	Test SCS as specified in TS-508-1 [2] subclause [TBD]
	Lowest and Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB Allocation
	Modulation
	RB allocation (NOTE 1)

	1
	N/A for Absolute power tolerance test case
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.3.4.2.4.1-1 and Table 6.3.4.2.4.1-2

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.4.2.4.3. Note that PDCCH DCI format [0_1] sent after resetting uplink power with RRC Connection Reconfiguration, should have TPC command 0dB.

6.3.4.2.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.3.4.2.4.1-1 and Table 6.3.4.2.4.1-2. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Measure the initial output power of the first [sub-frame] of UE PUSCH first transmission. [The transient periods of 10us are excluded.]
3.
Repeat for the two test points as indicated in section 6.3.4.2.4.3. The timing of the execution between the two test points shall be larger than 20ms.
6.3.4.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD] with the following exceptions:

Table 6.3.4.2.4.3-1: UplinkPowerControlCommon: Test point 1

	Derivation Path: TS 38.508-1 [5] subclause [TBD]

	Information Element
	Value/remark
	Comment
	Condition

	[TBD]
	[TBD]
	Test point 1 to verify a UE relative low initial power transmission
	


Table 6.3.4.2.4.3-2: UplinkPowerControlCommon: Test point 2

	Derivation Path: TS 38.508-1 [5] subclause [TBD]

	Information Element
	Value/remark
	Comment
	Condition

	[TBD]



	[TBD]
	Test point 2 to verify a UE relative high initial power transmission
	


6.3.4.2.5
Test requirement

The requirement for the power measured in step (2) of the test procedure is not to exceed the values specified in Table [TBD] and [TBD].
6.3.4.3
Power Control Relative power tolerance

Editor’s note:  The following items are missing or incomplete

- Test purpose is not complete

- Minimum requirements is not defined (missing in 38.101-1)

 - Test description is not complete, many TBD, power pattern missing etc.

- Test requirement is FFS

6.3.4.3.1
Test purpose

To verify the ability of the UE transmitter to set its output power in a target [sub-frame] relatively to the power of the most recently transmitted reference [sub-frame] if the transmission gap between these sub-frames is TBD.
6.3.4.3.2
Test applicability

This test applies to all types of NR UE release 15 and forward.

6.3.4.3.3
Minimum conformance requirement

The UE shall meet the requirements specified in Table 6.3.4.3.3-1.

The minimum requirements specified in Table 6.3.4.3.3-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in sub-clause 6.3.1 and the measured [PUMAX] as defined in sub-clause [configured output power].

Table 6.3.4.3.3-1: Relative Power Tolerance

FFS

The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.3.

6.3.4.3.4
Test description

6.3.4.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.3.4.1-1 and table 6.3.4.3.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.3.4.3.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 38.508-1 [5] subclause TBD
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 38.508-1 [5] subclause TBD
	FFS

	Test Channel Bandwidths / SCS per test channel BW as specified in

TS 38.508-1 [5] subclause TBD
	FFS

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	Uplink Configuration

	Ch BW
	N/A for Power Control Relative power tolerance test case
	Mod'n
	RB allocation (NOTE 1)

	
	
	
	FDD
	TDD

	5MHz
	
	TBD
	TBD
	TBD

	10MHz
	
	TBD
	TBD
	TBD

	15MHz
	
	TBD
	TBD
	TBD

	20MHz
	
	TBD
	TBD
	TBD

	25MHz
	
	TBD
	TBD
	TBD

	40MHz
	
	TBD
	TBD
	TBD

	50MHz
	
	TBD
	TBD
	TBD

	60MHz
	
	TBD
	TBD
	TBD

	80MHz
	
	TBD
	TBD
	TBD

	100MHz
	
	TBD
	TBD
	TBD

	NOTE 1: 
The specific configuration of each RB allocation is defined in Table 6.3.4.3.4.1-2.

NOTE 2:
Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table TBD

NOTE 3: 
[The starting resource block shall be RB# 0.]


Table 6.3.4.3.4.1-2: Uplink Configuration of each RB allocation

FFS
1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 6.3.4.3.4.1-1 and Table 6.3.4.3.4.1-2.

5.
Propagation conditions are set according to [TBD].

6. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity (FFS), DC bearer (FFS) according to TS 38.508-1 [5] clause [TBD]. Message contents are defined in clause 6.3.4.3.4.3.

6.3.4.3.4.2
Test procedure

The procedure is separated in various subtests to verify different aspects of relative power control. The power patterns of the subtests are described in figure TBD.
1.
Sub test: [ramping up pattern]

FFS

2.
Sub test: [ramping down pattern]

FFS

3.
Sub test: [alternating pattern]
FFS 

6.3.4.3.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause 4.6.
6.3.4.3.5
Test requirement

FFS
6.3.4.4
Aggregate power tolerance

Editor’s Note:

- Test purpose is not complete

- Minimum requirements is not defined (missing in 38.101-1) – missing measurement length and requirement

 - Test description is not complete, many TBD

-  Test requirement is TBD

-  Test Tolerance is TBD

- Definition of Outer_full DL Allocation table is TBD

-  Mid BW is not yet defined in 38.508-1 
6.3.4.4.1
Test purpose

To verify the ability of the UE transmitter to maintain its power during non-contiguous transmissions within TBD in response to [0 dB] commands with respect to the first UE transmission and all other power control parameters [as specified in 38.213] kept constant.
6.3.4.4.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.3.4.4.3
Minimum conformance requirements

The aggregate power control tolerance is the ability of the UE transmitter to maintain its power during non-contiguous transmissions within TBD in response to [0 dB] commands with respect to the first UE transmission and all other power control parameters [as specified in 38.213] kept constant.

The minimum requirement specified in Table 6.3.4.4.3-1 apply in the power range bounded by the minimum output power as specified in sub-clause 6.3.1 and the maximum output power as specified in sub-clause 6.2.1.

Table 6.3.4.4.3-1: Aggregate power tolerance

	
	

	
	

	
	


The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.4

6.3.4.4.4
Test description

6.3.4.4.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.4.4.4.1-1 and table 6.3.4.4.4.1-2. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.3.4.4.4.1-1: Test Configuration Table: PUCCH sub-test
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid and Highest

	Test SCS as specified in TS-508-1 [2] subclause [TBD]
	Lowest and Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	PUCCH format = Format 1

Length in OFDM symbols = 14

	1
	CP-OFDM QPSK
	Outer_Full
	

	NOTE 1:
The specific configuration of each RB allocation is defined in Table Table [TBD].


Table 6.3.4.4.4.1-2: Test Configuration Table: PUSCH sub-test
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid and Highest

	Test SCS as specified in TS-508-1 [2] subclause [TBD]
	Lowest and Highest

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation)
	Modulation
	RB allocation (NOTE 1)

	1
	CP-OFDM QPSK
	Outer_Full
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL and DL Reference Measurement channels are set according to Table 6.3.4.4.4.1-1 (PUCCH sub-test) and Table 6.3.4.4.4.1-2 (PUSCH sub-test)
5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.3.4.4.4.3. 

6.3.4.4.4.2
Test procedure

The procedure is separated in two subtests to verify PUCCH and PUSCH aggregate power control tolerance respectively. The uplink transmission patterns are described in figure 6.3.4.4.4.2-1.

Figure 6.3.4.4.4.2-1 Test uplink transmission 
[TBD]

1. PUCCH sub test:

1.1 The SS transmits PDSCH via PDCCH DCI format [0_1] for C_RNTI to transmit the DL RMC according to Table 6.3.4.4.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The transmission of PDSCH will make the UE send uplink ACK/NACK using PUCCH. Send the appropriate TPC commands for PUCCH to the UE to ensure that the UE transmits PUCCH at 0dBm [+/- TBD] dB for carrier frequency f ≤ 3.0GHz or at 0dBm [+/- TBD] dB for carrier frequency 3.0GHz < f.

1.2. Every [TBD] slots transmit to the UE downlink PDSCH MAC padding bits as well as 0 dB TPC command for PUCCH via the PDCCH to make the UE transmit ACK/NACK on the PUCCH  for [TBD] slots. The downlink transmission is scheduled in the appropriate slots to make the UE transmit PUCCH as described in figure 6.3.4.4.4.2-1

1.3. Measure the power of TBD consecutive PUCCH transmissions to verify the UE transmitted PUCCH power is maintained within TBD transmissions. [The transient periods of 10us are excluded from the power measurement.]
2. PUSCH sub test:

2.1. The SS sends uplink scheduling information via PDCCH DCI format [0_1] for C_RNTI to schedule the PUSCH. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. Send the appropriate TPC commands for PUSCH to the UE to ensure that the UE transmits PUSCH at 0dBm [+/- TBD.dB] for carrier frequency f ≤ 3.0GHz or at 0dBm [+/- TBD] dB for carrier frequency 3.0GHz < f.
2.2. Every [TBD] slots schedule the UE's PUSCH data transmission for [TBD] slots and transmit 0 dB TPC command for PUSCH via the PDCCH to make the UE transmit PUSCH. The uplink transmission patterns are described in figure 6.3.4.4.4.2-1,

2.3. Measure the power of TBD consecutive PUSCH transmissions to verify the UE transmitted PUSCH power is maintained within TBD transmissions. [The transient periods of 10us are excluded from the power measurement.]
6.3.4.4.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.3.4.4.5
Test requirement

The requirement for the power measurements made in step (1.3) and (2.3) of the test procedure shall not exceed the values specified in Table 6.3.4.4.5-1. The power measurement period shall be [TBD] slots [excluding transient periods].

Table 6.3.4.4.5-1: Power control tolerance

	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUCCH
	Given TBD power measurements in the pattern, the 2nd, and later measurements shall be within [± TBD dB] of the 1st measurement.

	0 dB
	PUSCH
	Given TBD power measurements in the pattern, the 2nd, and later measurements shall be within [± TBD dB] of the 1st measurement.

	Note 1:
[TBD]


6.4
Transmit signal quality
In this clause a multitude of results are derived, all using one common algorithm returning these results: Global In-Channels TX-Test (Annex TBD). Each sub clause of this clause contains a procedure and test requirements described for a specific measurement. If all relevant test parameters in different sub clauses are the same, then the results, returned by the Global In-Channel TX-Test, may be used across the applicable sub clauses.
6.4.1
Frequency error
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement uncertainty and Test Tolerances are FFS.
6.4.1.1
Test purpose

This test verifies the ability of both, the receiver and the transmitter, to process frequency correctly.

Receiver: to extract the correct frequency from the stimulus signal, offered by the System simulator, under ideal propagation conditions and low level.

Transmitter: to derive the correct modulated carrier frequency from the results, gained by the receiver.

6.4.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.
6.4.1.3
Minimum conformance requirements

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of [TBD] compared to the carrier frequency received from the NR Node B.

The normative reference for this requirement is TS 36.101 clause 6.4.1

6.4.1.4
Test description

6.4.1.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.5.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Smallest supported SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	
	Modulation
	RB allocation (NOTE 1)

	1
	Full allocation
	CP-OFDM QPSK
	Outer_full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


1. 
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.4.1.4.1-1.

5.
Propagation conditions are set according to Annex [TBD]

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.4.1.4.3

6.4.1.4.2
Test procedure
1.
SS transmits PDSCH via PDCCH DCI format [1_0] for C_RNTI to transmit the DL RMC according to Table 6.4.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.4.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
3.
Set the Downlink signal level to the appropriate REFSENS value defined in Table TBD. Send continuously uplink power control "up" commands to the UE in every uplink scheduling information to the UE so that the UE transmits at PUMAX level for the duration of the test.

4.
Measure the Frequency Error using Global In-Channel Tx-Test (Annex TBD). [For TDD slots with transient periods are not under test.]
6.4.1.4.3
Message contents
Message contents are according to TS 38.508-1 [5] subclause [TBD]
6.5.1.5
Test requirement

The 20 frequency error Δf results must fulfil the test requirement:

|Δf| ≤ (0.1 PPM + 15 Hz)

6.4.2
Transmit modulation quality

FFS

6.4.2.1
Error Vector Magnitude

FFS

6.4.2.2
Carrier leakage

FFS

6.4.2.3
In-band emissions

FFS

6.4.2.4
EVM equalizer spectrum flatness

FFS
6.5
Output RF spectrum emissions

Unwanted emissions are divided into "Out-of-band emission" and "Spurious emissions" in 3GPP RF specifications. This notation is in line with ITU-R recommendations such as SM.329 ‎‎[TBD] and the Radio Regulations ‎[TBD].
ITU defines:

Out-of-band emission = Emission on a frequency or frequencies immediately outside the necessary bandwidth which results from the modulation process, but excluding spurious emissions.

Spurious emission = Emission on a frequency, or frequencies, which are outside the necessary bandwidth and the level of which may be reduced without affecting the corresponding transmission of information. Spurious emissions include harmonic emissions, parasitic emissions, intermodulation products and frequency conversion products but exclude out-of-band emissions.

Unwanted emissions = Consist of spurious emissions and out-of-band emissions.

The UE transmitter spectrum emission consists of the three components; the occupied bandwidth (channel bandwidth), the Out Of Band (OOB) emissions and the far out spurious emission domain.
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Figure 6.5-1: Transmitter RF spectrum
6.5.1
Occupied bandwidth
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

- Measurement uncertainty and Test Tolerances are FFS.
6.5.1.1
Test purpose

To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE are less than their specific limits

6.5.1.2
Test applicability

This test applies to all types of NR UE release 15 and forward.

6.5.1.3
Minimum conformance requirements

Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.5.1.2-1

Table 6.5.1.2-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	Channel bandwidth [MHz]
	5
	10
	15
	20
	25
	40
	50
	60
	80
	100


The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.1.

6.5.1.4
Test description

6.5.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.5.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range by default, exceptions listed in Table 6.5.1.4.1-2

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	All

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Minimum SCS per Channel Bandwidth

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for occupied bandwidth test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.


Table 6.5.1.4.1-2: Test frequency exceptions for Occupied Bandwidth

	5G NR Band
	Test Frequency

	n77
	Low Range, Mid Range, High Range

	n78
	Low Range, Mid Range, High Range

	n79
	Low Range, Mid Range, High Range


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.1.4.1-1.

5.
Propagation conditions are set according to Annex [TBD]
6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5.1.4.3

6.5.1.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.5.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2.
Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level.

3.
Measure the power spectrum distribution within two times or more range over the requirement for Occupied Bandwith specification centring on the current carrier frequency. The characteristics of the filter shall be approximately gaussina (typical spectrum analyser filter). Other methods to measure the power spectrum distribution are allowed. The measuring duration is one active uplink subframe.

4.
Calculate the total power within the range of all frequencies measured in step 3 and save this value as “Total power”.

5.
Sum up the power upward from the lower boundary of the measured frequency range in step 3 and seek the limit frequency point by which this sum becomes 0.5% of “Total power” and save this point as “Lower Frequency”.

6.
Sum up the power downward from the upper boundary of the measured frequency range in step 3 and seek the limit frequency point by which this sum becomes 0.5% of “Total power” and save this point as “Upper Frequency”.
7.
Calculate the difference “Upper Frequency” – “Lower Frequency” = “Occupied Bandwidth” between the two limit frequencies obtained in step 5 and step 6.
6.5.1.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD]
6.5.1.5
Test requirement

The measured Occupied Bandwidth shall not exceed values in Table 6.5.1.5-1.

Table 6.5.1.5-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	Channel bandwidth [MHz]
	5
	10
	15
	20
	25
	40
	50
	60
	80
	100


6.5.2
Out of band emission

The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an adjacent channel leakage power ratio.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.1
General

FFS
6.5.2.2
Spectrum Emission Mask
The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB) the spurious requirements in subclause 6.5.3 are applicable.
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

- Measurement Uncertainties and Test Tolerances are TBD.
- Test procedure to switch OFDM waveform is FFS.
6.5.2.2.1
Test purpose

To verify that the power of any UE emission shall not exceed specified lever for the specified channel bandwidth.

6.5.2.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.
6.5.2.2.3
Minimum conformance requirements

The power of any UE emission shall not exceed the levels specified in Table 6.5.2.2.3-1 for the specified channel bandwidth.

	Table 6.5.2.2.3-1: NR General spectrum emission mask 

ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100

MHz
	Measurement bandwidth

	± 0-1
	-15
	-18
	-20
	-21
	-22
	-24
	-24
	-24
	-24
	-24
	30 kHz

	± 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	± 5-6
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
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	-25
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	-25
	
	
	

	± 65-80
	
	
	
	
	
	
	
	
	
	
	

	± 80-85
	
	
	
	
	
	
	
	
	-25
	
	

	± 85-100
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	-25
	


The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.2.1.

6.5.2.2.4
Test description

6.5.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.2.2..4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.5.2.2.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest and Highest SCS per Channel Bandwidth

	Test Parameters for Channel Bandwidths

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	N/A for Spectrum Emission Mask test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Default
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	Default
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	9
	Default
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	Default
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	11
	Default
	
	
	
	DFT-s-OFDM 256 QAM
	Outer_Full

	12
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	13
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	14
	Default
	
	
	
	CP-OFDM QPSK
	Outer_Full

	15
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	16
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	17
	Default
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	18
	Default
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	19
	Default
	
	
	
	CP-OFDM 256 QAM
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.2.2.4.1-1.

5.
Propagation conditions are set according to Annex [TBD]
6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5.2.2.4.3

6.5.2.2.4.2
Test procedure

1. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.5.2.2.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2. Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level.

3. Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Table 6.2.1.5-1 for 6.2.2.5-1. The period of the measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD slots with transient periods are not under test.

4. Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 6.5.2.2.5-1. The centre frequency of the filter shall be stepped in continuous steps according to the same table. The measured power shall be recorded for each step. The measurement period shall capture the active TSs.
6.5.2.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.5.2.2.5
Test requirement

The measured UE mean power in the channel bandwidth, derived in step TBD, shall fulfil requirements in Tables 6.2.1.5-1 or 6.2.2.5-1 as appropriate, and the power of any UE emission shall fulfil requirements in Table.6.5.2.2.5-1.

Table 6.5.2.2.5-1: NR General spectrum emission mask
	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	100

MHz
	Measurement bandwidth

	± 0-1
	-15 + TT
	-18 + TT
	-20 + TT
	-21 + TT
	-22 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	-24 + TT
	30 kHz

	± 1-5
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	-10 + TT
	1 MHz

	± 5-6
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT
	-13 + TT 
	-13 + TT
	-13 + TT
	

	± 6-10
	-25 + TT
	
	
	
	
	
	
	
	
	
	

	± 10-15
	
	-25 + TT
	
	
	
	
	
	
	
	
	

	± 15-20
	
	
	-25 + TT
	
	
	
	
	
	
	
	

	± 20-25
	
	
	
	-25 + TT
	
	
	
	
	
	
	

	± 25-30
	
	
	
	
	-25 + TT
	
	
	
	
	
	

	± 30-40
	
	
	
	
	
	
	
	
	
	
	

	± 40-45
	
	
	
	
	
	-25 + TT
	
	
	
	
	

	± 45-50
	
	
	
	
	
	
	
	
	
	
	

	± 50-55
	
	
	
	
	
	
	-25 + TT
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	-25 + TT
	
	
	

	± 65-80
	
	
	
	
	
	
	
	
	
	
	

	± 80-85
	
	
	
	
	
	
	
	
	-25 + TT
	
	

	± 85-100
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	-25 + TT
	

	Note 1:
The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Note 2:
At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.

Note 3:
The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel.


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.3
Additional spectrum emission mask

Editor’s note: The following aspects are either missing or not yet determined: 

- Initial condition is not complete.

- Message contents are not complete.

- Test tolerance is not complete.

- Starting time position of 200ms in test procedure 2 is FFS

6.5.2.3.1
Test purpose

To verify that the power of any UE emission shall not exceed specified level for the specified channel bandwidth under the deployment scenarios where additional requirements are specified.

6.5.2.3.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.5.2.3.3
Minimum conformance requirements

6.5.2.3.3.1
Minimum requirement (network signalled value "[NS_35]")

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "[NS_35]" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.2.2.3.3.1-1.’

Table 6.5.2.2.3.3.1-1: Additional requirements 

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15 MHz
	20 MHz
	Measurement bandwidth (unless otherwise stated)

	( 0-0.1
	-15 
	-18 
	-20
	-21
	30 kHz 

	( 0.1-6
	-13
	-13
	-13
	-13
	100 kHz

	( 6-10
	-251 
	-13
	-13
	-13
	100 kHz

	( 10-15
	
	-251
	-13
	-13
	100 kHz

	( 15-20
	
	
	-251 
	-13 
	100 kHz

	( 20-25
	
	
	
	-25 
	1 MHz

	NOTE 1: The measurement bandwidth shall be 1 MHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.3.1-1.

6.5.2.3.4
Test description

6.5.2.3.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.3.4.1-2 for “[NS-35]”. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

1.
Connect the SS to the UE antenna connectors as shown in [TBD]. 

2.
The parameter settings for the cell are set up according to [TBD].
3.
Downlink signals are initially set up according to [TBD] and uplink signals according [TBD].

4.
The UL Reference Measurement channels are set according to the applicable table from Table 6.2.4.3.1-1 to Table 6.2.4.3.1-2.

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity (FFS), DC bearer (FFS) according to TS 38.508-1 [5] clause [TBD]. Message contents are defined in clause 6.2.3.4.3.
6.5.2.3.4.2

Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to the applicable table from table 6.2.4.3.1-1 to table 6.2.4.3.1-2.1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE. Allow at least 200ms for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration one sub-frame (1ms). For TDD slots with transient periods are not under test.

6.5.2.3.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD], with the following exceptions for each network signalled value.

6.5.2.3.4.3.1
Message contents exceptions (network signalled value "[NS_35]")

For "[NS_35]" see A-MPR test case in table 6.2.3.4.3.2-1. 
6.5.2.3.5
Test requirement
6.5.2.3.5.1
Test requirements (network signaled value "[NS_35]"

When "[NS_35]" is indicated in the cell:

-
the measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in table 6.5.2.3.5.1-1 as appropriate for a NR UE.
and

-
the power of any UE emission shall fulfil requirements in table [TBD], as applicable.

Table 6.5.2.3.5.1-1: Additional requirements (network signaled value "[NS_35]"

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15 MHz
	20 MHz
	Measurement bandwidth (unless otherwise stated)

	( 0-0.1
	TBD 
	TBD
	TBD
	TBD
	30 kHz 

	( 0.1-6
	TBD
	TBD
	TBD
	TBD
	100 kHz

	( 6-10
	TBD 1 
	TBD
	TBD
	TBD
	100 kHz

	( 10-15
	
	TBD 1 
	TBD
	TBD
	100 kHz

	( 15-20
	
	
	TBD 1 
	TBD
	100 kHz

	( 20-25
	
	
	
	TBD
	1 MHz

	NOTE 1: The measurement bandwidth shall be 1 MHz


6.5.2.4
Adjacent channel leakage ratio

Adjacent channel leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
6.5.2.4.1
NR ACLR

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

- Measurement Uncertainties and Test Tolerances are TBD.
- Test procedure to switch OFDM waveform is FFS.
6.5.2.4.1.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5.2.4.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.
6.5.2.4.1.3
Minimum conformance requirements

NR adjacent channel leakage power ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing. 
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1.3-1. 
If the measured adjacent channel power is greater than [–50dBm] then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1.3-2.

Table 6.5.2.4.1.3-1: NR ACLR measurement bandwidth
	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	NR ACLR measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	38.895
	48.615
	58.35
	78.15
	98.31


Table 6.5.2.4.1.3-2: NR ACLR requirement

	
	Power class 1
	Power class 2
	Power class 3

	NR ACLR
	
	31 dB
	30 dB


The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.4.1.

6.5.2.4.1.4
Test description

6.5.2.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.2.4.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 6.5.2.4.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest and Highest SCS per Channel Bandwidth

	Test Parameters for Channel Bandwidths

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Default
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	Default
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Default
	
	
	
	DFT-s-OFDM 16 QAM
	Inner_Full

	8
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	9
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	10
	Default
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	11
	Default
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	12
	Default
	
	
	
	DFT-s-OFDM 256 QAM
	Outer_Full

	13
	Default
	
	
	
	CP-OFDM QPSK
	Inner_Full

	14
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	15
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	16
	Default
	
	
	
	CP-OFDM QPSK
	Outer_Full

	17
	Default
	
	
	
	CP-OFDM 16 QAM
	Inner_Full

	18
	Low
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Left

	19
	High
	
	
	
	CP-OFDM 16 QAM
	Outer_1RB_Right

	20
	Default
	
	
	
	CP-OFDM 16 QAM
	Outer_Full

	21
	Default
	
	
	
	CP-OFDM 64 QAM
	Outer_Full

	22
	Default
	
	
	
	CP-OFDM 256 QAM
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.2.4.1.4.1-1.

5.
Propagation conditions are set according to Annex [TBD]
6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5.2.4.1.4.3

6.5.2.4.1.4.2
Test procedure

1. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 6.5.2.2.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2. Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level.

3. Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Table 6.2.1.5-1 or 6.2.2.5-1 as appropiate. The period of the measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD slots with transient periods are not under test.

4. Measure the rectangular filtered mean power for the assigned NR channel.

5. Measure the rectangular filtered mean power of the first NR adjacent channel on both lower and upper side of the assigned NR channel, respectively.
6. Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper NR ACLR, respectively.
6.5.2.4.1.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.5.2.4.1.5
Test requirement

The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Tables 6.2.1.5-1 or 6.2.2.5-1 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR, derived in step 6, shall be higher than the limits in table 6.5.2.2.1.5-2.

Table 6.5.2.4.1.5-1: NR ACLR measurement bandwidth
	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	NR ACLR measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	38.895
	48.615
	58.35
	78.15
	98.31


Table 6.5.2.4.1.5-2: NR ACLR requirement

	
	Power class 1
	Power class 2
	Power class 3

	NR ACLR
	
	31 + TT dB
	30 + TT dB


6.5.2.4.2
UTRA ACLR

FFS

6.5.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements in line with SM.329 and NR operating band requirement to address UE co-existence. 

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

6.5.3.1
General spurious emissions

Editor’s Note:

- Test Frequency, Test BW selection need to be investigated further.

- Message contents is not complete.

- Test tolerance is not complete

- Choice of UL Modulation scheme need to be investigated further

- Discussion paper for UL config selection to be submitted in April Adhoc meeting

6.5.3.1.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.

6.5.3.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.5.3.1.3
Minimum conformance requirements

This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in table 6.5.3.1.3-2.

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1.3-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.5.3.1.3-1: Boundary between NR out of band and general spurious emission domain

	Channel bandwidth
	OOB boundary ΔfOOB (MHz) 

	BWChannel 
	BWChannel + 5


Table 6.5.3.1.3-2: Requirement for general spurious emissions limits 
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm
	1 MHz
	2

	NOTE 1:
Applies for Band that the upper frequency edge of the UL Band more than [2.69] GHz

NOTE 2:
Applies for Band that the upper frequency edge of the UL Band more than [5.2] GHz


The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.
6.5.3.1.4
Test description

6.5.3.1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD]. 

Table 6.5.3.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	[Normal]

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	[Lowest, Mid, Highest]

	Test SCS as specified in TS-508-1 [5] subclause [TBD]
	[Lowest/Lowest supported SCS per test channel BW, 

Mid/Lowest supported SCS per test channel BW, 

Highest/Lowest supported SCS per test channel BW]

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	Outer_Full

	2
	
	CP-OFDM QPSK
	Outer_1RB_Left

	3
	
	CP-OFDM QPSK
	Outer_1RB_Right

	NOTE 1:
The specific configuration of each RB allocation is defined  in Table 6.1-1 Common UL configuration


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1.

5.
Propagation conditions are set according to Annex [TBD].
6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause <6.5.3.1.4.3>.

6.5.3.1.4.2
Test procedure

TBD

6.5.3.1.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause 4.6.

6.5.3.1.5
Test requirement

This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in table 6.5.3.1.5-1.

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1.5-1 apply for all transmitter band configurations (NRB) and channel bandwidths. 

The measured average power of spurious emission, derived in step [TBD], shall not exceed the described value in Table 6.5.3.1.5-1.

Table 6.5.3.1.5-1: General spurious emissions test requirements

	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm+TT
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm+TT
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm+TT
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm+TT
	1 MHz
	

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm+TT
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm+TT
	1 MHz
	2

	NOTE 1:
Applies for Band that the upper frequency edge of the UL Band more than [2.69] GHz

NOTE 2:
Applies for Band that the upper frequency edge of the UL Band more than [5.2] GHz


6.5.3.2
Spurious emission for UE co-existence 

Editor’s Note:

- Test Frequency, Test BW selection need to be investigated further.

- Message contents is not complete.

- Test tolerance is not complete

- Choice of UL Modulation scheme need to be investigation further

- Discussion paper for UL config selection to be submitted in April Adhoc meeting

6.5.3.2.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions.

6.5.3.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward.

6.5.3.2.3
Minimum conformance requirements

This clause specifies the requirements for the specified NR band for coexistence with protected bands as indicated in Table 6.5.3.2.3-1.
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.5.3.2.3-1: Requirements for spurious emissions for UE co-existence

	NR Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n1, n84
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 42, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low 
	--
	FDL_high 
	-5
	11
	

	
	E-UTRA Band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	-
	1895
	-40
	1
	15, 27

	
	Frequency range
	1895
	-
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	15, 26, 27

	n2


	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 50, 51, 66, 70, 71, 74
	FDL_low 
	-
	FDL_high 
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	-
	FDL_high 
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high 
	-50
	1
	2

	n3, n80


	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 38, 39, 40, 41, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73,74, 75, 76
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low
	-
	 FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	n7


	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	n8, n81


	E-UTRA Band 1, 20, 28, 31, 32, 33, 34, 38, 39, 40, 45, 50, 51, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band  3, 7, 22, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA 8
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	n20, n82


	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 50, 51, 65, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42, 69
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	n28, n83


	E-UTRA Band 1, 4, 10, 22, 42, 43, 50, 51, 65, 73, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 20, 25, 26, 27, 31, 34, 38, 40, 41, 66, 72
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	Frequency range
	470
	-
	694
	-42
	8
	15, 35

	
	Frequency range
	470
	-
	710
	-26.2
	6
	34

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	n38


	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	n41


	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44, 45, 48, 50, 51, 65, 66, 70, 71, 73, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	n50
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low 
	-
	FDL_high
	-50
	1
	

	n51
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low
	-
	FDL_high
	-50
	1
	

	n66


	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42, 48
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n70
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 48, 66, 70
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	n71


	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 29, 30, 48, 66
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25, 41, 70
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 71
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	n74


	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 18, 19, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1400
	-
	1427
	-32
	27
	15, 41

	
	Frequency range
	1475
	-
	1488
	-50
	1
	42

	
	Frequency range
	1488
	-
	1518
	-50
	1
	15

	n80
	See n3
	
	
	
	
	
	

	n81
	See n8
	
	
	
	
	
	

	n82
	See n20 
	
	
	
	
	
	

	n83
	See n28
	
	
	
	
	
	

	n84
	See n1
	
	
	
	
	
	

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 3:
N/A

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
N/A

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
N/A

NOTE 10:
N/A

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.

NOTE 14:
N/A

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
N/A

NOTE 17:
N/A

NOTE 18:
N/A

NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
N/A

NOTE 21:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 22:
This requirement is applicable for power class 3 UE for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB. For power class 2 UE for any channel bandwidths within the range 2570 - 2615 MHz, NS_44 shall apply.

For power class 2 or 3 UE for carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.

NOTE 23:
This requirement is applicable only for the following cases:

- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc <  907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB

- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤  912.5 MHz without any restriction on uplink transmission bandwidth.

- for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.

NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 28:
N/A

NOTE 29:
N/A

NOTE 30:
This requirement applies when the E-UTRA carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz

NOTE 31:
N/A

NOTE 32:
Void

NOTE 33:
This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz. 

NOTE 34:
This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.

NOTE 35:
This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 36:
This requirement is applicable for E-UTRA channel bandwidth allocated within 1920-1980 MHz.

NOTE 37:
Applicable when the upper edge of the channel bandwidth frequency is greater than 1980MHz.

NOTE 38:
Applicable when NS_33 or NS_34 is configured by the pre-configured radio parameters.

NOTE 39:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.

NOTE 40: In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, fc + 15), where fc is the channel centre frequency.

NOTE 41:
Applicable for 1.4 MHz bandwidth, and when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is greater than or equal to 1427 MHz + the channel BW assigned for 3, 5 and 10 MHz bandwidth, and when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is greater than or equal to 1440 MHz for 15 and 20 MHz bandwidth.

NOTE 42:
Applicable for 1.4 , 3 and 5 MHz bandwidth, and when the upper edge of the assigned E-UTRA UL channel bandwidth frequency is less than or equal to 1467 MHz assigned for10 MHz bandwidth, and when the upper edge of the assigned E-UTRA UL channel bandwidth frequency is less than or equal to 1463.8 MHz for 15 MHz bandwidth, and when the upper edge of the assigned E-UTRA UL channel bandwidth frequency is less than or equal to 1460.8 MHz for 20 MHz bandwidth.


Note: 
To simplify Table 6.5.3.2.3-1, E-UTRA band numbers are listed for bands which are specified only for E-UTRA operation or both E-UTRA and NR operation. NR band numbers are listed for bands which are specified only for NR operation.
The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.2
6.5.3.2.4
Test description

6.5.3.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes [TBD]. Configurations of PDSCH and PDCCH before measurement are specified in Annex [TBD]. 

Table 6.5.3.2.4.1-1: Test Configuration Table 

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	[Normal]

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	[Lowest, Mid, Highest]

	Test SCS as specified in TS-508-1 [5] subclause [TBD]
	[Lowest/Lowest supported SCS per test channel BW, 

Mid/Lowest supported SCS per test channel BW, 

Highest/Lowest supported SCS per test channel BW]

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK 
	Outer_Full

	2
	
	CP-OFDM QPSK
	Outer_1RB_Left

	3
	
	CP-OFDM QPSK
	Outer_1RB_Right

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration table 


1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1[TBD] Annex [TBD], Figure [TBD].

2.
The parameter settings for the cell are set up according to TS 38.508-1 [TBD] subclause [TBD].

3.
Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4.
The UL Reference Measurement channels are set according to Table 6.5.3.2.4.1-1. 

5.
Propagation conditions are set according to Annex [TBD]

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause <6.5.3.2.4.3>.
6.5.3.2.4.2
Test procedure

TBD

6.5.3.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

6.5.3.2.5
Test requirement

Test requirements for Spurious Emissions UE Co-existence are listd in Table 6.5.3.2.3-1.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.2.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.2.3-1 apply for all transmitter band configurations (NRB) and channel bandwidths. 

The measured average power of spurious emission, derived in step [TBD], shall not exceed the described value in Table 6.5.3.2.3-1.

6.5.4
Transmit intermodulation

FFS
7
Receiver characteristics

TBD
7.1
General

Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity). 

The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below. 
With the exception of subclause 7.3, the requirements shall be verified with the network signalling value NS_01 configured (Table 6.2.3.3-1).

All the parameters in clause 7 are defined using the UL reference measurement channels specified in Annexes A.2.2 and A.2.3, the DL reference measurement channels specified in Annex A.3.2 and using the set-up specified in Annex C.3.1.
7.2
Diversity characteristics

The UE is required to be equipped with a minimum of two Rx antenna ports in all operating bands except for the bands n7, n38, n41, n77, n78, n79 where the UE is required to be equipped with a minimum of four Rx antenna ports. This requirement applies when the band is used as a standalone band or as part of a band combination.

For the requirements in Section 7, the UE shall be verified with two Rx antenna ports in all supported frequency bands. Additional requirements for four Rx ports shall be verified in operating bands where the UE is equipped with four Rx antenna ports.

The above rules apply for all subclauses with the exception of subclause 7.9.
7.3
Reference sensitivity
7.3.1
General
FFS

7.3.2
Reference sensitivity power level
Editor’s Note:

- Initial condition is not complete.

- Message contents is not complete.

- Test tolerance is not complete

- Choice of UL Modulation scheme need to be investigation further.
7.3.2.1
Test purpose

The test purpose is to verify the ability of the UE to receive data with a given average throughput for a specified reference measurement channel, under conditions of low signal level, ideal propagation and no added noise.
7.3.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward

7.3.2.3
Minimum conformance requirements

The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

The normative reference for this requirement is TS 38.101-1 [2] clause 7.3.2.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2.3-1 and Table 7.3.2.3-2.
Table 7.3.2.3-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n2
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	

	
	60
	
	[-95.5]
	[-93.4]
	[-92.2]
	
	
	
	
	
	
	
	

	n3
	15
	[-97.0]
	[-93.8]
	[-92.0]
	[-90.8]
	[-89.7]
	[-88.9]
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-92.1]
	[-91.0]
	[-89.8]
	[-89.0]
	
	
	
	
	
	

	
	60
	
	[-94.5]
	[-92.4]
	[-91.2]
	[-90.0]
	[-89.1]
	
	
	
	
	
	

	n5
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	

	n7
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	

	n8
	15
	[-97.0]
	[-93.8]
	[-92.0]
	[-90.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-92.1]
	[-91.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	[-97.0]
	[-93.8]
	[-91.0]
	[-89.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-91.1]
	[-90.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	[-98.5]
	[-95.5]
	[-93.5]
	[-90.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.6]
	[-93.6]
	[-91.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n41
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-84.7
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	-90.6
	-89.6
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	-90.7
	-89.7
	-88.9
	-87.6
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.2
	

	n78
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n79
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	NOTE 1: Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2.3-1 and Table 7.3.2.3-2 shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3-2.

Table 7.3.2.3-2: Uplink configuration for reference sensitivity

	Operating Band
	SCS kHz
	5

MHz

	10

MHz

	15

MHz

	20

MHz

	25

MHz

	30 MHz
	40

MHz
	50

MHz
	60

MHz

	80

MHz

	100 MHz

	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	[501]
	[501]
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	[241]
	[241]
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	[101]
	[101]
	
	
	
	
	
	

	n5
	15
	25
	251
	[251]
	[251]
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	[101]
	[101]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	
	
	
	
	
	
	
	

	n8
	15
	25
	251
	[251]
	[251]
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	[101]
	[101]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n41
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n50
	15
	25
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	
	
	216
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	1001
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	1001
	1281
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	-
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	

	
	60
	-
	51
	51
	51
	
	
	
	
	
	
	
	

	n77
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	-
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n77 (3.8 to 4.2 GHz)
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	38
	51
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n78
	15
	
	501
	751
	1001
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	24
	361
	501
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	101
	18
	24
	
	
	501
	641
	751
	1001
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	1001
	1281
	162
	2161
	2701
	

	
	60
	
	
	
	
	
	
	501
	641
	751
	1001
	135
	

	NOTE 1:
1 Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).

NOTE 2:   2 refers to Band 20; for 15kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;


Unless given by Table 7.3.2.3-3, the minimum requirements specified in Tables 7.3.3-1 and 7.3.3-2 shall be verified with the network signalling value NS_01 (Table [TBD]) configured. 

Table 7.3.2.3-3: Network signalling value for reference sensitivity

	Operating band
	Network Signalling value

	n71
	35

	
	

	
	


For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3.3-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3.3.1 for the applicable operating bands.

7.3.2.4
Test description

7.3.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table [TBD].  All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3 The details of the uplink reference measurement channels (RMCs) are specified in [Annexe A]. Configurations of PDSCH and PDCCH before measurement are specified in [Annex C].

Table 7.3.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	[Normal, TL/VL, TL/VH, TH/VL, TH/VH]

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	[Lowest, Mid, Highest]

	Test SCS as specified in TS-508-1 [5] subclause [TBD]
	[Lowest/Lowest supported SCS per test channel BW, 

Mid/Lowest supported SCS per test channel BW, 

Highest/Lowest supported SCS per test channel BW]

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	DFT-s-OFDM QPSK
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM QPSK
	Inner RB allocation

	2
	
	DFT-s-OFDM QPSK
	Outer RB allocation

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 7.3.4.1-2 and Table 7.3.4.1-3


Table 7.3.2.4.1-2: Downlink Configuration of each RB allocation

	Channel Bandwidth
	SCS(kHz)
	LCRBmax
	Outer RB allocation / Normal RB allocation

	5MHz
	15
	25
	25@0

	
	30
	11
	11@0

	
	60
	N/A
	N/A

	10MHz
	15
	52
	52@0

	
	30
	24
	24@0

	
	60
	11
	11@0

	15MHz
	15
	79
	79@0

	
	30
	38
	38@0

	
	60
	18
	18@0

	20MHz
	15
	106
	106@0

	
	30
	51
	51@0

	
	60
	24
	24@0

	25MHz
	15
	133
	133@0

	
	30
	65
	65@0

	
	60
	31
	31@0

	30MHz
	15
	[TBD]
	[TBD]

	
	30
	[TBD]
	[TBD]

	
	60
	[TBD]
	[TBD]

	40MHz
	15
	216
	216@0

	
	30
	106
	106@0

	
	60
	51
	51@0

	50MHz
	15
	270
	270@0

	
	30
	133
	133@0

	
	60
	65
	65@0

	60MHz
	15
	N/A
	N/A

	
	30
	162
	162@0

	
	60
	79
	79@0

	80MHz
	15
	N/A
	N/A

	
	30
	217
	217@0

	
	60
	107
	107@0

	100MHz
	15
	N/A
	N/A

	
	30
	273
	273@0

	
	60
	135
	135@0

	NOTE 1:
Test Channel Bandwidths are checked separately for each NR band, the applicable channel bandwidths are specified in Table [TBD].


Table 7.3.2.4.1-3: Uplink Configuration of each RB allocation
	Channel Bandwidth
	SCS(kHz)
	LCRBmax
	Inner RB allocation
	Outer RB allocation / Normal RB allocation

	5MHz
	15
	25
	[TBD]
	25@0

	
	30
	11
	[TBD]
	11@0

	
	60
	N/A
	[TBD]
	N/A

	10MHz
	15
	52
	[TBD]
	52@0

	
	30
	24
	[TBD]
	24@0

	
	60
	11
	[TBD]
	11@0

	15MHz
	15
	79
	[TBD]
	79@0

	
	30
	38
	[TBD]
	38@0

	
	60
	18
	[TBD]
	18@0

	20MHz
	15
	106
	[TBD]
	106@0

	
	30
	51
	[TBD]
	51@0

	
	60
	24
	[TBD]
	24@0

	25MHz
	15
	133
	[TBD]
	133@0

	
	30
	65
	[TBD]
	65@0

	
	60
	31
	[TBD]
	31@0

	30MHz
	15
	[TBD]
	[TBD]
	[TBD]

	
	30
	[TBD]
	[TBD]
	[TBD]

	
	60
	[TBD]
	[TBD]
	[TBD]

	40MHz
	15
	216
	[TBD]
	216@0

	
	30
	106
	[TBD]
	106@0

	
	60
	51
	[TBD]
	51@0

	50MHz
	15
	270
	[TBD]
	270@0

	
	30
	133
	[TBD]
	133@0

	
	60
	65
	[TBD]
	65@0

	60MHz
	15
	N/A
	[TBD]
	N/A

	
	30
	162
	[TBD]
	162@0

	
	60
	79
	[TBD]
	79@0

	80MHz
	15
	N/A
	[TBD]
	N/A

	
	30
	217
	[TBD]
	217@0

	
	60
	107
	[TBD]
	107@0

	100MHz
	15
	N/A
	[TBD]
	N/A

	
	30
	273
	[TBD]
	273@0

	
	60
	135
	[TBD]
	135@0

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band which applicable channel bandwidths are specified in Table TBD.

Note 2.
Depending on NR band, only the appropriate Uplink RB allocation value according to Table [TBD] is tested per Test Channel Bandwidth. The allocation shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth


1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, and Table 7.3.2.4.1-3. 

5.
Propagation conditions are set according to [TBD].

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause <7.3.4.3>. 

7.3.2.4.2
Test procedure

1. 
SS transmits PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to Table 7.3.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Tables 7.3.2.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.2.3.1.  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex [TBD]. 
7.3.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause [TBD].

7.3.2.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex [TBD] with parameters specified in Tables 7.3.5-1 and Tables 7.3.5-2.

Table 7.3.5-1: Reference sensitivity QPSK PREFSENS 

	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n2
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	

	
	60
	
	[-95.5]
	[-93.4]
	[-92.2]
	
	
	
	
	
	
	
	

	n3
	15
	[-97.0]
	[-93.8]
	[-92.0]
	[-90.8]
	[-89.7]
	[-88.9]
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-92.1]
	[-91.0]
	[-89.8]
	[-89.0]
	
	
	
	
	
	

	
	60
	
	[-94.5]
	[-92.4]
	[-91.2]
	[-90.0]
	[-89.1]
	
	
	
	
	
	

	n5
	15
	[-98.0]
	[-94.8]
	[-93.0]
	[-91.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.1]
	[-93.1]
	[-92.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	

	n7
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	

	n8
	15
	[-97.0]
	[-93.8]
	[-92.0]
	[-90.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-92.1]
	[-91.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	[-97.0]
	[-93.8]
	[-91.0]
	[-89.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-94.1]
	[-91.1]
	[-90.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	[-98.5]
	[-95.5]
	[-93.5]
	[-90.8]
	
	
	
	
	
	
	
	FDD

	
	30
	
	[-95.6]
	[-93.6]
	[-91.0]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n41
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-84.7
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	-90.6
	-89.6
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	-90.7
	-89.7
	-88.9
	-87.6
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.2
	

	n78
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	n79
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-85.7
	

	NOTE 1: Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4

NOTE 3:
Each Reference sensitivity value shall be + TT when TT becomes available.


Table 7.3.5-2: Uplink configuration for reference sensitivity, LCRB @ RBstart format

TBD 
For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3.5-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3.5.1 for the applicable operating bands.

7.3.3
ΔRIB,c
<Editor’s note: Text to be added >

7.3A

Reference sensitivity for CA

7.3A.1
General
FFS
7.3A.2
Reference sensitivity power level for CA

7.3A.2.1
Intra-band contiguous CA
FFS

7.3A.3
ΔRIB,c for CA

7.3A.3.1
General
FFS

7.3A.3.2
Inter-band CA

FFS

7.3A.3.2.1
ΔRIB,c  for two bands
FFS

7.3A.3.2.2
ΔRIB,c for three bands

FFS
7.3B

Reference sensitivity for DC

7.3C

Reference sensitivity for SUL
7.3C.1
General
FFS
7.3C.2
Reference sensitivity power level
Editor’s Note:

- Initial condition is not complete.

- Message contents is not complete.

- Test tolerance is not complete
- Choice of UL Modulation scheme need to be investigation further 
7.3C.2.1
Test purpose

The test purpose is to verify the ability of the UE to receive data with a given average throughput for a specified reference measurement channel, under SUL operation and conditions of low signal level, ideal propagation and no added noise.

7.3C.2.2 
Test applicability
This test case applies to all types of NR UE release 15 and forward
7.3C.2.3 
Minimum conformance requirements
The normative reference for this requirement is TS 38.101-1 [2] clause 7.3C.2
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.3-1 and Table 7.3.3-2
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.3-2 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2-1.

Table 7.3C.2-1: Supplementary Uplink configuration for reference sensitivity
	Downlink band/ Uplink band /Channel bandwidth / NRB

	Downlink band
	Uplink band
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	n78
	n80
	25
	52
	79
	106

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


For the UE that supports any of the SUL operation given in Table 7.3C.2-2, exceptions to the requirements specified in Table 7.3.3-1are allowed when the uplink is active in a lower frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3C.2-2. For these exceptions, the UE shall meet the requirements specified in Table 7.3C2.-2 and Table 7.3C2.-3.

Table 7.3C.2-2: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n80
	n781,2
	27.1
	23.9 
	22.1 
	20.9 
	
	
	17.9
	
	
	
	

	
	n783
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that [image: image28.wmf]ë
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NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at [image: image32.wmf](
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Table 7.3C.2-3: Supplementary Uplink configuration (exceptions due to harmonic issue)
	UL band
	DL band
	5 MHz (NRB)
	10 MHz (NRB)
	15 MHz (NRB)
	20 MHz (NRB)
	25 MHz (NRB)
	30 MHz (NRB)
	40 MHz (NRB)
	50 MHz (NRB)
	60 MHz (NRB)
	80 MHz (NRB)
	100 MHz (NRB)

	n80
	n78
	12
	26
	39
	531, 1002
	
	
	
	
	
	
	

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


7.3C.2.4 
Test description
7.3C.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table [TBD].  All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 7.3.4.1-1, Table 7.3.4.1-2, and Table 7.3.4.1-3 The details of the uplink reference measurement channels (RMCs) are specified in [Annexe A]. Configurations of PDSCH and PDCCH before measurement are specified in [Annex C].
1.
Connect the SS to the UE antenna connectors as shown in [TBD].

2.
The parameter settings for the cell are set up according to [TBD].

3.
Downlink signals are initially set up according to [TBD], and uplink signals according to [TBD].

4.
The UL Reference Measurement Channel is set according to Table 7.3.4.1-1, Table 7.3.4.1-2, and Table 7.3.4.1-3.
5.
Propagation conditions are set according to [TBD].
6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause <7.3.4.3>.
7.3C.2.4.2
Test procedure
[TBD]

7.3C.2.4.3
Message contents
Message contents are according to TS 38.508-1 subclause [TBD].
7.3C.2.5
Test requirement
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table Table 7.3.2.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3-2 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2-1. 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex [TBD] with parameters specified in Tables 7.3.5-1 and Tables 7.3.5-2.
7.3C.3
ΔRIB,c for SUL

7.3C.3.1
General

FFS
7.3C.3.2
SUL band combination

FFS
7.4
Maximum input level

FFS

7.4A
Maximum input level for CA

FFS

7.5
Adjacent channel selectivity 

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement uncertainty and test tolerances are FFS.

· RMCH for UL and DL: Corresponding with Annex A.3.2 (for downlink) and Annex A.2 (for uplink). Historically these RMCHs were defined in RAN#4 specifications.

· OCNG: Pattern OP.1 for TDD and FDD are specified in the minimum conformance requirement but its definition is missing in TS 38.521-1. Historically OCNG patterns were defined in RAN#4 specifications.

· UL power level configuration is TBD.
· Definition of statistical calculations for Throughput.

7.5.1
Test purpose
Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

7.5.2
Test applicability
This test applies to all types of NR UE release 15 and forward.

7.5.3
Minimum conformance requirements
The UE shall fulfil the minimum requirements specified in Table 7.5.3-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5.3-2. for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5.3-3 and Table 7.5.3-4 for verification of the requirements specified in Table 7.5.3-1 and as in Table 7.5.3-5, and Table 7.5.3-6 for verification of the requirements specified in Table 7.5.3-2. For these test parameters, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes TBD (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex TBD)]. For operating bands with an unpaired DL part (as noted in [Table 5.5-1]), the requirements only apply for carriers assigned in the paired part. 
Table 7.5.3-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	ACS
	dB
	[33]
	[33]
	[30]
	[27]
	[26]

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	ACS
	dB
	[25.5]
	[24]
	[23]
	[22.5]
	[21]

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	ACS
	dB
	[20]
	
	
	
	


Table 7.5.3-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	[33]

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	ACS
	dB
	[33]
	[33]
	[33]
	
	


Table 7.5.3-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB
	REFSENS + [45.5] dB
	REFSENS + [42.5] dB
	REFSENS + [39.5] dB
	REFSENS + [38.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB



	Pinterferer
	dBm
	REFSENS + [38] dB
	REFSENS + [36.5] dB
	REFSENS + [35.5] dB
	REFSENS + [35] dB
	REFSENS + [33.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	
	

	Pinterferer
	dBm
	REFSENS + [32.5] dB
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the NR interferer RMC specified in […]


Table 7.5.3-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-53.5]
	[-50.5]
	[-49.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-49]
	[-47]
	[-46.5]
	[-46]
	[-44.5]

	Pinterferer
	dBm
	-25


	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	[-43.5]
	
	
	
	

	Pinterferer
	dBm
	-25
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5.3-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	10
	15
	20
	40
	50

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	40
/
-40
	50
/
-50

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	
	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	100
/
-100
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5.3-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	Finterferer (offset)
	MHz
	10
/
-10
	20
/
-20
	40
/
-40
	60
/
-60
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-56.5]
	
	

	Pinterferer
	dBm
	-25
	-25
	-25
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	100
/
-100
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]


The normative reference for this requirement is TS 38.101-1 [2] clause 7.5.1.
7.5.4
Test description
7.5.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.5.4.1-1. The details of the uplink reference measurement channels (RMC) are specified in Annexes [TBD]. Configuration of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 7.5.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid and Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:
The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.


1. Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], in Figure [TBD].

2. The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

3. Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

4. The DL and UL Reference Measurement channels are set according to Table 7.5.4.1-1.

5. Propagation conditions are set according to Annex [TBD].

6. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message content are defined in clause 7.5.4.3.

7.5.4.2
Test procedure

1. SS transmits PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to Table 7.5.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 7.5.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

3. Set the Downlink signal level to the value as defined in Table 7.5.5-2 or Table 7.5.5-5 as appropriate (Case 1). Send Uplink power control commands to the UE (less or equal to TBD dB step size should be used), to ensure that the UE output power is within [TBD] dB of the target power level in Table [TBD], for at least the duration of the Throughput measurement.

4. Set the Interferer signal level to the value as defined in Table 7.5.5-2 or Table 7.5.5-5 as appropriate (Case 1) and frequency below the wanted signal, using a modulated interferer bandwidth as defined in Annex [TBD].

5. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex [TBD].

6. Repeat steps from 3 to 5, using an interfering signal above the wanted signal in Case 1 at step 4.

7. Set the Downlink signal level to the value as defined in Table 7.5.5-3 or Table 7.5.5-6 as appropriate (Case 2). Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within [TBD] dB of the target power level in Table [TBD], for at least the duration of the Throughput measurement.

8. Set the Interferer signal level to the value as defined in Table 7.5.5-3 or Table 7.5.5-6 as appropriate (Case 2) and frequency below the wanted signal, using a modulated interferer bandwidth as defined in Annex [TBD].

9. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex [TBD].
10. Repeat steps from 7 to 9, using an interfering signal above the wanted signal in Case 2 at step 8.

11. Repeat for applicable channel bandwidths and operating band combinations in both Case 1 and Case 2.
7.5.4.3
Message contents
Message contents are according to TS 38.508-1 [5] subclause [TBD].
7.5.5
Test requirement
For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, the throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Tables 7.5.5-2 and 7.5.5-3.

Table 7.5.5-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	ACS
	dB
	[33]
	[33]
	[30]
	[27]
	[26]

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	ACS
	dB
	[25.5]
	[24]
	[23]
	[22.5]
	[21]

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	ACS
	dB
	[20]
	
	
	
	


Table 7.5.5-2: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB
	REFSENS + [45.5] dB
	REFSENS + [42.5] dB
	REFSENS + [39.5] dB
	REFSENS + [38.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB



	Pinterferer
	dBm
	REFSENS + [38] dB
	REFSENS + [36.5] dB
	REFSENS + [35.5] dB
	REFSENS + [35] dB
	REFSENS + [33.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	
	

	Pinterferer
	dBm
	REFSENS + [32.5] dB
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the NR interferer RMC specified in […]


Table 7.5.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-53.5]
	[-50.5]
	[-49.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-49]
	[-47]
	[-46.5]
	[-46]
	[-44.5]

	Pinterferer
	dBm
	-25


	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	[-43.5]
	
	
	
	

	Pinterferer
	dBm
	-25
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]


For NR bands with FDL_high < 3300 MHz and FUL_high < 3300 MHz, the throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Tables 7.5.5-5 and 7.5.5-6.

Table 7.5.5-4: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	[33]

	RX parameter
	Units
	Channel bandwidth


	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	ACS
	dB
	[33]
	[33]
	[33]
	
	


Table 7.5.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	10
	15
	20
	40
	50

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	40
/
-40
	50
/
-50

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	REFSENS   + 14 dB
	
	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	100
/
-100
	
	

	NOTE 1:
The transmitter shall be set to 4dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	Finterferer (offset)
	MHz
	10
/
-10
	20
/
-20
	40
/
-40
	60
/
-60
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-56.5]
	
	

	Pinterferer
	dBm
	-25
	-25
	-25
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	100
/
-100
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below […].

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:
The interferer consists of the RMC specified in […]



7.5A
Adjacent channel selectivity for CA

FFS
7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
7.6.1
General

FFS
7.6.2
Inband Blocking

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· 
· 
· 
· 
· Measurement uncertainty and test tolerances are FFS.
· RMCH for UL and DL: Corresponding with Annex A.3.2 (for downlink) and Annex A.2 (for uplink). Historically these RMCHs were defined in RAN#4 specifications.

· OCNG: Pattern OP.1 for TDD and FDD are specified in the minimum conformance requirement but its definition is missing in TS 38.521-1. Historically OCNG patterns were defined in RAN#4 specifications.

· UL power level configuration is TBD.
· Definition of statistical calculations for Throughput.
7.6.2.1
Test purpose
Inband blocking is defined for an unwanted interfering signal falling into the range from 15 MHz below to 15 MHz above the UE receive band , with FDL_high < 2700 MHz and FUL_high < 2700 MHz, or into an immediately adjacent frequency range up 3CBW below or above the UE receive band, with FDL_high < 3300 MHz and FUL_high < 3300 MHz, at which the relative throughput shall meet or exceed the requirement for the specified measurement channel.

7.6.2.2
Test applicability
This test applies to all types of NR UE release 15 and forward.

7.6.2.3
Minimum conformance requirements
For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex [TBD] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL signal as described in Annex [TBD]) with parameters specified in Table 7.6.2.3-1 and Table 7.6.2.3-2. The said relative throughput shall be met for any SCS specified for the channel bandwith of the wanted signal. For operating bands with an unpaired DL part (as noted in Table [TBD]), the requirements only apply for carriers assigned in the paired part.

Table 7.6.2.3-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	
	
	

	
	dB
	16
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below [TBD].

NOTE 2:
The interferer consists of the RMC specified in [TBD] with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex [TBD] and set-up according to Annex [TBD].


Table 7.6.2.3-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	-15

	n1, n2, n3, n5, n7, n8, n20, n28, n38, n41, n50, n51, n66, n70, n71, n74, n75, n76
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
CBW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15

to
FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image45.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1


For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into an immediately adjacent frequency range up 3CBW below or above the UE receive band with CBW is the bandwidth of the wanted signal. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes [TBD] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex [TBD])] with parameters specified in Table 7.6.2.3-3 and Table 7.6.2.3-4. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.

Table 7.6.2.3-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	FIoffset, case 1
	MHz
	15
	30
	60
	90
	120

	FIoffset, case 2
	MHz
	25
	50
	100
	150
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	REFSENS + channel specific value below
	
	

	
	dB
	6
	6
	6
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	FIoffset, case 1
	MHz
	90
	120
	150
	
	

	FIoffset, case 2
	MHz
	150
	200
	250
	
	

	NOTE 1:
The transmitter shall be set to 4dB below [TBD].

NOTE 2:
The interferer consists of the RMC specified in [TBD] with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex [TBD] and set-up according to Annex [TBD].


Table 7.6.2.3-4: In-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
BW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 3CBW
to
FDL_high + 3CBW

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image46.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:
CBW denotes the channel bandwidth of the wanted signal


The normative reference for this requirement is TS 38.101-1 [2] clause 7.6.2.
7.6.2.4
Test description
7.6.2.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table [TBD]. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.6.2.4.1-1. The details of the uplink reference measurement channels (RMC) are specified in Annexes [TBD]. Configuration of PDSCH and PDCCH before measurement are specified in Annex [TBD].

Table 7.6.2.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause [TBD]
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause [TBD]
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest, Mid and Highest

	Test SCS as specified in TS 38.508-1 [5] subclause [TBD]
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:
The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.



7. Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex [TBD], in Figure [TBD].

8. The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause [TBD].

9. Downlink signals are initially set up according to Annex [TBD], and uplink signals according to Annex [TBD].

10. The DL and UL Reference Measurement channels are set according to Table 7.6.2.4.1-1.

11. Propagation conditions are set according to Annex [TBD].

12. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR according to TS 38.508-1 [5] clause 4.5. Message content are defined in clause 7.6.2.4.3.

7.6.2.4.2
Test procedure
1. SS transmits PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to Table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2. SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Table 7.6.2.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

3. Set the parameters of the signal generator for an interfering signal below the wanted signal in Case 1 according to Tables 7.6.2.5-1 and 7.6.2.5-2 or Tables 7.6.2.5-3 and 7.6.2.5-4 as appropriate depending on NR band.

4. Set the downlink signal level according to the table 7.6.2.5-1 or 7.6.2.5-3 as appropriate. Send uplink power control commands to the UE (less or equal to TBD dB step size should be used), to ensure that the UE output power is within TBD dB of the target level in table 7.6.2.5-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz or within TBD dB of the target level in table 7.6.2.5-3 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, for at least the duration of the throughput measurement.

5. Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex [TBD].

6. Repeat steps from 3 to 5, using an interfering signal above the wanted signal in Case 1 at step 3.

7. Repeat steps from 3 to 6, using interfering signals in Case 2 at step 3and 6. The ranges of case 2 are covered in steps equal to the interferer bandwidth.

7.6.2.4.3
Message contents
Message contents are according to TS 38.508-1 [5] subclause [TBD].
7.6.1.5
Test requirement
For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, the throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex [TBD] with parameters specified in Tables 7.6.2.5-1 and 7.6.2.5-2.

Table 7.6.2.5-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	100 MHz
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	
	
	

	
	dB
	16
	
	
	
	

	BWinterferer
	MHz
	5
	
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below [TBD].

NOTE 2:
The interferer consists of the RMC specified in [TBD] in Annex [TBD] with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex [TBD] and set-up according to Annex [TBD].


Table 7.6.2.5-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	-15

	n1, n2, n3, n5, n7, n8, n20, n28, n38, n41, n50, n51, n66, n70, n71, n74, n75, n76
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
CBW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15

to
FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image47.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1


For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, the throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex [TBD] with parameters specified in Tables 7.6.2.5-3 and 7.6.2.5-4.

Table 7.6.2.5-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	FIoffset, case 1
	MHz
	15
	30
	60
	90
	120

	FIoffset, case 2
	MHz
	25
	50
	100
	150
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	100 MHz
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	REFSENS + channel specific value below
	
	

	
	dB
	6
	6
	6
	
	

	BWinterferer
	MHz
	60
	80
	100
	
	

	FIoffset, case 1
	MHz
	90
	120
	150
	
	

	FIoffset, case 2
	MHz
	150
	200
	250
	
	

	NOTE 1:
The transmitter shall be set to 4dB below [TBD].

NOTE 2:
The interferer consists of the RMC specified in [TBD] in Annex [TBD] with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex [TBD] and set-up according to Annex [TBD].


Table 7.6.2.5-4: In-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
BW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 3CBW
to
FDL_high + 3CBW

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image48.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:
CBW denotes the channel bandwidth of the wanted signal
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Out-of-band blocking

FFS
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Narrow band blocking
FFS
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Blocking characteristics for CA
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General

7.6A.2
Inband blocking for CA

7.6A.2.1
Intra-band contiguous CA
FFS

7.6A.3
Out-of-band blocking for CA
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Intra-band contiguous CA
FFS
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Annex A (normative): 
Measurement channels
A.1
General

The throughput values defined in the measurement channels specified in Annex A, are calculated and are valid per datastream (codeword). For multi-stream (more than one codeword) transmissions, the throughput referenced in the minimum requirements is the sum of throughputs of all datastreams (codewords).

The UE category entry in the definition of the reference measurement channel in Annex A is only informative and reveals the UE categories, which can support the corresponding measurement channel. Whether the measurement channel is used for testing a certain UE category or not is specified in the individual minimum requirements.

A.2
UL reference measurement channels

A.2.1
General

The measurement channels in the following subclauses are defined to derive the requirements in clause 6 (Transmitter Characteristics) and clause 7 (Receiver Characteristics). The measurement channels represent example configurations of physical channels for different data rates.

A.2.2
Reference measurement channels for FDD
TBD
A.2.3
Reference measurement channels for TDD
TBD
A.3
DL reference measurement channels

A.3.1
General
TBD
A.3.2
Reference measurement channel for receiver characteristics
TBD
A.4
CSI reference measurement channels
TBD
A.5
OFDMA Channel Noise Generator (OCNG)

A.5.1
OCNG Patterns for FDD
TBD
A.5.2
OCNG Patterns for TDD
TBD
A.6
Connection
The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done.

A.6.1
Measurement of Receiver Characteristics
TBD
Annex B Change history (informative): 
Change history
	Change history

	Date
	Meeting
	TDoc
	CR
	Rev
	Cat
	Subject/Comment
	New version

	2017-08
	RAN5#76
	R5-175705
	
	
	
	Draft skeleton
	0.0.1

	2018-01
	RAN5#1-5G-NR Adhoc
	R5-180068

R5-180069

R5-180070

R5-180071

R5-180072

R5-180073

R5-180075

R5-180076

R5-180077

R5-180078

R5-180079
	
	
	
	Implementation of pCRs to TS 38.521-1 V0.1.0
	0.1.0

	2018-01
	RAN5#78
	R5-181506
R5-181507
R5-181670
R5-181671
R5-181672
R5-181676
R5-181677
R5-181678

R5-181679 R5-181685

R5-181686
R5-181698
R5-181699
R5-181700
	
	
	
	Implementation of pCRs to TS 38.521-1 V0.2.0
	0.2.0

	2018-03
	RAN5#2-5G-NR Adhoc
	R5-181759
	
	
	
	Update TS 38.521-1 to align with new structure of TS 38.101-1 based on endorsed CR R4-1802403
	0.3.0

	2018-4
	RAN5#2-5G-NR Adhoc
	R5-81976
	
	
	
	3GU mismatch
	0.3.1

	2018-4
	RAN5#2-5G-NR Adhoc
	R5-181771

R5-181833

R5-181842

R5-182000

R5-182002

R5-182003

R5-182004

R5-182005

R5-182020

R5-182021

R5-182026
	
	
	
	Implementation of pCRs to TS 38.521-1 V0.4.0
Add clause 4.4 Test point analysis
	0.4.0


_1574177977.unknown

_1574177981.unknown

_1574177983.unknown

_1574177985.unknown

_1574177987.unknown

_1578487797.doc

[image: image1]

Spurious domain











RB







Channel bandwidth







Spurious domain











ΔfOOB











ΔfOOB











NR Band












_1574177986.unknown

_1574177984.unknown

_1574177982.unknown

_1574177979.unknown

_1574177980.unknown

_1574177978.unknown

_1574177643.vsd

_1574177975.unknown

_1574177976.unknown

_1574177974.unknown

_1234567891.unknown

_1234567892.unknown

_1571750248.unknown

_1234567890.unknown

