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<Start of new text>
TCID 12 
Dedicated EPS bearer context activation
TCID12.1
Test Purpose (TP)

(1)

with { UE in EMM-REGISTERED state and a PDN address for an active default EPS bearer was received in an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST }

ensure that {

  when { UE receives an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message, including the Extended QoS IE, linked to the existing default EPS bearer }

    then { UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT }
            }
TCID12.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 6.4.2.3.

[TS 24.301, clause 6.4.2.3]
Upon receipt of the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message, if the UE provided an APN for the establishment of the PDN connection, the UE shall stop timer T3396, if it is running for the APN provided by the UE. If the UE did not provide an APN for the establishment of the PDN connection and the request type was different from "emergency" and from "handover of emergency bearer services", the UE shall stop the timer T3396 associated with no APN if it is running. If the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message was received for an emergency PDN connection, the UE shall not stop the timer T3396 associated with no APN if it is running. For any case, the UE shall then check the received TFT before taking it into use, send an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message and enter the state BEARER CONTEXT ACTIVE. The ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message shall include the EPS bearer identity.

The linked EPS bearer identity included in the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message indicates to the UE to which default bearer, IP address and PDN the dedicated bearer is linked.

If the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message contains a PTI value other than "no procedure transaction identity assigned" and "reserved" (see 3GPP TS 24.007 [12]), the UE uses the PTI to identify the UE requested bearer resource allocation procedure or the UE requested bearer resource modification procedure to which the dedicated bearer context activation is related.
[TS 24.301, clause 8.3.3.11]
This IE shall be included in the message only if the network wishes to transmit the maximum and guaranteed bit rate values to the UE and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3

[TS 24.301, clause 9.9.4.30]
The purpose of the Extended EPS quality of service information element is to indicate for an EPS bearer context the maximum bit rates for uplink and downlink  and the guaranteed bit rates for uplink and downlink, if at least one of the bit rates has a value higher than 10 Gbps.

The Extended EPS quality of service information element is coded as shown in figure 9.9.4.30.1 and table 9.9.4.30.1. For uplink and downlink, if sending entity only has to indicate one bit rate (i.e, with a value higher than 10 Gbps), it shall encode the other bit rate (i.e., with a value smaller or equal to 10 Gbps) as "00000000". The receiving entity shall ignore the bit rate which is included in the extended quality of service information element and has a value smaller or equal to 10 Gbps.
TCID12.3
Test description
TCID12.3.1 
Pre-test conditions
System Simulator:

· E-UTRA Cell x is the PCell and NR Cell y is the PSCell.
· System Information combination [xx] as defined in TS 38.508-1 [4] clause [xx] is used in E-UTRA Cell x and NR Cell x.
UE:

None.

Preamble:

-
The UE is in EMM-REGISTERED, Idle Mode state
TCID12.3.2
Test procedure sequence
Table TCID12.3.2-2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-6
	Steps 1 to 6 of generic procedure defined in clause 4.5.4 in 38.508
	-
	-
	-
	-

	3
	The SS configures a dedicated EPS bearer associated with the default EPS bearer context  by sending ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST including the Extended QoS IE (See Note 1 and Note 2).
	<--
	NAS: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	4
	Check: Does the UE transmit an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified?
	-->
	ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	1
	P

	5
	Check: Does the test result of CALL generic procedure indicate that the UE accepts a modification of the newly activated EPS bearer context (clause 6.4.2.6 in 36.508)?
	-
	- 
	1
	-

	Note 1: 
The ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message is included in a RRCConnectionReconfiguration message including a DRB setup for the same EPS bearer ID.

Note 2:
The RRCConnectionReconfiguration uses the condition for DC bearer MCG and SCG  or MCG and SCG split.



TCID12.3.3
Specific message contents

Table TCID12.3.3-1: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

	Derivation Path: TS 36.508 Table 4.7.3-3

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	6
	
	

	Procedure transaction identity
	'0000 0000'B
	No procedure transaction identity assigned
	

	Linked EPS bearer identity
	5
	
	

	EPS QoS
	According to reference

dedicated EPS bearer

context #2 

Maximum bit rate for downlink is set to  "11110110", i.e. 10 Gbps 
	
	

	Extended EPS QoS
	Maximum bit rate for downlink is set greater than 10 Gbps
Any allowed value for all other IEs
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