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<Start of first modified section>
4.6.4
UE capability information elements

Editor’s Note: Updated based on Draft R2-1803828 Merged CR to 38331.

–
BandCombinationList
Table [4.6.4-1]: BandCombinationList
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
BandCombinationParametersUL-List

Table [4.6.4-2]: BandCombinationParametersUL-List

	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationParametersUL-List::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
BasebandCombinationParametersUL-List

Table [4.6.4-3]: BasebandCombinationParametersUL-List
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BasebandCombinationParametersUL-List::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
BasebandProcessingCombinationMRDC

Table [4.6.4-4]: BasebandProcessingCombinationMRDC
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BasebandProcessingCombinationMRDC::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CA-BandwidthClassNR

Table [4.6.4-5]: CA-BandwidthClassNR
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassNR
	FFS
	
	


–
CA-BandwidthClassEUTRA

Table [4.6.4-6]: CA-BandwidthClassEUTRA
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassEUTRA
	FFS
	
	


–
FreqBandIndicatorEUTRA

Table [4.6.4-7]: FreqBandIndicatorEUTRA
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorEUTRA
	FFS
	
	


–
FreqBandList

Table [4.6.4-8]: FreqBandList
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandList::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
FreqSeparationClass

Table [4.6.4-9]: FreqSeparationClass
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqSeparationClass
	FFS
	
	


–
MIMO-Layers
Table [4.6.4-10]: MIMO-Layers
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MIMO-LayersDL
	FFS
	
	

	MIMO-LayersUL
	FFS
	
	


–
ModulationOrder
Table [4.6.4-11]: ModulationOrder
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	ModulationOrder
	FFS
	
	


–
RAT-Type
Table [4.6.4-12]: RAT-Type

–
SupportedBasebandProcessingCombination

Table [4.6.4-13]: SupportedBasebandProcessingCombination
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SupportedBasebandProcessingCombination::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
UE-CapabilityRAT-ContainerList

Table [4.6.4-14]: UE-CapabilityRAT-ContainerList
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-ContainerList::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
UE-MRDC-Capability
Table [4.6.4-15]: UE-MRDC-Capability
	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-MRDC-Capability::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
UE-NR-Capability
Table [4.6.4-16]: UE-NR-Capability

	Derivation Path: 38.331 clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


<End of modified section>
