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8.2.2.2.8
Simultaneous MCG and SCG Reconfiguration / Simultaneous SRB3 and Split SRB
8.2.2.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_IDLE state with a dedicated EPS bearer context established enters E-UTRA RRC_CONNECTED mode}

ensure that {

  when { UE receives an RRCConnectionReconfiguration message containing an RRCReconfiguration message to set up a split DRB}

    then { UE reconfigures the DRB and sends RRCConnectionReconfigurationComplete message containing an RRCReconfigurationComplete message}

            }

8.2.2.2.8.2
Conformance requirements

References: The conformance requirements covered in the present test case are specified in: TS 36.331, clause 5.3.5.3, TS 38.331, clauses 5.3.5.3, 5.3.5.5.1, 5.3.5.5.4 and 5.3.5.5.9.
[TS 36.331, 5.3.5.3]
1>
if the received RRCConnectionReconfiguration includes the nr-Config and it is set to release: or
1>
if the received RRCConnectionReconfiguration includes endc-ReleaseAndAdd:

2>
perform ENDC release as specified in TS38.331 [82, 5.3.5.x];

...
1>
if the received RRCConnectionReconfiguration includes the nr-SecondaryCellGroupConfig:

2>
perform NR RRC Reconfiguration as specified in TS 38.331 [82, 5.3.5.3];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig1:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

1>
if the received RRCConnectionReconfiguration includes the nr-RadioBearerConfig2:

2>
perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];

...
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the received RRCConnectionReconfiguration message included nr-SecondaryCellGroupConfig:

3>
include scg-ConfigResponseNR in accordance with TS 38.331 [82, 5.3.5.3];
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;
[TS 38.331, 5.3.5.3]
The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

...
1>  if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA):

2> if RRCReconfiguration was received via SRB1:

3> construct RRCReconfigurationComplete message and submit it via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10];

 [TS 38.331, 5.3.5.5.1]

The UE performs the following actions based on a received CellGroupConfig IE:

...
1>
if the CellGroupConfig contains the rlc-BearerToAddModList:

2>
perform the RLC bearer addition/modification as specified in 5.3.5.5.4;

1>
if the CellGroupConfig contains the mac-CellGroupConfig:

2>
configure the MAC entity of this cell group as specified in 5.3.5.5.5;

...
1>
if the CellGroupConfig contains the sCellToAddModList:

2> perform SCell addition/modification as specified in 5.3.5.5.9.

 [TS 38.331, 5.3.5.5.4]

For each RLC-Bearer-Config received in the rlc-BearerToAddModList IE the UE shall:
1>
if the UE’s current configuration contains a RLC bearer with the received logicalChannelIdentity:

...
2>
reconfigure the RLC entity or entities in accordance with the received rlc-Config;

 [TS 38.331, 5.3.5.5.9]

The UE shall:
1>
for each sCellIndex value included in the sCellToAddModList that is not part of the current UE configuration (SCell addition):

2>
add the SCell, corresponding to the sCellIndex, in accordance with the sCellConfigCommon and sCellConfigDedicated;

2>
configure lower layers to consider the SCell to be in deactivated state;

...
1>
for each sCellIndex value included in the sCellToAddModList that is part of the current UE configuration (SCell modification):

2>
modify the SCell configuration in accordance with the sCellConfigDedicated.
8.2.2.2.8.3
Test description

8.2.2.2.8.3.1
Pre-test conditions

System Simulator:

-
E-UTRA Cell x is the PCell and NR Cell y is the PSCell.
-
System Information combination [xx] as defined in TS 38.508-1 [4] clause [xx] is used in E-UTRA Cell x.

UE:

-
None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to TS 36.508 [6].
8.2.2.2.8.3.2
Test procedure sequence

Table 8.2.2.2.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS releases the RRC connection
	-
	-
	-
	-

	2-7
	Steps 1-6 of the generic procedure for E-UTRA RRC_CONNECTED specified in TS 38.508-1 table 4.5.4.2-1 on E-UTRA Cell x.
	
	
	
	

	8
	SS transmits RRCConnectionReconfiguration message containing NR RRCReconfiguration message to configure Split DRB over SRB1.
	<--
	RRCConnectionReconfiguration
(RRCReconfiguration)
	-
	-

	9
	Check: Does the UE transmits an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete message on SRB1?
	-->
	RRCConnectionReconfigurationComplete
(RRCReconfigurationComplete)
	1
	P

	10
	The SS releases the RRC connection.
	-
	-
	-
	-


8.2.2.2.8.3.3
Specific message contents

Table 8.2.2.2.8.3.3-1: RRCConnectionReconfiguration (Step 8, Table 8.2.2.2.8.3.2-1)

	Derivation Path: 38.508-1 table [4.6.1-8] with condition EN_DC, DRB and MCG_and_split


