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<Start of new Text>
8.2.3.9 Measurement configuration control and reporting / SS/PBCH block based beam measurements of Intra-Frequency NR Neighbour PSCell
8.2.3.9.1 
Test Purpose (TP)
(1)

with { UE in RRC_CONNECTED state in EN-DC mode and measurement configured for SS/PBCH measurement reporting of intra frequency on specified frequency }

ensure that {
  when { SS/PBCH block sorting quantity is above absThreshSS-BlocksConsolidation for each beam of NR Neighbour Cell}

    then { UE sends MeasurementReport message containing rsIndexResults with resultsSSB-Indexes  }

}

(2)

with { UE in RRC_CONNECTED state in EN-DC mode and measurement configured for SS/PBCH measurement reporting of intra frequency on specified frequency }

ensure that {
  when { SS/PBCH block sorting quantity is below absThreshSS-BlocksConsolidation for one beam of NR Neighbour Cell and another beam(s) is above absThreshSS-BlocksConsolidation }

    then { UE sends MeasurementReport message containing rsIndexResults with resultsSSB-Indexes includes RsIndex above absThreshSS-BlocksConsolidation and excludes RsIndex below absThreshSS-BlocksConsolidation }

}

8.2.3.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331:5.5.5.1. Unless otherwise stated these are Rel-15 requirements.
[TS 36.331, clause 5.5.5.1]

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingFreqList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;

1>
set the measResultServingCell within measResultServingFreqList to include for each NR serving cell that is configured, if any, the servFreqId;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

2>
for each configured serving cell, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:

3>
set the measResultBestNeighCell within measResultServingFreqList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell on the concerned serving frequency with the highest measured RSRP if RSRP measurement results are available for cells on this frequency, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells on this frequency, otherwise with the highest measured SINR;

3>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
for each best non-serving cell included in the measurement report:

5>include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the reportType is set to eventTriggered:

4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

4>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the reportType is set to eventTriggered:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns NR:

6>
if rsType in the associated reportConfig is set to ssb:

7> set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

6>
else if rsType in the associated reportConfig is set to csi-rs:

7> set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8> if reportQuantityRsIndexes and maxNrofRSIndexesToReport are, include beam measurement information as described in 5.5.5.2;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the reportType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;

1> if the UE is configured with EN-DC:

2>
if SRB3 is configured:

3> submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;

2>else:

3> submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].

1>
else:

2>submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
 [TS 38.331, clause 5.5.5.2]

For beam measurement information to be included in a measurement report the UE shall:

1>
if reportType is set to eventTriggered:

2>
consider the trigger quantity as the sorting quantity;

1>
if reportType is set to periodical:

2> if a single reporting quantity is set to TRUE in reportQuantityRsIndexes;

3> consider the configured single quantity as the sorting quantity;

2> else:

3> if rsrp is set to TRUE; 

4> consider RSRP as the sorting quantity;

3> else:

4> consider RSRQ as the sorting quantity;

1>
set rsIndexResults to include up to maxNrofRsIndexesToReportSS/PBCH block indexes or CSI-RS indexes in order of decreasing sorting quantity as follows:

2>
if the measurement information to be included is based on SS/PBCH block:

3>
include within resultsSSB-Indexes the index associated to the best beam for that SS/PBCH block sorting 
quantity and the remaining beams whose sorting quantity is above absThreshSS-BlocksConsolidation defined in the VarMeasConfig for the corresponding measObject;

3>
if includeBeamMeasurements is configured, include the SS/PBCH based measurement results for the quantities in reportQuantityRsIndexes set to TRUE for each SS/PBCH blockindex;2>
else if the beam measurement information to be included is based on CSI-RS:

3>
include within resultsCSI-RS-Indexes the index associated to the best beam for that CSI-RS sorting quantity and the remaining beams whose sorting quantity is above absThreshCSI-RS-Consolidation defined in the VarMeasConfig for the corresponding measObject;

3>
if includeBeamMeasurementsis configured, include the CSI-RS based measurement results for the quantities in reportQuantityRsIndexes set to TRUE for each CSI-RS index.

8.2.3.9.3
Test description

8.2.3.9.3.1
Pre-test conditions

System Simulator:

-
EUTRA Cell 1 is the PCell and NR Cell 1 is the PS Cell and NR Cell 2 is the intra-frequency neighbour Cell of NR Cell 1. NR Cell2 has two beams with index#0 and index#1. 
UE:

-
None

Preamble: 

-
The UE is in state RRC_CONNECTED in EN-DC according to [4].

8.2.3.9.3.2
Test procedure sequence

Table 8.2.3.9.3.2-1 illustrates the downlink power levels to be applied for NR Cell X and NR Cell Y at various time instants of the test execution. Row marked "T0" denotes the conditions after the preamble, while rows marked "T1" and "T2" are to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.2.3.9.3.2-1: Power levels

	
	Parameter
	Unit
	EUTRA Cell 1
	NR Cell 1
	NR Cell 2 

Beam Index#0
	NR Cell 2 
Beam Index#1
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	[FFS]
	[FFS]
	[FFS]
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	[FFS]
	[FFS]
	[FFS]
	Power level is such that SS/PBCH quality of NR Cell 2, BeamIndex#0 and BeamIndex#1 is above absThreshSS-BlocksConsolidation

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	[FFS]
	[FFS]
	[FFS]
	Power level is such that SS/PBCH quality of NR Cell 2 is BeamIndex#0 is above absThreshSS-BlocksConsolidation and BeamIndex#1 is below absThreshSS-BlocksConsolidation


Table 8.2.3.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration  including measConfig to setup SS/PBCH block based intra frequency NR measurement for PSCell (NR Cell 1) and reporting for event A3.
	<--
	RRCConnectionReconfiguration(RRCReconfiguration)

	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message containing NR RRCReconfigurationComplete?
	-->
	RRCConnectionReconfigurationComplete(RRCReconfigurationComplete)
	-
	-

	3
	SS re-adjusts the cell-specific reference signal level according to row "T1" in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	4
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured [Results] for NR Cell 2 with beam information containing RsIndex[0] and RsIndex[1]?
	-->
	ULInformationTransferMRDC(MeasurementReport)
	1
	P

	5
	SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.2.9.3.2-1.
	-
	-
	-
	-

	6
	Check: Does the UE transmit a MeasurementReport message to report event A3 with the measured [Results] for NR Cell 2 with beam information containing RsIndex[0] and excludes RsIndex[1]?
	-->
	ULInformationTransferMRDC(MeasurementReport)
	2
	P


8.2.3.9.3.3
Specific message contents

Table 8.2.3.9.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.3.9.3.2-2)

[None]
<End of new Text>
