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	Reason for change:
	Chapter for signal levels is missing.



	
	

	Summary of change:
	For conducted testing, 
E-UTRA cell :  Power levels follows the 4.3.4.1.1 of TS 36.508. 
FR1 NR cell, kept as TBD.

For OTA testing, 
E-UTRA cell : LTE downlink power level is specified based on non-calibrated link , RSRP feedback is used for configuring the DL power.
FR2 NR cell : kept as TBD.

	
	

	Consequences if not approved:
	Signal level stays not defined.
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	Other comments:
	R1 : 
· Revision mark for chapter heading “4.3.4
Signal levels” is removed as it is already included in 36.508-1 v0.3.0.
· Information for related discussion paper is added in the cover sheet.

Relating dicussion paper : R5-181862


<Start of first modified section>
4.3.4
Signal levels
4.3.4.1
Signal levels for conducted testing
4.3.4.1.1
Downlink signal levels
Editor’s note : Downlink default signal levels for FR1 NR cell is TBD.
For E-UTRA cell in EN-DC with FR1 NR, the downlink power setting specified in 4.3.4.1.1 of TS 36.508[x] are used unless otherwise specified specified in a test case.
For FR1 NR cell, the downlink power settings in table 4.3.4.1.1.1-1 are used unless otherwise specified in a test case.
Table 4.3.4.1.1-1: Default Downlink power levels for FR1 NR cell
TBD
4.3.4.2
Signal levels for OTA testing
4.3.4.2.1
Downlink signal levels
Editor’s note : Downlink default signal levels for E-UTRA cell is based on the non-calibrated link and with the 10MHz or 5MHz bandwidth. Whether this principle can be applied for RRM, Demodulation and Signalling test cases is FFS.
For E-UTRA cell in EN-DC with FR2 NR, the downlink power settings in table 4.3.4.2.1-1are used unless otherwise specified in a test case.
Table 4.3.4.2.1-1: Default Downlink power levels for E-UTRA cell in EN-DC with FR2 NR
	
	Unit
	Channel bandwidth

	
	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	RS EPRE
	dBm/15kHz
	N/A
	N/A
	-114.5 to - 78.2
	N/A
	N/A

	Note 1:
The power level is specified at RSRP reference point as defined in TS 36.214 [x]


For FR2 NR cell, the downlink power settings in table 4.3.4.2.1-2 are used unless otherwise specified in a test case.
Table 4.3.4.2.1-2: Default Downlink power levels for FR2 NR in EN-DC with FR2 NR
TBD
<End of modified section>
