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1.
Introduction
The purpose of this paper is to discuss the sub areas in Idle Mode WP and addition of RRC_Inactive state to applicable test cases.
2.
Discussion
The 5GS Idle Mode WP currently only considers Option 2  (Option 4,7, 5 are not yet considered while designing test purposes). For IRAT TC, UE will be in single registration mode with N26 interworking with EPC supported. Below are the sub-areas in the WP -
· NG-RAN Only PLMN Selection

· NG-RAN Only Cell Selection/Cell Reselection

· Inter-RAT PLMN Selection (E-UTRAN , NG-RAN)

· Inter-RAT Cell Selection

· Inter-RAT Cell Reselection

· Steering of Roaming

RRC_INACTIVE is not yet considered, however this state in Idle Mode WP is applicable for PLMN selection, Cell Selection and Cell Reselection procedures as per TS 38.304.

3.
Proposal
Proposal #1 – Include the RRC_INACTIVE state as separate test cases for applicable procedures in  PLMN selection, Cell Selection and Cell Reselection sub areas as per Table 4.2.1 [1]
Proposal #2 - TS 38.304 has been renamed to -"User Equipment (UE) procedures in Idle mode and RRC Inactive state" and hence we need to update the name of the WP in 5GS WI accordingly.
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