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<Start>

4.6.2
System information blocks

–
SIB3


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	


SIB3 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
Table 4.6.2-2: SIB3
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	Not present
	Not required unless Qoffset configuration is tested. When Qoffset configuration is tested, see clause 6.3 table FFS (The defination of Intra-frequency neighbouring cell list in SIB3 for NR cells is FFS).
	

	  intraFreqBlackCellList SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {}
	Not present
	Not required unless Blacklisted cell list configuration is tested. When Blacklisted cell list configuration is tested, see clause 6.3 table FFS (The defination of Intra-frequency neighbouring cell list in SIB3 for NR cells is FFS).
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


<End>
