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< Unchanged sections omitted >

4.2
Test point analysis for FR2

This clause contains information on test point analysis and test point selection for test cases in [3] clause 6 and 7 with information about transmitting test point selection for FR2 listed in table 4.2-1 and receiver test point selection in table 4.2-2.
Table 4.2-1: NR UE transmitter test point selection for FR2
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.4.1 Frequency error
	1
	“38.521-2_TPanalysis_6.4.1_FreqErr.zip”
	RAN5#80

	6.4.2.4 EVM equalizer spectrum flatness
	18
	“38.521-2_TPanalysis_6.4.2.4_6.4.2.5_EVMequalizerSpectrumFlatness.zip”
	RAN5#3-5G-NR Adhoc

	6.4.2.5 EVM spectral flatness for pi/2 BPSK modulation with spectrum shaping
	9
	“38.521-2_TPanalysis_6.4.2.4_6.4.2.5_EVMequalizerSpectrumFlatness.zip”
	RAN5#3-5G-NR Adhoc

	6.5.1 Occupied Bandwidth
	12
	“38.521-2_TPanalysis_6.5.1_OccBW.zip”
	RAN5#2-5G-NR Adhoc

	6.5.2.1 Spectrum Emission Mask
	90
	“38.521-2_TPanalysis_6.5.2.1_SEM.zip”
	RAN5#2-5G-NR Adhoc

RAN5#79
RAN5#80

	6.5.2.3 Adjacent Channel Leakage Ratio
	TBD
	“38.521-2_TPanalysis_6.5.2.3_ACLR.zip”
	RAN5#2-5G-NR Adhoc

	6.5.3 Spurious emissions
	2
	“38.521-2_TPanalysis_6.5.3_TxSpurious.zip”
	RAN5#80


Table 4.2-2: NR UE receiver test point selection for FR2
	Subclause
	Number of test points
	Justification in attachment
	Comments

	7.3 Reference sensitivity
	9
	“38.521-2_TPanalysis_7.3_RefSense.zip”
	RAN5#80

	7.5 Adjacent channel selectivity
	3
	“38.521-2_TPanalysis_7.5 ACS.zip”


	RAN5#2-5G-NR Adhoc

	7.6.2 In Band Blocking
	3
	“38.521-2_TPanalysis_7.6.2 InB_Block.zip”


	RAN5#2-5G-NR Adhoc


< End of changes >

The following zipfile is added to TR 38.905.
· “38.521-2_TPanalysis_6.4.2.4_6.4.2.5_EVMequalizerSpectrumFlatness.zip” 

