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1. Introduction
The document proposes the way forward how to write TS 38.522 condition for different standard of test cases.
2. Discussion
As shown in below Figures from TS 38.522 Clause 4.1.1, 4.1.2 and 4.1.3, the same code has been used for different type of test standards which leads to the lack of uniqueness in TS 38.522. It might cause confusion to the users who use this specification. 
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Figure 1: The codes of Clause 4.1.1 in TS 38.522 for FR1 SA test cases
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Figure 2: The codes of Clause 4.1.2 in TS 38.522 for FR2 SA test cases
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Figure 3: The codes of Clause 4.1.3 in TS 38.522 for all type of NR interworking test cases
Observation 1: The uniqueness of the codes in TS 38.522 needs to be improved.
If some prefixes could be added to the codes according to the specs they refer to, if will help to improve the uniqueness of the codes in TS 38.522. 
Take the rules as below (See Table 1).

Table 1: The rules of how to add the prefixes to the codes in TS 38.522

	Specification
	Original Code
	Proposed Codes

	TS 38.521-1
	Cxx; Dxx; Exx
	FR1_Cxx; FR1_Dxx; FR1_Exx; …

	TS 38.521-2
	Cxx; Dxx; Exx
	FR2_Cxx; FR2_Dxx; FR2_Exx; …

	TS 38.521-3
	Cxx; Dxx; Exx
	Cxx; Dxx; Exx; …

	TS 38.521-4
	Cxx; Dxx; Exx
	Perf_Cxx; Perf_Dxx; Perf_Exx; …

	TS 38.533
	Cxx; Dxx; Exx
	RRM_Cxx; RRM_Dxx; RRM_Exx; …


Take the examples as below (See Figure 4 and Figure 5).
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Figure 4: The updated codes of Clause 4.1.1 in TS 38.522 for FR1 SA test cases
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Figure 5: The updated codes of Clause 4.1.2 in TS 38.522 for FR2 SA test cases
Proposal 1: According to the rules described in Table 1, some prefixes should be added to the codes to have the unique code # in TS 38.522. 

Conclusions

Observation 1: The uniqueness of the codes in TS 38.522 needs to be improved.
Proposal 1: According to the rules described in Table 1, some prefixes should be added to the codes to have the unique code # in TS 38.522. 
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