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	Source to WG:
	Ericsson
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	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-10
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Rel-11
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Rel-12
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Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	1. 
Test frequencies for FR2 band n261 need to be moved from FR1 clause 4.3.1.1.1 to FR2 clause 4.3.1.1.2.

2. 
Band n261 is a TDD band. The table format shows FDD format.


3. 
SSB configuration missing for SCS carrier = 60kHz

4. 
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exceeds maximum value (11 for SCS ssb >=120kHz).
5. 
General pinciple for selecting downlink test frequencies is to select the closest value to the wanted values for Low, Mid and High ranges taking the band’s frequency range and carrier’s channel bandwidth into account.

FMidRange = Round((FLow + (FHigh - FLow )/2) / ΔFRaster) * ΔFRaster

Current test frequency for mid range is not closest to the wanted value.

	
	

	Summary of change:
	1. 
Test frequencies for band n261 moved from clause 4.3.1.1.1.261 to clause 4.3.1.2.1.5

2. 
Changed table format to TDD format (same test frequency for downlink and uplink).

3. 
Table 4.3.1.2.1.5-1: Added SSB configuration.

4. 
SSB configuration chosen to take maximum 
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into account.
5. 
Table 4.3.1.2.1.5-1 and Table 4.3.1.2.1.5-2: Updated test frequencies for mid range to the closest value to the wanted value with a SSB configuration on the synchronisation raster.

	
	

	Consequences if not approved:
	1. 
Incorrect clause number for FR2 band n261 remains.

2.  
Incorrect table format remains.

3. 
No SSB configuration specified for the case SCS carrier = 60kHz.

4. 
Invalid 
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values remain.
5. 
Principle to select closest carrier frequency to the wanted carrier frequency not fulfilled.

	
	

	Clauses affected:
	4.3.1.1.1.261 (removed), 4.3.1.2.1.5 (new)
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4.3.1.1.2
Intra-band CA in FR1

4.3.1.1.3
Inter-band CA in FR1

4.3.1.1.4
Operating bands for DC in FR1

4.3.1.1.5
Operating band combination for SUL in FR1

4.3.1.2
Test frequencies for NR operating bands in FR2

4.3.1.2.1
Operating bands in FR2

Table 4.3.1.2.1-1: NR operating band n257

	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	
	
	
	

	
	FFS
	
	
	
	

	Mid Range
	FFS
	
	
	
	

	High Range
	FFS
	
	
	
	

	
	FFS
	
	
	
	


Table 4.3.1.2.1-2: NR operating band n258

	Range
	Bandwidth

[MHz]
	FFS
	Frequency of Uplink [MHz]
	FFS
	Frequency of Downlink [MHz]

	Low Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	

	Mid Range
	FFS
	 
	 
	 
	 

	High Range
	FFS
	 
	 
	 
	 

	
	FFS
	
	
	
	


<Clause 4.3.1.2.1.1 - 4.3.1.2.1.4 added by another CR >

4.3.1.2.1.5
Reference test frequencies for NR operating band n261

Table 4.3.1.2.1.5-1: Test frequencies for NR operating band n261 and SCS 60 kHz

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset 

[RBs]

Note 1
	CORESET#0 Index

Note 1

	50
	66
	Downlink
	Low
	27536.22
	2071436
	27512.46
	2071040
	0
	120
	22446
	2071387
	11
	8
	1

	
	
	&
	Mid
	27922.8
	2077879
	27826.32
	2076271
	101
	
	22468
	2077723
	0
	0
	0

	
	
	Uplink
	High
	28320.24
	2084503
	26713.92
	2057731
	2198
	
	22491
	2084347
	0
	0
	0

	100
	132
	Downlink
	Low
	27559.98
	2071832
	27512.46
	2071040
	0
	120
	22446
	2071387
	11
	8
	1

	
	
	&
	Mid
	27923.52
	2077891
	27803.28
	2075887
	101
	
	22467
	2077435
	0
	8
	1

	
	
	Uplink
	High
	28292.16
	2084035
	26662.08
	2056867
	2198
	
	22488
	2083483
	0
	0
	0

	200
	264
	Downlink
	Low
	27607.5
	2072624
	27512.46
	2071040
	0
	120
	22446
	2071387
	11
	8
	1

	
	
	&
	Mid
	27924.96
	2077915
	27757.2
	2075119
	101
	
	22464
	2076571
	0
	0
	0

	
	
	Uplink
	High
	28247.52
	2083291
	26569.92
	2055331
	2198
	
	22483
	2082043
	0
	8
	1

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-7 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB


Table 4.3.1.2.1.5-2: Test frequencies for NR operating band n261 and SCS 120kHz

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset 

[RBs]

Note 1
	CORESET#0 Index

Note 1

	50
	32
	Downlink
	Low
	27534.84
	2071413
	27511.8
	2071029
	0
	120
	22446
	2071387
	11
	4
	1

	
	
	&
	Mid
	27922.08
	2077867
	27753.6
	2075059
	101
	
	22468
	2077723
	0
	0
	0

	
	
	Uplink
	High
	28319.52
	2084491
	25131.36
	2031355
	2198
	
	22491
	2084347
	0
	0
	0

	100
	66
	Downlink
	Low
	27559.32
	2071821
	27511.8
	2071029
	0
	120
	22446
	2071387
	11
	4
	1

	
	
	&
	Mid
	27923.52
	2077891
	27730.56
	2074675
	101
	
	22467
	2077435
	0
	4
	1

	
	
	Uplink
	High
	28292.16
	2084035
	25079.52
	2030491
	2198
	
	22488
	2083483
	0
	0
	0

	200
	132
	Downlink
	Low
	27606.84
	2072613
	27511.8
	2071029
	0
	120
	22446
	2071387
	11
	4
	1

	
	
	&
	Mid
	27924.96
	2077915
	27684.48
	2073907
	101
	
	22464
	2076571
	0
	0
	0

	
	
	Uplink
	High
	28247.52
	2083291
	24987.36
	2028955
	2198
	
	22483
	2082043
	0
	4
	1

	400
	264
	Downlink
	Low
	27701.88
	2074197
	27511.8
	2071029
	0
	120
	22446
	2071387
	11
	4
	1

	
	
	&
	Mid
	27926.52
	2077941
	27591
	2072349
	101
	
	22459
	2075131
	11
	4
	1

	
	
	Uplink
	High
	28140.96
	2081515
	24785.76
	2025595
	2198
	
	22471
	2078587
	0
	0
	0

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-8 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB
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