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4.7.2
Contents of 5GSM messages
<<< TEXT SKIPPED >>>

–
PDU session authentication command
Table 4.7.2-4: PDU SESSION AUTHENTICATION COMMAND
	Derivation Path: 24.501 clause 8.3.4

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GSM
	
	

	PDU session ID
	FFS
	
	

	PTI
	FFS
	
	

	PDU SESSION AUTHENTICATION COMMAND message identity
	‘1100 0101’B
	
	

	EAP message
	FFS
	
	

	Extended protocol configuration options
	Not Present
	
	


	Condition
	Explanation 

	
	

	
	


–
PDU session authentication complete
Table 4.7.2-5: PDU SESSION AUTHENTICATION COMPLETE
	Derivation Path: 24.501 clause 8.3.5

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GSM
	
	

	PDU session ID
	FFS
	
	

	PTI
	FFS
	
	

	PDU SESSION AUTHENTICATION COMPLETE message identity
	‘1100 0110’B
	
	

	EAP message
	Not Checked
	
	

	Extended protocol configuration options
	Not Checked
	
	


	Condition
	Explanation 

	
	

	
	


–
PDU session authentication result
Table 4.7.2-6: PDU SESSION AUTHENTICATION RESULT
	Derivation Path: 24.501 clause 8.3.6

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	5GSM
	
	

	PDU session ID
	FFS
	
	

	PTI
	FFS
	
	

	PDU SESSION AUTHENTICATION RESULT message identity
	‘1100 0111’B
	
	

	EAP message
	Not Present
	
	

	Extended protocol configuration options
	Not Present
	
	


	Condition
	Explanation 

	
	

	
	


