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	Reason for change:
	Latest 38.331 v15.30 and R2 CR (R2-1813437) to 38.306 adds a IE to indicate UE support for various channel BW per SCS and Frequency range.
38.331 v 15.3.0

RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START
 
RF-Parameters ::=                   SEQUENCE {
    supportedBandListNR                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter           FreqBandList                                OPTIONAL,
    ...
}
 
BandNR ::=                          SEQUENCE {
    
    channelBWs-DL-v1530                 CHOICE {

        fr1                                 SEQUENCE {

            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL

        },

        fr2                                 SEQUENCE {

            scs-60kHz                           BIT STRING (SIZE (3))               OPTIONAL,

            scs-120kHz                          BIT STRING (SIZE (3))               OPTIONAL

        }

    }                                                                               OPTIONAL,

    channelBWs-UL-v1530                 CHOICE {

        fr1                                 SEQUENCE {

            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL

38.306 CR R2-1813437
channelBWs-DL
Indicates for each subcarrier spacing whether the UE supports channel bandwidths lower than the maximum channel bandwidth as defined in TS 38.101-1 [2] and TS 38.101-2 [3]. If this parameter is not included, the UE supports all channel bandwidths.

For FR1, the bits starting from the leading / leftmost bit indicate 5, 10, 15, 20, 25, 30, 40, 50, 60 and 80MHz. For FR2, the bits starting from the leading / leftmost bit indicate 50, 100 and 200MHz.

channelBWs-UL
Indicates for each subcarrier spacing whether the UE supports channel bandwidths lower than the maximum channel bandwidth as defined in TS 38.101-1 [2] and TS 38.101-2 [3]. If this parameter is not included, the UE supports all channel bandwidths.

For FR1, the bits starting from the leading / leftmost bit indicate 5, 10, 15, 20, 25, 30, 40, 50, 60 and 80MHz.

For FR2, the bits starting from the leading / leftmost bit indicate 50, 100 and 200MHz.

supportedBandwidthDL

Indicates maximum DL channel bandwidth supported for a given SCS that UE supports within a single CC, which is defined in Table 5.3.5-1 in TS38.101-1 [2] for FR1 and Table 5.3.5-1 in TS38.101-2 [3] for FR2. For FR1, all the bandwidths listed in TS38.101-1 v15.0.0 Table 5.3.5-1 for each band shall be mandatory with a single CC. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a signle band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwith for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].
supportedBandwidthUL

Indicates maximum UL channel bandwidth supported for a given SCS that UE supports within a single CC, which is defined in Table 5.3.5-1 in TS38.101-1 [2] for FR1 and Table 5.3.5-1 in TS38.101-2 [3] for FR2. For FR1, all the bandwidths listed in TS38.101-1 v15.0.0 Table 5.3.5-1 for each band shall be mandatory with a single CC. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a signle band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwith for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

	
	

	Summary of change:
	Added a note to clarify the mid channel BW definition  

	
	

	Consequences if not approved:
	UE cannot be tested for mid channel bandwidth.
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	Other comments:
	


4.3
Reference test conditions

4.3.1
Test frequencies

4.3.1.0
General

The test frequencies are based on operating bands defined in TS 38.101-1 [7], TS 38.101-2 [8] and TS 38.101-3 [9].

4.3.1.0A
Mid test channel bandwidth

The Mid test channel bandwidth definition for RF is given in Table 4.3.1-1 and Table 4.3.1-2 for FR1 and FR2 respectively.

Table 4.3.1-1: Mid Test Channel bandwidths for each NR band, FR1

	NR band / UE Mid Test Channel bandwidth

	NR Band
	Mid [MHz]

	n1
	15

	n2
	15

	n3
	15

	n5
	15

	n7
	15

	n8
	15

	n12
	10

	n20
	15

	n25
	15

	n28
	15

	n34
	10

	n38
	15

	n39
	20

	n40
	30

	n41
	50

	n51
	5

	n66
	20

	n70
	15

	n71
	10

	n75
	15

	n76
	5

	n77
	50

	n78
	50

	n79
	60

	n80
	20

	n81
	15

	n82
	15

	n83
	15

	n84
	15

	n86
	20

	Note 1:
If Mid channel bandwidth is not supported by the UE in UL and/or DL, select the closest channel BW supported by the UE in both UL and DL.


Table 4.3.1-2: Mid Test Channel bandwidths for each NR band, FR2

	NR band / UE Mid Test Channel bandwidth

	NR Band
	Mid [MHz]

	n257
	[200]

	n258
	[200]

	n260
	[200]

	NOTE 1:
If Mid channel bandwidth is not supported by the UE in UL and/or DL, select the closest channel BW supported by the UE in both UL and DL.


<End changes>

