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4.6.4
UE capability information elements

<Start of first modified section>
–
FeatureSetDownlinkPerCC
Table 4.6.4-7g: FeatureSetDownlinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingDL
	[Not checked]
	
	

	  supportedBandwidthDL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	[Not checked]
	
	

	  maxNumberMIMO-LayersPDSCH
	MIMO-LayersDL
	
	

	  supportedModulationOrderDL
	ModulationOrder
	
	

	}
	
	
	


<End of first modified section>
<Start of second modified section>
–
FeatureSetUplinkPerCC
Table 4.6.4-7l: FeatureSetUplinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingUL
	[Not checked]
	
	

	  supportedBandwidthUL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	[Not checked]
	
	

	  mimo-CB-PUSCH  SEQUENCE {
	
	
	

	    maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	    maxNumberSRS-ResourcePerSet
	[Not checked]
	
	

	  }
	
	
	

	  maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	  supportedModulationOrderUL
	ModulationOrder
	
	

	  simultaneousTxSUL-NonSUL
	[Not checked]
	
	

	}
	
	
	


<End of second modified section>
<Start of third modified section>
–
UE-NR-Capability
Table 4.6.4-17: UE-NR-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	
	

	  pdcp-Parameters
	PDCP-Parameters
	
	

	  rlc-Parameters
	RLC-Parameters
	
	

	  mac-Parameters
	MAC-Parameters
	
	

	  phy-Parameters
	Phy-Parameters
	
	

	  rf-Parameters
	RF-Parameters
	
	

	  measParameters
	MeasParameters
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	[Not checked]
	
	

	      logicalChannelSR-DelayTimer
	[Not checked]
	
	

	      longDRX-Cycle
	[Not checked]
	
	

	      shortDRX-Cycle
	[Not checked]
	
	

	      multipleSR-Configurations
	[Not checked]
	
	

	      multipleConfiguredGrants
	[Not checked]
	
	

	    }
	
	
	

	    measParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	[Not checked]
	
	

	      eventA-MeasAndReport
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	[Not checked]
	
	

	      logicalChannelSR-DelayTimer
	[Not checked]
	
	

	      longDRX-Cycle
	[Not checked]
	
	

	      shortDRX-Cycle
	[Not checked]
	
	

	      multipleSR-Configurations
	[Not checked]
	
	

	      multipleConfiguredGrants
	[Not checked]
	
	

	    }
	
	
	

	    measParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	[Not checked]
	
	

	      eventA-MeasAndReport
	[Not checked]
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	[Not checked]
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      twoFL-DMRS
	[Not checked]
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	[Not checked]
	
	

	      supportedDMRS-TypeDL
	[Not checked]
	
	

	      supportedDMRS-TypeUL
	[Not checked]
	
	

	      semiOpenLoopCSI
	[Not checked]
	
	

	      csi-ReportWithoutPMI
	[Not checked]
	
	

	      csi-ReportWithoutCQI
	[Not checked]
	
	

	      onePortsPTRS
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      pucch-F2-WithFH
	[Not checked]
	
	

	      pucch-F3-WithFH
	[Not checked]
	
	

	      pucch-F4-WithFH
	[Not checked]
	
	

	      freqHoppingPUCCH-F0-2
	[Not checked]
	
	

	      freqHoppingPUCCH-F1-3-4
	[Not checked]
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	[Not checked]
	
	

	      uci-CodeBlockSegmentation
	[Not checked]
	
	

	      onePUCCH-LongAndShortFormat
	[Not checked]
	
	

	      twoPUCCH-AnyOthersInSlot
	[Not checked]
	
	

	      intraSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      pusch-LBRM
	[Not checked]
	
	

	      pdcch-BlindDetectionCA
	[Not checked]
	
	

	      tpc-PUSCH-RNTI
	[Not checked]
	
	

	      tpc-PUCCH-RNTI
	[Not checked]
	
	

	      tpc-SRS-RNTI
	[Not checked]
	
	

	      absoluteTPC-Command
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	      pusch-HalfPi-BPSK
	[Not checked]
	
	

	      pucch-F3-4-HalfPi-BPSK
	[Not checked]
	
	

	      almostContiguousCP-OFDM-UL
	[Not checked]
	
	

	      sp-CSI-RS
	[Not checked]
	
	

	      sp-CSI-IM
	[Not checked]
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	[Not checked]
	
	

	      multipleCORESET
	[Not checked]
	
	

	    }
	
	
	

	    measParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	[Not checked]
	
	

	      csi-SINR-Meas
	[Not checked]
	
	

	      csi-RS-RLM
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	[Not checked]
	
	

	      dynamicSFI
	[Not checked]
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      twoFL-DMRS
	[Not checked]
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	[Not checked]
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	[Not checked]
	
	

	      supportedDMRS-TypeDL
	[Not checked]
	
	

	      supportedDMRS-TypeUL
	[Not checked]
	
	

	      semiOpenLoopCSI
	[Not checked]
	
	

	      csi-ReportWithoutPMI
	[Not checked]
	
	

	      csi-ReportWithoutCQI
	[Not checked]
	
	

	      onePortsPTRS
	[Not checked]
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	[Not checked]
	
	

	      pucch-F2-WithFH
	[Not checked]
	
	

	      pucch-F3-WithFH
	[Not checked]
	
	

	      pucch-F4-WithFH
	[Not checked]
	
	

	      freqHoppingPUCCH-F0-2
	[Not checked]
	
	

	      freqHoppingPUCCH-F1-3-4
	[Not checked]
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	[Not checked]
	
	

	      uci-CodeBlockSegmentation
	[Not checked]
	
	

	      onePUCCH-LongAndShortFormat
	[Not checked]
	
	

	      twoPUCCH-AnyOthersInSlot
	[Not checked]
	
	

	      intraSlotFreqHopping-PUSCH
	[Not checked]
	
	

	      pusch-LBRM
	[Not checked]
	
	

	      pdcch-BlindDetectionCA
	[Not checked]
	
	

	      tpc-PUSCH-RNTI
	[Not checked]
	
	

	      tpc-PUCCH-RNTI
	[Not checked]
	
	

	      tpc-SRS-RNTI
	[Not checked]
	
	

	      absoluteTPC-Command
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUSCH
	[Not checked]
	
	

	      twoDifferentTPC-Loop-PUCCH
	[Not checked]
	
	

	      pusch-HalfPi-BPSK
	[Not checked]
	
	

	      pucch-F3-4-HalfPi-BPSK
	[Not checked]
	
	

	      almostContiguousCP-OFDM-UL
	[Not checked]
	
	

	      sp-CSI-RS
	[Not checked]
	
	

	      sp-CSI-IM
	[Not checked]
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	[Not checked]
	
	

	      multipleCORESET
	[Not checked]
	
	

	    }
	
	
	

	    measParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	[Not checked]
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	[Not checked]
	
	

	      csi-SINR-Meas
	[Not checked]
	
	

	      csi-RS-RLM
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSets
	FeatureSets
	
	

	  featureSetCombinations SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination
	FeatureSetCombination
	
	

	  lateNonCriticalExtension
	[Not checked]
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	  }
	
	
	

	}
	
	
	


<End of third modified section>
