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System information blocks
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SIB6 contains an ETWS primary notification.
Table 4.6.2-5: SIB6
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB6 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B


	Note 1.
	

	  warningType
	'0000 0101 1000 0000'B
	Note 2.
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].

Note 2:      Warning Type Value (Octet 1 bit 7 ~ 1) set to 'Earthquake and Tsunami', 

                  Emergency User Alert  (Octet 1 bit 0) set to 'Activate emergency user alert', 

                  Popup (Octet 2 bit 7) set to 'Activate Popup', see TS 23.041 [X], 

                  Padding (Octet 2 bit 6 ~ 0) set to '000 0000'B.


–
SIB7



	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	


SIB7 contains an ETWS secondary notification.

Table 4.6.2-7: SIB7 (1st Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1.
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.

(see TS 23.041 [X])
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language
	see TS 23.041 [X].
	Segment 1

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


	Condition
	Explanation 

	Segment1
	The field is mandatory present in the first segment of SIB7, otherwise it is not present.


Table 4.6.2-8: SIB7 (2nd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	1
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.

(see TS 23.041 [X])
	

	  dataCodingScheme
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


Table 4.6.2-9: SIB7 (3rd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB7 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	LastSegment
	
	

	  warningMessageSegmentNumber
	2
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.

(see TS 23.041 [X])
	

	  dataCodingScheme
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


–
SIB8


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	


SIB8 contains a CMAS notification.
Table 4.6.2-10: SIB8 (1st Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [X])
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language
	see TS 23.041 [X]
	Segment 1

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


	Condition
	Explanation 

	Segment1
	The field is mandatory present in the first segment of SIB8, otherwise it is not present.


Table 4.6.2-11: SIB8 (2nd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	1
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.

(see TS 23.041 [X])
	

	  dataCodingScheme
	Not present
	
	

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


Table 4.6.2-12: SIB8 (3rd Segment)
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB8 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0001 0010'B
	CMAS CBS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041 [X])
	

	  serialNumber
	'0011 0000 0000 0000'B
	Note 1
	

	  warningMessageSegmentType
	LastSegment
	
	

	  warningMessageSegmentNumber
	2
	
	

	  warningMessageSegment
	Octetstring of N 
	Where N ≥ 1 and less than 1246.
(see TS 23.041 [X])
	

	  dataCodingScheme
	Not present
	
	

	  warningAreaCoordinatesSegment
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	Note 1:
 Geographical Scope (Octet 1 bit 7 ~ 6) set to  'Cell wide', 
Emergency User Alert (Octet 1 bit 5) set to 'Activate emergency user alert', 
Popup (Octet 1 bit 4) set to 'Activate popup', 
Update Number (Octet 2 bits 3~0) for each update, incremented by one, See TS 23.041 [X].


<End>
