Page 1



3GPP TSG RAN WG5 NR#3 AdHoc
R5-185663r1
Jaipur, India, 8-12 Oct 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	38.521-2
	CR
	0004
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Updating TRx test configuration in 38.521-2

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-10-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	According to the 38.306 v15.3.0, maximum supported bandwidth and supported SCS are up to UE’s implementation and are indicated in the UE capability IEs. 
(Relating capability IEs : channelBWs-DL, channelBWs-UL and all the FeatureSet related IEs) Currently, tested channel bandwidth and SCS are defined without taking the UE capability (support) into account. 

	
	

	Summary of change:
	The test configurations are updated to take the UE  capability into account. 
For NR, the highest/lowest BW/SCS are chosen from the UE’s support. 

	
	

	Consequences if not approved:
	Some UEs which does not support all the listed BW/SCS in the 38.101-2 cannot be tested.

	
	

	Clauses affected:
	6, 7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	R1 : Cover page format is corrected.


<< Unchanged sections omitted >>
6.3.3.4.4
Test description

6.3.3.4.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.3.3.4.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.3.3.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	TBD

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest (NOTE 1)

	Test SCS as specified in Table 5.3.5-1
	SCS defined in TS 38.211 [8] subclause 6.3.3.2 (NOTE 1)

	PRACH preamble format

	PRACH Configuration Index
	[0]

	NOTE 1: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.4.1.4
Test description

6.4.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.4.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest (NOTE 3)

	Test SCS as specified in Table 5.3.5-1.
	Smallest supported SCS per Channel Bandwidth (NOTE 3)

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	DFT-s-OFDM QPSK
	REFSENS (NOTE 2)

	NOTE 1: 
Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2

NOTE 2: 
REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band.
NOTE 3: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.4.2.1.4
Test description

6.4.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.4.2.1.4.1-1: Test Configuration Table for PUSCH

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	[Normal]

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	[Lowest, Highest] (NOTE 3)

	Test SCS as specified in Table 5.3.5-1
	[Lowest and highest SCS per Channel Bandwidth] (NOTE 3)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM PI/2 BPSK
	Outer Full

	3
	
	DFT-s-OFDM QPSK
	Inner Full

	4
	
	DFT-s-OFDM QPSK
	Outer Full

	5
	
	DFT-s-OFDM 16 QAM
	Inner Full

	6
	
	DFT-s-OFDM 16 QAM
	Outer Full

	7
	
	DFT-s-OFDM 64 QAM
	Outer Full

	8
	
	CP-OFDM QPSK
	Inner Full

	9
	
	CP-OFDM QPSK
	Outer Full

	10
	
	CP-OFDM 16 QAM
	Inner Full

	11
	
	CP-OFDM 16 QAM
	Outer Full

	12
	
	CP-OFDM 64 QAM
	Outer Full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.

NOTE 2:
Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.
NOTE 3: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.4.2.2.4
Test description

6.4.2.2.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 6.4.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.4.2.2.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	[Normal]

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	[Low range, Mid range, High range]

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	[Mid] (NOTE 4)

	Test SCS as specified in Table 5.3.5-1
	[Smallest supported SCS per Channel Bandwidth] (NOTE 4)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A
	Modulation
	RB allocation (NOTE 1, 3)

	1
	
	[DFT-s-OFDM QPSK]
	[Inner_1RB_Left]

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.

NOTE 2:
Test Channel Bandwidths are checked separately for each NR band, which applicable channel bandwidths are specified in Table 5.3.5-1.

NOTE 3: 
When the signalled DC carrier position is at Inner_1RB_Left, use Inner_1RB_Right for UL RB allocation.
NOTE 4: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.5.1.4
Test description

6.5.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in table 6.5.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	All (NOTE 3)

	Test SCS as specified in Table 5.3.5-1
	Lowest SCS per Channel Bandwidth (NOTE 3)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for occupied bandwidth test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	CP-OFDM QPSK
	Outer_full

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 3: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.5.2.1.4
Test description

6.5.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in table 6.5.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid and Highest (NOTE 2)

	Test SCS as specified in Table 5.3.5-1
	Lowest and Highest (NOTE 2)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spectrum Emission Mask test case
	Modulation
	RB allocation (NOTE 1)

	1
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	8
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	9
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Left

	11
	
	DFT-s-OFDM 64 QAM
	Outer_1RB_Right

	12
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	13
	
	CP-OFDM QPSK
	Outer_1RB_Left

	14
	
	CP-OFDM QPSK
	Outer_1RB_Right

	15
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.
NOTE 2: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.5.2.3.4
Test description

6.5.2.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in table 6.5.2.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Table 6.5.2.3.4.1-1: Test Configuration Table

	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, and Highest (NOTE 2)

	Test SCS as specified in Table 5.3.5-1
	Lowest and Highest (NOTE 2)

	Test Parameters

	Test ID
	Freq
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	Default
	N/A for Adjacent Channel Leakage Ratio test case
	Modulation
	RB allocation (NOTE 1)

	1
	Low
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
	High
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	Default
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
	Low
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
	High
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	Default
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	Low
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Left

	8
	High
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_1RB_Right

	9
	Default
	
	
	
	DFT-s-OFDM 16 QAM
	Outer_Full

	10
	Default
	
	
	
	DFT-s-OFDM 64 QAM
	Outer_Full

	11
	Low
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	12
	High
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	13
	Default
	
	
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:
The specific configuration of each RF allocation is defined in Table 6.1-1.
NOTE 2: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
6.5.3.1.4
Test description

6.5.3.1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the Subscriber Station (SS) to take with the UE to reach the correct measurement state.

Table 6.5.3.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest (NOTE 3)

	Test SCS as specified in Table 5.3.5-1
	Highest/Lowest supported SCS per test channel BW (NOTE 3)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for Spurious Emissions testing
	Modulation
	RB allocation 

(NOTE 1, NOTE 2)

	1
	
	CP-OFDM QPSK 
	Outer_Full

	2
	
	CP-OFDM QPSK 
	1RB [location(s) TBD] 

	NOTE 1:
The specific configuration of each RB allocation is defined in Table 6.1-1 Common UL configuration

NOTE 2:
The 1 RB allocation shall be tested at both RB # [TBD].
NOTE 3: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
Table 7.5.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest (NOTE 2)

	Test SCS as specified in Table 5.3.5-1 
	Lowest (NOTE 2)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1: The specific configuration of each RB allocation is defined in Table 7.3.2.4.1-1.
NOTE 2: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< Unchanged sections omitted >>
7.6.2.4
Test description

7.6.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.6.2.4.1-1. The details of the uplink refencence measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2. The details of the OCNG patterns used are specified in Annex A.5.
Table 7.6.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest (NOTE 2)

	Test SCS as specified in Table 5.3.5-1 
	Lowest (NOTE 2)

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1: The specific configuration of each RB allocation is defined in Table 7.3.2.4.1-1.
NOTE 2: 
Test conditions are selected with the consideration for the UE’s support for channel bandwidth and SCS.


<< End of changes >>
