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4.7.1
Contents of 5GMM messages

<<< TEXT SKIPPED >>>

–
UL NAS transport
Table 4.7.1-10: UL NAS TRANSPORT

	Derivation Path: 24.501 clause 8.2.10

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	UL NAS TRANSPORT message identity
	‘0110 0111’B
	
	

	Payload container type
	Set according to specific message content
	
	

	Payload container type
	‘0001’B
	N1 SM information
	INITIAL_PDU_REQUEST

	Spare half octet
	'0000'B
	
	

	Payload container
	Set according to specific message content
	
	

	Payload container
	PDU SESSION ESTABLISHMENT REQUEST message
	
	INITIAL_PDU_REQUEST

	PDU session ID
	If present: contents not checked
	
	

	PDU session ID
	Same PDU session ID as defined in the PDU SESSION ESTABLISHMENT REQUEST message in the Payload container
	
	INITIAL_PDU_REQUEST

	Old PDU session ID
	If present: contents not checked
	
	

	Request type
	If present: contents not checked
	
	

	Request type
	‘001’B
	initial request
	INITIAL_PDU_REQUEST

	S-NSSAI
	If present: contents not checked
	
	

	DNN
	If present: contents not checked
	
	

	Additional information
	If present: contents not checked
	
	


	Condition
	Explanation 

	INITIAL_PDU_REQUEST
	The UL NAS TRANSPORT message is used to transport a PDU SESSION ESTABLISHMENT REQUEST message to establish a new PDU session.

	
	


NOTE:
This message is always sent within SECURITY PROTECTED 5GS NAS MESSAGE message.
–
DL NAS transport
Table 4.7.1-11: DL NAS TRANSPORT

	Derivation Path: 24.501 clause 8.2.11

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0111 1110’B
	5GS mobility management messages
	

	Security header type
	’0000’B
	Plain 5GS NAS message, not security protected
	

	Spare half octet
	'0000'B
	
	

	DL NAS TRANSPORT message identity
	‘0110 1000’B
	
	

	Payload container type
	Set according to specific message content
	
	

	Payload container type
	‘0001’B
	N1 SM information
	5GSM_MESSAGE

	Spare half octet
	'0000'B
	
	

	Payload container
	Set according to specific message content
	
	

	Payload container
	5GSM message
	
	5GSM_MESSAGE

	PDU session ID
	Not Present
	
	

	PDU session ID
	Set to the same value as the PDU session ID of the 5GSM message in the Payload container.
	
	5GSM_MESSAGE

	Additional information
	Not Present
	
	

	5GMM cause
	Not Present
	
	

	Back-off timer value
	Not Present
	
	


	Condition
	Explanation 

	5GSM_MESSAGE
	The DL NAS TRANSPORT message is used to transport a 5GSM message

	
	


NOTE:
This message is always sent within SECURITY PROTECTED 5GS NAS MESSAGE message.
