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4.7.2
Contents of 5GSM messages

<<< TEXT SKIPPED >>>

–
PDU session modification request
Table 4.7.2-7: PDU SESSION MODIFICATION REQUEST

	Derivation Path: 24.501 clause 8.3.7

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	The value indicated in PDU SESSION ESTABLISHMENT REQUEST message
	
	

	PTI
	Any value from 1 to 254
	
	

	PDU SESSION MODIFICATION REQUEST message identity
	‘1100 1001’B
	
	

	5GSM capability
	If present: contents not checked
	
	

	5GSM cause
	If present: contents not checked
	
	

	Maximum number of supported packet filters
	If present: contents not checked
	
	

	Always-on PDU session requested
	If present: contents not checked
	
	

	Integrity protection maximum data rate
	If present: contents not checked
	
	

	Requested QoS rules
	If present: contents not checked
	
	

	Requested QoS flow descriptions
	If present: contents not checked
	
	

	Mapped EPS bearer contexts
	If present: contents not checked
	
	

	Extended protocol configuration options
	If present: contents not checked
	
	


	Condition
	Explanation

	
	

	
	


–
PDU session modification reject
Table 4.7.2-8: PDU SESSION MODIFICATION REJECT

	Derivation Path: 24.501 clause 8.3.8

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	

	PTI
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	

	PDU SESSION MODIFICATION REJECT message identity
	‘1100 1010’B
	
	

	5GSM cause
	Set according to specific message content.
	
	

	Back-off timer value
	Not Present
	
	

	Extended protocol configuration options
	Not Present
	
	


	Condition
	Explanation

	
	

	
	


–
PDU session modification command
Table 4.7.2-9: PDU SESSION MODIFICATION COMMAND

	Derivation Path: 24.501 clause 8.3.9

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	Set according to specific message content.
	
	

	PDU session ID
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	UE_Initiated_Modification

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PTI
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	UE_Initiated_Modification

	PDU SESSION MODIFICATION COMMAND message identity
	‘1100 1011’B
	
	

	5GSM cause
	Not Present
	
	

	Session AMBR
	Not Present
	
	

	RQ timer value
	Not Present
	
	

	Always-on PDU session indication
	Not Present
	
	

	Always-on PDU session indication
	
	
	

	  APSI
	‘0’B
	Always-on PDU session not allowed
	Always_On_Requested

	Authorized QoS rules
	Not Present
	
	

	Mapped EPS bearer contexts
	Not Present
	
	

	Authorized QoS flow descriptions
	Not Present
	
	

	Extended protocol configuration options
	Not Present
	
	


	Condition
	Explanation

	Always_On_Requested
	If the last PDU SESSION MODIFICATION REQUEST message included the Always-on PDU session requested IE.

	UE_Initiated_Modification
	If this message was triggered by a PDU SESSION MODIFICATION REQUEST message sent by the UE


–
PDU session modification complete
Table 4.7.2-10: PDU SESSION MODIFICATION COMPLETE

	Derivation Path: 24.501 clause 8.3.10

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	The value indicated in PDU SESSION MODIFICATION COMMAND message
	
	

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PDU SESSION MODIFICATION COMPLETE message identity
	‘1100 1100’B
	
	

	Extended protocol configuration options
	If present: contents not checked
	
	


	Condition
	Explanation

	
	

	
	


–
PDU session modification command reject
Table 4.7.2-11: PDU SESSION MODIFICATION COMMAND REJECT

	Derivation Path: 24.501 clause 8.3.11

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	The value indicated in PDU SESSION MODIFICATION COMMAND message
	
	

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PDU SESSION MODIFICATION COMMAND REJECT message identity
	‘1100 1101’B
	
	

	5GSM cause
	If present: contents not checked
	
	

	Extended protocol configuration options
	If present: contents not checked
	
	


	Condition
	Explanation

	
	

	
	


