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<Start of first modified section>
A.4.4	Additional information
Table A.4.4-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of ICMP or ICMP IPv6
	RFC 792 OR RFC 4443, RFC 4884
	NA
	pc_IP_Ping
	UE supports ICMP or ICMPv6 protocol to enable IP Ping Operation 



Table A.4.4-2: Definition of UE implementation capabilities
	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE-requested PDU session establishment for IMS after REGISTRATION 
	24.501
	Rel-15
	pc_PDU_IMS
	Configured to initiate PDU session establishment for IMS after REGISTRATION (Note 1).

	2
	UE-requested PDU session establishment for Internet after REGISTRATION
	24.501
	Rel-15
	pc_PDU_Internet
	Configured to initiate PDU session establishment for Internet after REGISTRATION (Note1).

	3
	Provide a second UE-requested PDU session establishment for Internet
	24.501
	Rel-15
	pc_PDU_IMS_Internet
	Configured to provide Internet with a second PDU session establishment (Note 1).

	4
	Provide a second UE-requested PDU session establishment for IMS 
	24.501
	Rel-15
	pc_PDU_Internet_IMS
	Configured to provide IMS with a second PDU session establishment (Note 1).

	Note 1:	The pc_PDU_IMS and pc_PDU_Internet, pc_PDU_IMS_Internet and pc_PDU_Internet_IMS are mutual exclusive i.e. shall not be set to true at the same time. The pc_PDU_IMS_Internet is valid only if pc_PDU_IMS is true. The pc_PDU_Internet_IMS is valid only if pc_PDU_Internet is true.



<End of modified section>

